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Apartments: Wheaton Construction Ltd. Claude Maurice, Arch. 38
1211 Beach Dr. Victoria. B.C. Victoria, B.C.
Oak Bay, B.C. (J. 1. Burchett: G. H. Wheaton)

Caulfield Cove Bramalea-Wescorp Developments Ltd. B. A. McLeod & R. Howard 41
W. Vancouver, B.C. Vancouver, B.C. Vancouver, B.C.

Associate architects/architectes associ^s

1129-1149 West 8th Ave. Stevenson Construction Ltd. Rhone & Iredale, Archs. 44
Vancouver, B.C. Vancouver, B.C. Vancouver, B.C.

The Maples Stanstead Developments Ltd. Daniel Evan White 46
4001 Mt. Seymour Pkwy. Burnaby, B.C. Vancouver, B.C.
North Vancouver, B.C. Project architect/architecte projet

Keith Ewing, Vancouver, B.C.

Chesterfield Courts Stratawest Projects Ltd. Hasseii/Griblin Associates Ltd. 50
177 West 6th St.
North Vancouver, B.C.

Vancouver, B.C. Vancouver, B.C.

Cedar Crescent and Cedar Crescent Development Ltd. Thompson, Berwick, Pratt & Partners 53
Capilano Road North Vancouver, B.C. Vancouver, B.C.
North Vancouver, B.C. Richard C. Mann, Architect-in-charge/ 

architecte responsable

Brae Glen Lothian Developments Ltd. H. W. R. McMillan, Arch. 56
Braeside Dr.
Calgary, Alta.

Calgary. Alta. Calgary, Alta.

Applewood Place Shipp Corporation Ltd. Koppel & Caspar Consultants 60
1333 Bloor St. Mississauga, Ont.
Mississauga, Ont. Julian Caspar, Architect-in-charge/ 

architecte responsable

Les Jardins de M6rici Les Jardins de Merici Inc. Gauthier. Guite, Roy, archs. 64
845, chemin St-Louis
Quebec, Qu6.

Ste-Foy, Qu6. Quebec, Que.

Honorable Mention/Mention honorable 
Category/Categorie B

Paraplegic Lodge Canadian Paraplegic Association Downs/Archambault, Archs. 67
1234 E. 20th Ave. B.C. Division and the Vancouver Vancouver, B.C.
Vancouver, B.C. South Lions Club, Vancouver, B.C.

The Walter Gage Student Residences Frank StanzI Construction Ltd. Reno C. Negrin & Associates 69
University of British Columbia Vancouver, B.C. for U. of B.C. Vancouver. B.C.
Vancouver, B.C. W. M. Moroz, Architect-in-charge/ 

architecte responsable

Students’ Union Housing Students’ Union A. J. Diamond and Barton Myers, Archs. 73
University of Alberta University of Alberta Toronto. Ont.
Edmonton. Alta. Edmonton, Alta. In association with/en soci^t^ avec

R. L. Wilkin
Partner-in-charge/associe responsable 
Edmonton, Alta.

Wascana Towne The H. A. Roberts Group R. K. Ewing, Arch. 75
Hillsdale Ave. & 23rd St.
Regina, Sask.

Regina, Sask. Vancouver, B.C.

Woodlea Condominiums Campeau Corporation L. B. McQuarrie/A. Levine, Archs. 78
280 McClellan Rd. Ottawa, Ont. Campeau Corporation
Ottawa, Ont. Ottawa, Ont.

Chicopee Villas Freure Homes Ltd. W. Carson Woods 81
415 Morgan Ave. Kitchener, Ont. Toronto, Ont.
Kitchener, Ont. Architect for/architecte pour

Marshall, Macklin, Monoghan
Don Mills, Ont.

Lacewood Drive K. P. Canavan Construction Hancock, Little, Calvert, Lorimer Assoc. 83
Stoneybrook Court Bedford, N.S. Halifax, N.S.
Halifax, N.S.



Award/Prix 
Category/Categorie C

Location/Emplacement Builder/Developer Architect/Designer Page
Constructeur/Entrepreneur Architecte/Dessinateur

The Hilborn House John Schropp Arthur Erickson, Arch. 88
194 Blue Herron Ridge Breslau, Ont. Toronto, Ont.
Preston, Ont.

The Foster House F. Vogel Construction Co. Kenneth H. Foster, Arch 90
Chamonix Cfetcent Don Mills, Ont. Don Mills, Ont.
Craigteith, Ont.

The Hamilton House W. A. Stephenson Construction Co. Hamilton/Ridgely/Bennett, Archs. 92
2 Hedgewood Rd. Willowdale, Ont. Toronto, Ont.
Willowdale, Ont.

The MacLachlan House Gordon E. Elliott Lett/Smith, Arch. 94
Lake Chemong Peterborough, Ont. Toronto, Ont.
Peterborough, Ont.

In Northern Ontario Inovar Design Ltd. and C. Blakeway Millar, Arch. 97
(owner not identified) Faion Construction Ltd. Toronto, Ont.

Toronto. Ont.

The Hill House York Hill Construction Co. Charles Simon/Henry Schefter, Archs. 100
40 Riverside Blvd. Toronto, Ont. Toronto, Ont.
Thornhill, Ont.

The Mumford House D. Moffat Construction Stark/Temporale, Archs. 102
Bolton, Ont. Orangeville, Ont. Mississauga, Ont.

The Zack House Lauder Bros. & Tait Builders Dalla-Lana/Griffin, Archs. 104
3030 West 45th Ave. West Vancouver, B.C. Vancouver, B.C.
Vancouver, B.C.

The Eppick House Stan Burton Arthur Erickson, Arch. 107
West Vancouver, B.C. Vancouver, B.C. Vancouver, B.C.

The Froese House Donald F. Fairbrother Donald F. Fairbrother, Arch. 110
7715 Nixon Rd. Vancouver, B.C.
Chilliawck. B.C.

The Mitchell House Hassell/Griblin Associates Ltd. Hassell/Griblin Associates Ltd. 112
4726 Wood Valley Place Vancouver, B.C. Vancouver, B.C.
West Vancouver, B.C.

Dolphin Beach Fiscus Building Components James R. Johnston 114
Nanoose Bay, B.C. North Vancouver, B.C. Fiscus Building Components
(owner not identified) North Vancouver, B.C.

Honorable Mention/Mention honorable
Category/Categorie C

Near Bridgenorth, Ont. Gordon E. Elliott Anthony L. Kemp, Arch. 116
(owner not identified) Peterborough, Ont. Toronto, Ont.

38 Pine Valley Dr. Cadet Construction Co. Ltd. J. E. Sievenpiper, Arch. 118
Woodbridge, Ont. Willowdale, Ont. Toronto, Ont.

The Weill House Joe Tsujimura Construction Hassell/Griblin Associates Ltd. 120
5873 Marine Dr. Vancouver, B.C. Vancouver, B.C.
West Vancouver, B.C.

Hernando Islands Fiscus Building Components James R. Johnston 122
Gulf Islands, B.C. North Vancouver, B.C. Fiscus Building Components
(owner not identified) North Vancouver, B.C.

The McKinnon House Fred Buchamer Construction Ltd. Paul D. Rust, Arch. 125
15735 Mountain View Cres. Surrey, B.C. Vancouver, B.C.

The Canadian Housing Design 
Council is a national organization 
whose aim, through the use of 
various educational programs and 
a relationship with the public, the 
house building industry, architects 
and others, is to encourage an 
improvement in the design of 
housing in Canada.

The work of the Council is 
financed by grants made under 
Part V of the National Housing Act 
by Central Mortgage and Housing 
Corporation.

Le Conseil Canadian de I’habita- 
tion est un organisme national qui 
vise ^ encourager I’amdlioration 
du concept residential au Canada. 
A cette fin, il execute divers pro­
grammes d’ordre educatif et entre- 
tient des rapports avec le public 
en general, I’industrie de la cons­
truction domiciliaire, les architec- 
tes et autres interesses au loge- 
ment.

Les travaux du Conseil sont 
finances au moyen de subventions 
accordees par la Societe centrale 
d'hypotheques et de logement 
aux termes de la Partie V de la Loi 
nationale sur I’habitation.

Surrey, B.C.



Introduction

With this bookiet the Canadian 
Housing Design Council continues 
to place on record the housing 
designs which have received the 
Council's Awards for Residential 
Design. Since 1957, choc has 
presented Awards to builders and 
designers in Canada for designs 
of houses and housing projects 
selected for this recognition from 
entries in various competitions. 
Awards for Residential Design are 
offered periodically and booklets, 
similar to this one, covering the 
1964, 1967, 1969 and 1971 series 
of Awards make up a uniquely in­
teresting record of a decade of 
contemporary Canadian residen­
tial design. Copies of these book­
lets are available from CHDC.

The 1974 Awards program at­
tracted 278 entries of various kinds 
of housing according to the con­
ditions of entry of the competition. 
The Awards jury first reviewed all 
entries submitted by examining 
photos, plans and other material 
and decided which of these war- 
wanted further examination. The 
jury then formed teams and visited 
55 selected entries for an on-site 
appraisal. This important phase in 
the assessment of entries resulted 
in 44 entries being selected for 
recognition; 11 entries did not sur­
vive the on-site examination. This 
booklet covers the 28 entries 
chosen to receive 1974 Awards for

Residential Design and the 16 
entries given Honorable Mention.

The qualitative criticisms both 
pro and con recorded here, are 
taken from the jury reports and it is 
asked that critical comments in 
particular be accepted in the spirit 
of furthering the main objective 
of the Council. Descriptive com­
ments are generally based on data 
supplied to the Council by the 
architect/designer concerned.

CHOC'S Awards provide an op­
portunity to focus industry and 
public attention on examples of 
well designed houses and housing 
developments built in Canada. 
They are also a means of recog­
nizing the efforts of those who 
make significant contributions to 
the improvement of housing de­
sign in this country. The 1974 
Awards were presented on March 
6th, 1975 at the National Arts 
Centre, Ottawa by the Minister of 
State for Urban Affairs, the Honor­
able Barney Danson, M.P. Honor­
able Mention recognition was pro­
vided under other arrangements.

The jury was made up of five 
members of Council who contri­
buted a considerable amount of 
their personal time in meeting the 
schedule of jury sessions and in 
travelling to widely scattered loca­
tions for the on-site visits. The 
Council acknowledges this contri­
bution to the program with many 
thanks. The Council also extends 
congratulations to those whose 
names are included in this record 
of 1974 Awards and its apprecia­
tion to all those who submitted 
entries.

Editor

R. W. Harvey,
Secretary-T reasurer choc

Avec la publication de la presente 
brochure, le Conseil canadien de 
I’habitation continue de grossir 
son dossier des modules de mai- 
sons qui se sont vu attribuer le 
prix du Conseil pour les realisa­
tions residentielles. Depuis 1957, 
le CCH a remis son prix a des 
constructeurs et des dessinateurs 
de tout le Canada pour recom- 
penser les meilleurs modeies de 
maisons et les projets d’habitation 
selectionnes a cette fin parmi les 
inscriptions dans divers concours. 
Les prix du modele d’habitation 
sont offerts periodiquement et des 
brochures comme celles-ci sur les 
series de prix attribues en 1964, 
1967, 1969 et 1971 constituent une 
collection d’un interetexceptionnel 
sur une decennie de realisations 
contemporaines dans le domaine 
de I'habitation au Canada. On peut 
obtenir des exemplaires de ces 
brochures en s’adressant au cch.

La serie de prix de 1974 a attire 
278 inscriptions dans les diverses 
categories d’habitations suivant 
les conditions d'admissibilite au 
concours. Le jury a d'abord 
examine toutes les candidatures 
d’apres les photographies, les 
plans et les autres informations 
qui etaient presentes et a choisi 
celles qui etaient dignes d'une 
etude plus approfondie. Const'tues 
en equipes, les membres du jury 
ont visite les projets retenus pour 
evaluation sur les lieux. Cette 
phase importante d'6valuation a 
abouti au choix de 44 realisations 
dignes de recompense et 11 pro­
jets qui n’ont pas rdsiste & I'exa- 
ment sur place. La presente bro­
chure porte sur les 28 realisations 
qui ont regu le prix du module 
d’habitation 1974 et les 16 qui ont 
regu une mention honorable.

Les critiques qualitatives, favo- 
rables et defavorables, consignees 
ici proviennent des rapports du 
jury et nous demandons au lecteur 
de considerer les commentaires 
defavorables en particulier dans 
I’esprit du grand objectif du Con­
seil. Les commentaires descriptifs 
s’inspirent en general des donnees 
fournies au Conseil par I’architecte 
et le concepteur.

Les prix du cch fournissent 
I’occasion d’appeler I’attention de 
I'industrie et du grand public sur 
des exemples de belles realisa­
tions de maisons et d’ensembles

residentiels au Canada. C’est en 
meme temps une fagon de rendre 
hommage a ceux qui font un 
apport signale a I’amelioration du 
dessin des maisons au Canada.
Les prix 1974 ont ete presentes 
aux laureats le 6 mars 1975 au 
Centre national des Arts, &
Ottawa, par le ministre d’Etat aux 
Affaires urbaines, I’hon. Barney 
Danson, depute. Les motions hono- 
rables ont fait I’objet d’une pre­
sentation particuliere.

Le jury etait constitue de cinq 
membres du Conseil qui ont con- 
sacre une somme considerable 
de leur temps aux seances du jury 
et a des deplacements pour effec- 
tuer les visites sur place qui les 
ont menes dans divers coins du 
Canada. Le Conseil est sensible a 
ce devouement et tient k les re- 
mercier chaleureusement. II felicite 
aussi ceux dont les noms figurent 
au present palmares 1974 et re- 
mercie tous ceux qui ont soumis 
un projet.

Le redacteur,

R. W. Harvey,
Secretaire-tresorier du cch

Minisfi'y of State foi Urban Affairs 

Deportmen* r^’-R'af charge des Affaires urbnines



Conditions of Entry/ 
Reglement du concours

The following is extracted from the 
Conditions of Entry leaflet setting 
out the terms of the 1974 program.

Any detached or attached 
house or any housing development 
with construction completed by 
September 30,1974 may be en­
tered provided it has not already 
won a CHOC Award. Entries may 
be submitted by builders or de­
velopers, by architects or de­
signers or by governmental or 
other associations.

Categories
A Single detached or attached 

houses Designs in this category 
may be for sale or rent and may 
accommodate 1,2, 3 or 4 families. 
This anticipates designs of single 
detached houses, semi-detached 
or duplex houses, triplexes and 
quadruplexes in a form other than 
4 units in a row forming part of 
larger housing development.

B Multiple housing This category 
would include designs of develop­
ments having attached housing in 
rows or in any other form; apart­
ment buildings; a mixture of house 
forms involving one or more build­
ings in a development; housing 
units designed for any purpose 
such as housing for rent or sale; 
condominium housing, elderly 
people's housing, students resi­
dences, public housing, co-op 
housing and other kinds of housing 
built under various governmental 
assistance programs, etc.

C Single detached houses designed 
for a specific owner This antici­
pates designs of “one-of-a-kind”

houses specifically designed and 
built for a stated owner i.e. original 
designs initiated through a de­
signer/client relationship.

Entry Material
A minimum of six black and white 
8x10 glossy photos is required for 
any house or housing develop­
ment entered. For houses, show 
front and rearviews, interior views 
and important design details. For 
multiple housing the photo must 
fully demonstrate the nature of the 
development, design of buildings, 
site utilization, landscaping, etc. 
Every entry should include one 
photo showing the relation of the 
entry to its own site and/or to its 
neighbours i.e. the street or ad­
jacent properties.

A floor plan of the house (any 
scale) is required and for multiple 
housing, typical floor layouts and 
a cross section; 8x10 photostats 
are preferred. Include also a site 
plan of the property showing the 
siting of the house or the layout of 
the development.

On a single plain sheet (8'/2 x 
11) provide a short typewritten 
description of the main features of 
the project entered. Mention all the 
essential design considerations- 
problems, solutions, restraints, 
site conditions, materials, colors, 
etc.-any information useful in 
making an evaluation of the entry. 
For multiple housing include den­
sity per acre; total units in the 
development, breakdown of units 
by bedroom count. Costs or sale 
prices are not essential to the jury 
process but they are an important 
reference point.

Deadline for entries is Septem­
ber 30th, 1974.

Judging
A jury will be arranged to review 
all entries submitted. Members of 
the jury will represent a broad

range of housing interests and ex­
perience. Included will be the 
building industry the design pro­
fessions and consumer interests.

For judging purposes the en­
tries in each category will be 
separated into groups in various 
ways so as to take into account 
such things as the size of the ac­
commodation provided, the geo­
graphic location of the project, the 
type of structure, etc.

At their first session the jury 
will decide, on the basis of the in­
formation, plans and photos sup­
plied, which of the entries reviewed 
shall be set aside for a second- 
stage examination. Such entries 
will then be subject to an on-site 
assessment by members of the 
jury. Following completion of on­
site viewing, the jury will re-con- 
vene and a final judging will deter­
mine which entries will be recom­
mended to the Council to receive 
Awards.

Basis of Judgement
Entries will be judged on the basis 
of design quality. Among criteria 
which the jury will apply during the 
initial review of entries and at the 
on-site viewing will be considera­
tion of such factors as livability, 
appearance and the relation of the 
design to the site and climatic 
environment.

Awards
There is no limit in the number of 
Awards offered in this program.
As many Awards as are warranted 
in the opinion of the jury will be 
given. The jury is not required to 
recommend Awards in each cate­
gory. Awards in the form of framed 
certificates will indicate the recog­
nition given, the identity of the 
winner and the project concerned.



Toute habitation individuelle ou 
groupde dont la construction sera 
achevee avant le 30 septembre 
1974 pourra etre presentee S ce 
concours a condition de ne pas 
avoir 6te primee d’un concours 
precedent du cch. Ce concours 
est ouvert aux architectes, cons- 
tructeurs ou entrepreneurs ainsi 
qu’aux organismes publics ou 
priv6s.

Categories
A Maisons individuelles Cette cate- 

gorie comprend les maisons indi­
viduelles detachees, semi-deta- 
chees ou les maisons en duplex, 
triplex ou quadruplex sauf si elles 
comptent plus de 4 unites de loge- 
ments alignees, auquel cas elles 
sent considerees comme faisant 
partie d’un ensemble residentiel 
plus important. Les habitations 
de cette categorie qui peuvent 
loger 1,2, 3 ou 4 families, peuvent 
etre destinees a la vente ou S la 
location.

B Habitations collectives Cette cate­
gorie comprend toutes les formes 
d’habitations groupees; aligne- 
ment de maisons ou autre type de 
groupement; immeubles d’appar- 
tements; complexes residentiels 
comptant un ou plusieurs bati- 
ments; habitations destinees k la 
vente ou immeubles locatifs; con­
dominium, residences pour per- 
sonnes agees, residences univer- 
sitaires; logements sociaux, co-
opOratifs ou finances par le gou- 
vernement, etc.

C Maisons individuelles congues 
pour un client particulier Ces mai­
sons se caracterisent par le fait 
qu’elles sent “uniques” et qu’elles 
ont ete construites pour un client 
precis, sur des plans originaux 
qui sent le fruit d’une collaboration 
entre ce client et son architects.

I'architecture des habitations, la 
composition du groupement, son 
adaptation k la configuration du 
terrain, sa bonne integration au 
paysage, etc. L’une de ces photos 
devra montrer comment la maison 
ou le complexe residentiel s’inte- 
gre au site ou au quartier avoisi- 
nant (ex. photo de la rue ou des 
proprietes adjacentes).

On joindra un plan par etage 
pour chaque maison individuelle 
(peu imports I’echelle) ou les plans 
type ainsi qu’une vue en coupe 
dans le cas des habitations grou­
pees; il est preferable d’utiliser le 
format 8 x 10. On joindra egale- 
ment un plan de la propriety indi­
quant I’emplacement de la maison 
ou la composition du groupement 
d’habitations.

Sur une feuille de papier sim­
ple, format 8V2 x 11, on donnera un 
bref expose dactylographie des 
principales caracteristiques de 
construction et de tous les ele­
ments dont II fallait tenir compte; 
problemes, solutions, imperatifs, 
configuration du terrain, mate- 
riaux, couleurs, etc.; c’est-a-dire 
tout renseignement permettant de 
mieux juger le models d’habitation 
propose. En ce qui concerns les 
habitations groupees, on indiquera 
la densite par acre de terrain, le 
nombre total d’unites de logement 
et, pour chaque unite, le nombre 
de chambres. Le prix de revient ou 
le prix de vente constituera un 
element de reference important 
sans toutefois etre considers par 
le jury comme un critere essentiel.

Date limite des envois: 30 
septembre 1974.

Selection
Un jury examiners tous les dos­
siers qui lui seront soumis. Ses 
membres refleteront un large even- 
tail d’experiences et d’interets 
dans le domains du logement. Ms

representeront le secteur de la 
construction, ainsi que les con- 
sommateurs.

Pour faciliter la selection, les 
dossiers de chaque categorie se­
ront repartis en differents groupes 
pour tenir compte de facteurs tels 
que la surface habitable, le site de 
I’habitation, I’architecture, etc.

Le jury effectuera une premiere 
selection a partir des photos et 
des documents soumis; les mode- 
les retenus seront ensuite visites. 
Le jury se reunira une derniere fois 
pour determiner ceux pour les- 
quels il recommandera au Conseil 
I’attribution d’un prix.

Criteres de selection
Les habitations seront jugees en 
fonction de leur quality architectu- 
rale. Durant la premiere phase de 
selection, le jury tiendra compte 
de criteres tels que la surface 
habitable, I’aspect ainsi que I’inte- 
gration au paysage et I’adaptation 
au climat.

Attribution des prix
Le nombre des prix n’est pas limi­
te. II y aura autant de prix que de 
realisations qui en seront jugees 
dignes. Les prix ne seront pas 
decernes par categorie. Des certi- 
ficats encadres indiquant le nom 
du laureat, la distinction obtenue 
ainsi que le type d’habitation, 
seront remis a I’architecte et au 
constructeur du modele prime.

The Jury/Le jury
Gustavo da Roza, fraic., rca, 
Winnipeg, Man.
Robert Graham, mraic. 
Thunder Bay, Ont.
James Houston, President, 
Community Builders Ltd.,
Port Moody, B.C.
Eric MacNearney, President, 
Cannon Construction Ltd., 
Windsor Jet., N.S.

Barbara Lambert, B.Arch., 
National Council of Women, 
Ottawa, Ont.

Documents a fournir
II est necessaire d’envoyer un 
minimum de six photos en noir et 
blanc, papier glace, format 8x10, 
pour chacune des maisons ou 
chacun des complexes residentiels 
prpsentes. On montrera les faga- 
des avant et arridre de chaque 
maison ainsi que des vues interieu- 
res et les details de construction 
importants. Dans le cas des habi­
tations groupees, les photos de- 
vront illustrer du mieux possible



Category A 
Detached and 
semi-detached houses
Categorie A 
Maisons individuelles 
et maisons jumelees



Location/Emplacement 
Prospect Street and 
Inglewood Avenue 
Kentville, N.S.

Built under contract by/
Construit par contrat par 
Roscoe Construction Co. Ltd. 
Cambridge Station, N.S.

Developed and designed by/ 
Realisation et conception de 
Nova Scotia Housing Commission 
Dartmouth, N.S.
Ernest A. Clarke, Director 
of Planning/Directeur de la 
planification

Award/Prix
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Designer's Comments
The unit plans and the site design 
for these 16 units were prepared by 
the Architectural staff on the Nova 
Scotia Housing Commission in 
response to a need for housing of 
low income families in the town 
of Kentville. The houses are sited 
on lots selected from a subdivision 
in which the remaining lots are 
allocated for Cooperative or shell 
housing. The site is heavily wood­
ed with medium size evergreens 
and slopes steeply down from 
Inglewood Avenue.

A range of semi-detached unit 
designs was developed by the 
Nova Scotia Housing Commission 
for their total year’s program. From 
this, designs were selected ac­
cording to particular site charac­
teristics and project requirements. 
The first and most important de­
sign consideration here was the 
development of a subdivision lay­
out and the choice of a unit plan 
which could, through simple de­
sign changes, be used for the 16 
units without presenting an ap­
pearance of sameness or repeti­
tion and, at the same time, not con­
tribute to increased construction 
costs. In the site layout an attempt 
was made to create visual variety 
and interest by lot selection, vary­
ing the setbacks and the orienta­
tion of the units; by stepping the 
units vertically between buildings 
and between units and by intro­
ducing a slight variation in mate­
rials and colors.

The unit shown (1000 sq. ft.) is 
a split-entry design with full use 
of a semi-basement for bedrooms, 
bathroom, furnace room and store

room. The result Is an economical 
yet spacious unit which can easily 
be set on a minimal frontage lot. 
The houses were built during the 
spring of 1973 for a construction 
cost of $19,900.00 per unit includ­
ing all landscaping and site works. 
Exterior materials are wood, hori­
zontal siding, painted, wood trim 
and cedar shingle accent panels.

Jury Assessment
This project of quite modest houses 
has taken advantage of a very 
difficult site which slopes in two 
directions. To achieve economies 
in construction, a repeat design 
was used to good advantage with 
a variation in set-backs to relieve 
any monotony and this has been 
well-handled. The diversification of 
materials has perhaps been over­
emphasized although the vertical 
striping in the concrete creates 
a pleasing texture.

The driveway access is gener­
ally good with only one or two 
presenting difficulties. Terraces in 
lieu of retaining walls have lowered 
construction costs and present a 
pleasing undulating green carpet 
punctuated by existing large trees 
which have been carefully pre­
served.
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Commentaire du dessinateur
Les plans des unites et de I’em- 
placement ont ete mis au point par 
les architectes de la Commission 
d'habitation de la Nouvelle-Ecosse 
pour repondre aux besoins de 
logement des families a faible 
revenu de Kentville. Les maisons 
sont construites dans une subdi­
vision dont les lots inoccupes sont 
destines a des habitations coope­
ratives ou en elements. L'empla- 
cement, garni d’une grande quan- 
tite de coniferes, de taille moyenne, 
descend en pente raide de 
revenue Inglewood.

La Commission d'habitation de 
la Nouvelle-Ecosse a elabore pour 
son programme de I’annee entiere 
une gamme de projets d'unites 
semi-detachees. On a choisi ceux 
d’entre eux qui convenaient aux 
caracteristiques de I'emplacement 
et aux exigences du projet. La 
grande preoccupation consistait 
ici dans I’elaboration de I'am^na- 
gement du lotissement et dans 
le choix d'un module d’unit6 sus­
ceptible, au prix de quelques 
modifications sommaires, d’etre 
utilisd pour les 16 constructions 
sans donner I’impression de la 
monotonie et de la repetition, mais 
sans contribuer pour autant ^ 
augmenter le cout de la cons­
truction. On s’est efforce de varier 
le coup d’oeil et de rendre I’ame- 
nagement interessant en selec- 
tionnant les emplacements, en 
variant la profondeur de retrait des 
unites et leur orientation, en inter- 
calant des unites a la verticale 
entre les immeubles et les autres 
unites et en variant ici et la les 
materiaux et les couleurs.

L’unite que nous voyons (1,000 
pieds carres) est un modele a 
entree polyvalente avec demi- 
sous-sol oil I’on peut amenager des

chambres a coucher, une salle 
de bains, une chaufferie et une 
reserve. Dans I’ensemble, I’unite 
est 6conomique tout en etant spa- 
cieuse et tient facilement sur un 
terrain de fagade minima. Les 
maisons ont ete construites au 
printemps 1973 au cout de $19,900 
pidce, ce qui comprend I’amena- 
gement paysager et tous les tra- 
vaux sur le chantier. Les materiaux 
d’exterieur sont le bois et les 
parements horizontaux teints, des 
boiseries et des bardeaux de 
c^dre en panneaux ddcoratifs.

Evaluation du jury
Cet ensemble de maisons indiscu- 
tablement modestes utilise au 
mieux un terrain trbs ingrat qui 
devale dans deux directions. Par 
souci d'economie, on a repete le 
meme modele a plusieurs exem- 
plaires en variant la profondeur 
de retrait pour eviter la monotonie 
et ce, avec habllete. Peut-etre 
a-t-on trop insiste sur la variete 
des materiaux quoique les bandes 
verticales du beton orient un 
relief agreable.

Des terrasses ont ete ame- 
nagees au lieu de murs de soute- 
nement, a moindre frais, et pre- 
sentent un tapis vert onduleux, 
d’aspect agreable et ponctuees 
de grands arbres qu’on a bien pris 
soln de preserver.



Location/Emplacement 
Yachtside No. 1 
Shore Drive 
Bedford, N.S.

Builder/Constructeur 
Yachtside Developments Ltd. 
Bedford, N.S.

Architect/Architecte 
David R. Forsyth 
Bedford, N.S.

Award/Prix
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Developer’s Comments
The rationale behind this project 
was to try to recapture with native 
woods a shape proven correct for 
a fishing village of 100 years ago 
but in a contemporary form. Al­
though the site was less than 
'/2-acre in size, we wanted to give 
water access to as many people as 
possible yet at the same time keep 
within our village terms of refer­
ence. From the outset we were 
determined to disprove the com­
monly-held belief that in the name 
of financial expediency, it is neces­
sary to strip and flatten a site and 
build square boxes. The first thing 
we did was to plot 53 major trees, 
transferring this information to a 
contour map. Our architect was 
asked for a building or buildings to 
fit the contours and the site. In­
stead of one building, it was de­
cided there should be three. In 
order to save the natural ground

cover and existing trees and shrub­
bery, we decided to expand the 
waterfront building area by incor­
porating a rock-filled seawall.
This also allowed better angles 
towards the views and required 
the cutting of only four trees, two 
of which were later sawn into 
planks for interior detailing.

The components themselves 
were fabricated prior to on-site 
construction. In the spirit of using 
native woods, N.S. spruce was 
used for framing, white and red 
pine for decking and vertical 
rough-sawn pine boards for siding. 
All wiring was installed under­
ground. Car parking, by decision, 
was our last and least considera­
tion and paved car paths were uti- 
mately worked in amongst the 
trees and buildings.

There are nine units housed in 
three individual buildings, in reali­
ty, six individual rectangles under 
three steeply- pitched shed roofs. 
Each building contains one three- 
bedroom, three-storey marine 
house; one two-bedroom, two- 
storey unit and one one-bedroom 
unit. Full interior volume has been 
used to give three-dimensional 
living. Each unit has two private

entrance-exits and an exciting 
choice of views and all units have 
fireplaces. Rentals during 1974 
ranged from $210 to $410 plus 
electric heat costs.

Jury Assessment
Every advantage has been taken of 
this interesting location to com­
bine living and recreation in an 
excellent environment. The land­
scaping is deceptively simple with 
almost all of the existing trees 
carefully preserved. The absence 
of overhead wires contributes to 
the fresh uncluttered look of the 
setting and the pleasant grouping 
of the chimney stacks exemplifies 
the many individual design details 
which abound in this project. A 
good choice of materials and sym­
pathetic design are also contri­
buting factors which make this a 
project worthy of its location. On 
the inside, the units are well or­
ganized and pleasing although the 
plan of the three bedroom unit is 
a bit unusual.





Commentaire du dessinateur
Nous avons voulu recreer dans ce 
projet, avec des bois du pays, la 
silhouette authentique des villages 
de pecheurs d’il y a 100 ans mais 
en lul donnant un accent contem- 
porain. Le terrain ne mesurait 
qu’une demi-acre mais nous avons 
voulu rendre I’eau accessible au 
plus grand nombre possible sans 
nous ecarter de la forme village 
qui etait notre objectif. Des le 
debut, nous etions decides a de- 
montrer la faussete du prejuge 
populaire selon lequel II faudrait, 
pour des raisons d’economie, 
denuder un terrain, I’aplanir et y 
construire des boltes carrees. 
Notre premier soin a ete de plani- 
fier I’emplacement de 53 grands 
arbres et de reporter ces donnees 
sur un plan topographique. Nous

avons demande a notre architecte 
d’adapter I’edifice ou les edifices 
au profil et a la nature du terrain. 
Nous avons opte pour trois edi­
fices au lieu d’un seul. Pour pro- 
teger la vegetation et les arbres et 
arbustes, nous avons decide 
d'agrandir I’aire a batir en bordure 
de I’eau en ajoutant une digue 
remplie de pierres. Get agence- 
ment menageait en outre de 
meilleurs angles pour profiter du 
panorama et n’exigeait la coupe 
que de quatre arbres dont deux 
ont ete debites en madriers par la 
suite et utilises dans des amena- 
gements interieurs.

Les elements ont ete fabriques 
avant la mise en chantier. Puisque 
nous voulions utiliser des bois du 
pays, nous avons choisi I’epinette 
de Nouvelle-Ecosse pour les 
charpentes, le pin blanc et le pin 
rouge pour le platelage et des 
planches de pin brut de sciage 
disposees a la verticale pour les 
parements. Toute la filerie est 
souterraine. D'un commun accord, 
nous avons relegue le stationne-

ment au dernier rang de nos pre­
occupations et finalement, des 
allees pavees ont ete tracees 
entre les arbres et les edifices, 

Ilya neuf unites reparties
dans trois edifices qui sont en 
realite six rectangles distincts 
groupes sous trois toits en ap- 
pentis, a pente tres raide. Chaque 
immeuble contient une maison de 
trois etages a trois chambres a 
coucher et hangar a bateau; une 
unite de deux etages et deux 
chambres a coucher et une unite 
d’une seule chambre a coucher. 
Le volume interieur a ete inte-

gralement utilise pour faire place 
a toutes les facettes de i'existence. 
Chaque unite a deux entrees pri- 
vees, un remarquable choix de 
points de vue et un foyer. En 1974, 
les loyers s’echelonnaient de 
$210 a $410 outre le cout du 
chauffage electrique.

Evaluation du jury
Tous les avantages de cet inte- 
ressant emplacement ont ete mis 
a profit pour combiner le logement 
et les loisirs dans un environne- 
ment remarquable. L’amenagement 
paysager donne une impression 
de simplicite et presque tous les 
arbres ont ete soigneusement 
preserves. L’absence de fils elec- 
triques apparents contribue a 
I'aspect agreablement degage du 
decor et le groupement ingenieux 
des cheminees est un bon exemple 
des nombreux details originaux 
qui abondent dans la conception 
de ce projet. Le choix des mate- 
riaux et un dessin intelligent sont 
d'autres facteurs qui rendent ce 
projet digne de son decor. A 
I’interieur, les unites sont bien 
planifiees et agreables meme si 
le plan de I’unite a trois chambres 
sort quelque peu de I’ordinaire.



Award/Prix
Location/Emplacement 
Bedford Village 
Bedford Hills Road 
Bedford, N.S.

Developer/Entrepreneur 
L. B. Stevens Construction Ltd. 
Halifax, N.S.

Architect/Architecte 
H. Drew Sperry 
Dartmouth, N.S.

Designer’s Comments
This house is located in a small 
subdivision which marked the be­
ginning of the 475-acre develop­
ment known as Bedford Village. 
The village's residential compo­
nent (409 acres) will ultimately 
accommodate some 6,000 people 
In a variety of housing forms at 
an overall gross density of 15 per­
sons per acre. All residential land 
in the development slopes towards 
a 60-acre lake at centre. The land 
is beautifully wooded with large 
stands of mature pine, hemlock 
and spruce. Mostly because of the 
special attractiveness of this land, 
and partly because of constraints 
imposed by steep slopes and shal­
low depth to bedrock, the village 
developers wished to create a 
community of housing which would 
preserve the natural quality of 
the place and offer well-designed 
houses for sale to middle-income 
families in the Metro Halifax area.

A basic 3-bedroom house de­
sign (1144 sq. ft.) was approved at 
the commencement of the building 
program. This employed familiar 
design elements common to a long 
heritage of Nova Scotia domestic 
architecture and yet lent itself to 
building in the wooded and often 
tough site conditions of this par­
ticular property. The design offered

many possible variations which 
would permit the addition of bed­
rooms, family rooms, carports, 
storage, optional basement in sur­
face bedrock areas and a choice 
of orientation on the lot. This house 
is one such adaptation of the basic 
design.

The use of rough-sawn exterior 
plywood and trim; shades of brown, 
grey and green stain, and native 
landscaping materials has en­
hanced the natural attractiveness 
of the site and also helped to re­
duce construction and mainte­
nance costs. The house design has 
won market acceptance. All twenty- 
two houses in the first stage of 
the development sold quickly. The 
subject house sold for $43,300 in 
May 1974.

Jury Assessment
Although the houses in this project 
are of one basic design they do 
not appear to be alike and they 
relate to each other very well 
indeed. The natural setting deter­
mined a simple approach to land-
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scaping as the obvious answer 
and this has been done with telling 
effect. Wood chips in lieu of grass, 
where grass would be difficult to 
maintain under the trees, has re­
sulted in a very attractive project. 
The natural earth colours on the 
exteriors of the houses blend with 
the background and while this 
causes no visual disharmony, to 
some the atmosphere may be 
slightly austere.

The basic house is evocative of 
the older vernacular domestic 
architecture of Nova Scotia and 
continues in the same native tradi­
tion of simple excellence in design 
and honest workmanship. The plan 
layout is efficient and obviously 
quite straight forward. Its main 
value lies in its adaptability to 
various changes in space use or 
by additions. Detailing, particu­
larly at window trim and baicony 
railings is well handled.

Commentaire du dessinateur
Cette maison est situee dans un 
petit lotissement qui a ete a I’ori- 
gine de la collectivite de 475 acres 
appelee Bedford Village. La partie 
residentielle du village (409 acres) 
comptera eventuellement 6,000 
habitants dans des formules de 
logement variees et, en gros, une 
densite de 15 personnes a I’acre. 
Tous les terrains ^ vocation do- 
miciliaire descendent vers le lac 
de 60 acres qui occupe le centre 
du lotissement. Le terrain est 
superbement boise, avec de 
grands bouquets de pins adultes, 
de sapins du Canada et d'epi- 
nettes. A cause surtout du charme 
particulier de I’endroit et un peu 
a cause des contraintes imposees 
par des pentes abruptes et le quasi- 
affleurement de la roche-mere.

les entrepreneurs en amenagement 
ont voulu creer un ensemble 
d’habitations dans lequel les qua- 
lites naturelles de I'endroit seraient 
preservees tout en offrant des 
maisons bien congues aux families 
a revenu moyen de la region du 
grand Halifax.

Un premier module a 3 cham- 
bres a coucher (1144 pieds carres) 
a ete approuve au debut du pro­
gramme de construction. On y 
utilisait des elements de concep­
tion familiers, tires d’une longue 
tradition d’architecture propre a 
la Nouvelle-Ecosse et pourtant, le 
modele s’est bien adapte a I’envi- 
ronnement boise et k la nature 
peu accueillante par endroits de 
I’emplacement. Le dessin com- 
portait plusieurs possibilites de 
modification permettant d’ajouter 
des chambres a coucher, une 
salle de sejour, un abri d'auto, 
une reserve, le sous-sol facultatif 
dans les endroits ou le roc affleu- 
rait et plusieurs possibilites 
d'orientation. La maison que nous 
voyons est une adaptation du 
modele de base.

L'emploi d’un contreplaque 
d’exterieur et d’une boiserie a 
fini brut; les tons de brun, de gris 
et de vert de la teinture et I’utilisa- 
tion des materiaux trouves sur 
place pour I'amenagement pay- 
sager ont mis en valeur le charme 
naturel de I’endroit et contribue 
a reduire les couts de construction 
et d’entretien. Le modele a ete 
bien accueilli sur le marche. Les 
22 maisons de la premiere phase 
du programme ont ete vendues

rapidement. Celle que nous voyons 
ici a ete vendue pour $43,300 en 
mai 1974.

Evaluation du jury
Bien que toutes ces maisons 
viennentessentiellement du meme 
dessin, eiies ne semblent pas 
identiques et s’harmonisent tres 
bien entre elles. Le decor naturel 
exigeait de toute evidence la 
simplicite dans I’amenagement 
paysager et I’effet est d’ailleurs 
remarquable. Une litiere de co- 
peaux de bois au lieu d’herbe 
sous les arbres, la ou I’entretien 
d’une pelouse aurait presente des 
difficultes, produit un effet tres 
attrayant. Les couleurs naturelles 
des exterieurs se fondent avec 
I’environnement et si rien de tout 
cela ne peut chequer I’ceil, I’en- 
semble peut suggerer une certaine 
austerite.

Le modele de base evoque la 
plus ancienne architecture propre 
a la Nouvelle-Ecosse et respecte 
la tradition locale de perfection 
dans la simplicite du dessin et de 
travail honnete. Le plan schema- 
tique est habile et manifestement 
depourvu de complications. Sa 
grande valeur reside dans la pos- 
sibilite de I’adapter a diverses 
utilisations de I’espace ou a des 
additions. Les details et particu- 
lierement la boiserie des fenetres 
et les balustrades de balcons 
sent bien choisis.





Location/Emplacement 
36 Farlane Boulevard 
Ottawa, Ont.
Builder/Constructeur 
Minto Construction Limited 
Ottawa, Ont.

Designed by/Conception de 
Minto Design Staff 
Ottawa, Ont.
A. J. Russell, Chief Architect/ 
Architecte en chef

Award/Prix

Designer’s Comments
This three bedroom bungalow is 
one of a series of designs to meet 
a variety of needs and tastes for 
houses intended to sell in the 
upper price range. It can be built 
on a seventy-five foot wide lot.
It has a ‘LT shaped plan wrapping 
around an entrance court which 
has a screen fence on the front. 
Floor area is 1890 sq. ft.

Scissor trusses were used 
over the living room and foyer area 
to provide a beamed cathedral 
ceiling to tie the space together. 
The fireplace provides separation 
between foyer and living room.
A finished stair leads down from 
the foyer to a recreation room, with 
walls and fireplace ready roughed 
in for finishing to the owners’ taste. 
A study opens off the entrance

foyer. The dining room is a podium 
two steps higher than the rest of 
the floor level and has a buffet- 
height wall separating it from the 
living room.

As the projecting wings are of 
unequal width, brick was used 
on the wall of bedroom and study 
to emphasize the difference. The 
balance of the walls of the house 
are in cedar siding.

Jury Assessment
This is a house built for sale and 
it is a sensitive, thoughtful dwelling 
providing comfortable family 
living, with good use of space and 
materials.

It combines a well-proportioned 
exterior with a well-organized 
separation of interior functions 
plus good circulation. Materials 
are chosen for easy maintenance. 
Rooms are well-lighted and cheer­
ful and the high-ceilinged living 
room provides a change in visual 
spaces. The rooms are spacious 
and the complete basement pro­
vides better than average storage 
space as well as space for extra 
rooms and a good-sized recreation

area with fireplace. The study is 
well-located outside the bedroom 
area but close to it.

The present owner likes the 
way the openings in the fireplace 
wall create a visual relationship 
between living room and entrance 
hall but at the same time clearly 
define the two areas. The visual 
connection between dining and 
living room and the sense of for­
mality achieved by stepping up the 
dining area is also pleasing. The 
owner would have preferred it if 
the kitchen door to the garden had 
been placed at the back of the 
house, rather than the side. This 
would have provided for easier 
liaison with the outdoors, and more 
convenient when serving summer­
time outdoor meals. A variation 
in the plan might be offered along 
these lines. It would appear to 
improve space utilization in this 
part of the house.



Commentaire du dessinateur
Ce bungalow de trois chambres a 
coucher est I'une des presenta­
tions repondant a une diversite de 
besoins et de gouts de maisons 
qui doivent se vendre dans la 
partie superieure de I’echelle de 
prix. On peut construire ce modele 
sur un terrain de 75 pieds de 
largeur. Sa forme en U enveloppe 
une cour d’entree agrementee 
d'une cloture ajouree a I’avant.
La superficie est de 1890 pieds 
carres.

Des cintres en ciseaux ornent 
le plafond du salon et du foyer 
pour donner I’effet d'un plafond 
cathedrale a poutre donnant un 
lien d'unite a I'ensemble. Le foyer 
constitue la separation entre le 
hall d'entree et le salon. Un esca-

lier fini mene du hall d'entree a 
la salle de recreation, les murs et 
le foyer etant deja amenages 
pour etre finis au gout des pro- 
prietaires. Une etude ouvre sur le 
hall d’entree. La salle a manger est 
disposee en podium a deux gra- 
dins au-dessus du plancher 
environnant avec mur-buffet la 
separant du salon.

Les ailes protuberantes etant 
de largeur inegale, on a utilise de 
la brique sur le mur de la chambre 
a coucher et de I'etude pour sou- 
ligner la difference. Les autres 
murs de la maison sont en pare- 
ment de cedre.

Evaluation du jury
II s’agit ici d'une maison construite 
pour etre vendue et une realisation 
sensible au contort familial offrant 
une utilisation judicieuse de 
I'espace et des materiaux.

L'exterieur bien proportionne 
correspond a un espace interieur 
bien organise avec separation 
des diverses fonctions en plus

d'une bonne circulation. Les mate­
riaux ont ete choisis en vue de la 
facilite d'entretien. Les pieces 
sont bien eclairees et gaies et le 
salon a plafond eleve anime 
I’espace visuel. Les pieces sont 
spacieuses et le sous-sol complet 
offre un espace de rangement plus 
grand que la moyenne, en plus de 
I’espace de chambres supple- 
mentaires et une salle de recrea­
tion de bonne proportion agre­
mentee d’un foyer. L’etude est 
bien situee en dehors du secteur 
des chambres a coucher mais a 
proximite.

Le proprietaire actual apprecie 
la fagon dont les ouvertures dans 
le mur du foyer creent un rapport 
visuel entre le salon et le hall 
d’entree tout en delimitant claire- 
ment les deux secteurs. Le rat- 
tachement visuel entre la salle a 
manger et le salon et I'ambiance 
de dignite realises par le sure- 
levement de la salle a manger

sont aussi des elements agreables. 
Le proprietaire aurait prefers que 
la ports de la cuisine ouvrant sur 
le jardin eut ete places a I'arriere 
de la maison plutot que sur le 
cote. Ceci aurait permis un rapport 
plus etroit avec l’exterieur et une 
plus grande commodite quant il 
s’agit de servir des repas a I’exte- 
rieur en ete. Le plan pourrait etre 
modifie dans ce sens. L’utilisation 
de I’espace dans cette partie de 
la maison y gagnerait proba- 
blement.



Location/Emplacement 
14/15 May Street 
Toronto, Ont.
Builder/Constructeur 
Florins & Pede 
Willowdale, Ont.

Architects/Architectes 
Armstrong & Molesworth 
Toronto, Ont.

Award/Prix

Designer’s Comments
These two semi-detached houses 
were built on a narrow and very 
steep ravine lot in the heart of the 
city. They appear small from the 
steet elevation and yet are actually 
very large (3100 sq. ft.) with four 
floors of living area. There is park­
land beside one unit and a large 
vacant property beside the other 
unit. This adjoining property is 
owned by the owner of the westerly 
unit and serves as an outdoor 
landscaped sitting area.

The lower levels are brick clad 
poured concrete, the upper levels 
are brick and block bearing wall. 
Four foot deep, four foot wide con­
tinuous lateral concrete grade 
beams anchor the structure into 
the bank. The brick dark brown 
manganese type with brown mor­
tar. Trim and metal work is shibui 
brown. Windows are insulating 
glass.

The four levels of interior space 
are unified with a large rectangular 
staircase over which is located a 
large skylight. There is a view of 
both the dining and living areas 
through the floor opening at the 
entry level. The street is one of the 
last brick cobblestone streets in 
Toronto and the driveways have 
been constructed of brick to 
match.

Jury Assessment
Good planning, excellent lighting 
and close relationship to the site 
give this semi-detached design the 
feel of single-family detached 
homes. The exterior is dignified 
and well-proportioned, with good 
visual separation between the two 
houses. The driveways slope down

slightly from the street and while 
this may be just enough to give 
trouble in icy weather, this device 
enabled the architect to arrange 
the main entry between living and 
dining levels and well below bed­
room levels.

This is a very open design with 
clear visibility into living and dining 
areas from the entrance hall and 
into the kitchen, if the door is left 
open. This arrangement, plus 
having so many levels, could make 
this house hard to maintain on a 
day-to-day basis, but its virtue is 
to provide well-separated func­
tions and stimulating interior 
views. The skylight over the stairs 
at bedroom level is designed so 
that the edge where the dome 
meets the roof cannot be seen.
This gives a feeling almost as 
though there is no barrier between 
house and sky. The same detail 
provides an excellent baffle for in­
direct lighting at night. The chil­
dren's play area at the lowest leyel 
is at grade and is visually and 
functionally connected to the out­
side through large glass areas 
which include a sliding door.

Landscaping is excellent, main­
ly because it is left natural. Every 
window has a beautiful view and 
every room has privacy from 
neighbours.



Commentaire du dessinateur
Ces deux maisons jumelees ont 
ete construites sur un terrain etroit 
et tres escarpe au coeur de la ville. 
Elies paralssent petites apergues 
du niveau de la rue, mals elles 
sent en reallte tres grandes (3100 
pieds carres) et comportent quatre 
etages de sejour. L’une est flan- 
quee d’un pare et I’autre d’un 
grand terrain vague. Cette pro- 
priete adjacente appartient au 
proprietaire de la malson placee 
a I'ouest et sert d'aire de repos 
exterleur amenagee.

Les niveaux inferieurs sont en 
beton coule a revetement de 
briques tandisque les niveaux 
superleurs sont en brique avec 
mur portant en bloc. Des poutres 
en beton de quatre pieds de 
profondeur et quatre pieds de 
largeur coulees en continu et 
placees lateralement au niveau du 
sol ancrent la structure au flanc 
de la pente. La brique est brun 
manganese fonce avec mortier 
brun. La garniture et la serrurerie 
est brun shibui. Les fenetres sont 
garnies de vitres isolantes.

Le lien entre les quatre niveaux 
interieurs est assure par un grand 
escalier rectangulaire couronne 
par une grande lucarne faitiere.
Au niveau de I’entree, la vue 
plonge sur la salle a manger et 
le salon. La rue est Tune des der- 
nieres rues cailloutees de Toronto 
et les entrees ont ete amenagees 
a I’avenant.

Evaluation du jury
Bonne planification, excellent 
eclairage et une etroite integration 
au site donnent a cede conception 
jumelee I’effet d’une maison uni- 
familiale independante. L’exterieur 
est digne et bien proportionne 
avec detachement visual excellent 
entre les deux maisons. Le chemin 
d’acces est en pente legere a 
partir de la rue et si cette incli-

naison risque d'etre ennuyeuse 
en periode de glaciation, elle a 
permis a I’architecte de disposer 
I’entree principale entre les 
niveaux du salon et de la salle a 
manger et nettement au-dessous 
des chambres a coucher.

II s’agit ici d’une presentation 
offrant une vue degagee sur le 
salon et la salle a manger depuis 
le hall d’entree et jusque dans la 
cuisine si la porte reste ouverte.
En plus d’offrir de nombreux 
niveaux, cette disposition pourrait 
rendre cette maison difficile a 
entretenir au jour le jour mais elle 
offre I'avantage de fonctions bien 
separees et de vues interieures 
stimulantes. La lucarne au-dessus 
du puits d’escalier, au niveau des 
chambres a coucher, est congue 
de fagon que le rebord entre le 
dome et le toit reste invisible. Ce 
detail donne I’impression de 
n’opposer aucun obstacle entre 
la maison et le ciel. Le meme 
detail assure un excellent deflec- 
teur d’eclairage indirect le soir. 
L’aire de jeu des enfants, au 
niveau inferieur, est situee au 
niveau du sol exterieur et reliee 
visuellement et fonctionnellement 
a I'exterieur par de grandes bales 
vitrees completees par une porte 
coulissante.

L’amenagement paysager est 
excellent, surtout par ce qu’il 
conserve de naturel. Cheque 
fenetre offre une vue incomparable 
et cheque piece est isolee des 
voisins.



Award/Prix
Location/Emplacement 
44 & 44A Ellerbeck Street 
Toronto, Ont.
Built under contract by/ 
Construit par contrat par 
D. & M. General Contractors 
North York, Ont.

Architect/Architecte 
W. Carson Woods 
Toronto, Ont.
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Designer’s Comments
The site is in central Toronto on a 
street of mature single and semi­
detached homes. Zoning permitted 
semi-detached homes but limited 
them to a maximum gross floor 
area of 1,582 square feet each, 
with a maximum permissible in­
ternal width of 16'-0". The limita­
tion on floor area caused a reduc­
tion in actual width to 15'-6" in­
side. A large spreading Norway 
Maple occupies the centre of the 
front yard. This brought about the 
decision to separate the driveways 
and pair the entrance walk-way and 
steps. This saved the tree, reduced 
the impact of driveway ramps onto 
the street and gave appropriate 
scale and focus to the formal front 
entrances.

To give a feeling of space, cir­
culation is a part of each of the 
activity areas which are placed in 
sequence from front to back of the 
house. The stairs are left open so 
benefit of the full width of the 
house is achieved. To further open

up the house the cross-section 
was manipulated by taking the 
master bedroom up to the third 
floor over the two children’s bed­
rooms. By leaving this bedroom 
and the gallery on the second floor 
open, a three-storey-high cathe­
dral ceiling space is created. Visual 
privacy is given to the master bed­
room by the solid balustrade, yet 
audio supervision of the entire 
house is possible. The children’s 
bedrooms are well-separated with 
their own bathroom and this sec­
tion can be closed off from the rest 
of the house. Their access hall 
doubles as a laundry and linen 
centre.

Structurally the house is nar­
row enough to use clear span steel 
joists for the floor and sawn beams 
with exposed cedar deck for the 
roof. This simplifies internal parti­
tions which become non-loading 
bearing. All bathrooms and heat­
ing ducts are stacked vertically, 
simplifying plumbing and ventila­
tion.

Jury Assessment
This semi-detached house was 
designed to accommodate a young 
family in an economical manner 
on a narrow lot. The architect 
owner lives in one unit and rents

the other one. The design is a 
judicious use of space with good 
use of simple materials and the 
whole is a well-executed job. By 
clever use of a 20'-0" portion of 
land the architect has created a 
most livable and functional home 
with an inside width of 15'6’' only. 
The interior is perhaps more suc­
cessful aesthetically than the ex­
terior but the house fits very well 
on a street of single family houses 
of a variety of shapes and sizes. 
The plan is simple and logical, the 
spaces well-proportioned and 
well-arranged for the family size 
and ages. Good use is made of a 
skylight at the upper levels.

The jury visiting the house 
questioned two points-there is 
only the suggestion of a front ves­
tibule or hall so that the entry is 
really directly into the living room; 
also, the master bedroom at the 
top level is open to sound from 
the rest of the house. This could be 
very useful for listening to or over­
seeing young children but it could 
mean also that sometime the 
present or future owner may want 
to alter this openness as family 
needs change.



Commentaire du dessinateur
Get emplacement est sis au centre 
de Toronto dans une rue bordee 
de maisons individuelles et ju- 
melees a caractere de stabilite.
Le zonage admet des habitations 
jumelees mais leur superficie 
brute de plancher doit se limiter 
a 1582 pieds carres par maison 
avec une largeur interieure maxi­
mum de 16 pieds. La limitation 
de la superficie de plancher a 
entraine une reduction de la 
largeur reelle a 15 pieds 6 pouces 
a I’interieur. Un gros erable de 
Norvege occupe le centre de 
I’espace gazonne a I’avant de la 
maison. C’est ainsi qu'on a decide 
de separer les entrees et de 
jumeler les trottoirs et les gradins 
d’entree. L’arbre a ete epargne, 
les rampes d'entree de la rue 
sent moins apparentes et les 
entrees avant sent mises en pro­
portion et en valeur.

Pour creer I’impression d’es- 
pace, la circulation fait partie de 
chacune des aires d'activite qui 
sent agencees en sequence de 
I’avant a I’arriere de la maison.
Les escaliers restent ouverts afin 
de profiter de la pleine largeur 
de la maison. Pour accentuer 
I'ouverture de la maison, on en a 
hausse le profil en transportant 
la chambre a coucher principale 
au troisieme etage au-dessus des

deux chambres d’enfants. En 
laissant cette chambre et la galerie 
au deuxieme etage ouvertes, on 
accueille un plafond cathedrale 
de trois etages. L’intimite visuelle 
de la chambre principale est 
assuree par une balustrade solide 
tout en maintenant une surveil­
lance auditive de toute la maison. 
Les chambres a coucher des 
enfants sent bien separees par 
leur chambre de toilette indivi- 
duelle et cette section peut etre 
isolee du reste de la maison. Leur 
corridor d’acces serf en meme 
temps de buanderie et de centre 
de repassage.

Au point de vue de la structure, 
la maison est assez etroite pour 
utiliser des solives en acier d'une 
seule portee pour le plancher et 
des poutres sciees a nervures de 
cedre apparent pour le toit. Ceci 
simplifie le cloisonnement interieur 
puisque les cloisons ne sent plus 
portantes. Toutes les conduites 
d’eau et de chauffage sent grou- 
pees verticalement, ce qui sim­
plifie les installations de plomberie 
et de ventilation.

Evaluation du jury
Cette maison jumelee a ete congue 
de fagon economique en fonotion

des besoins d’une jeune famille, 
sur un terrain etroit. L'architecte- 
proprietaire habite I’une des 
maisons et loue I’autre. Le dessin 
fait une utilisation judicieuse de 
I'espace et une bonne utilisation 
de materiaux simples et I’en- 
semble est bien execute. Par une 
utilisation intelligente d’un terrain 
de 20 pieds, I’architecte a cree 
une maison tres logeable et 
fonctionnelle d’une largeur inte­
rieure de seulement 15 pieds 6 
pouces. L’interieur est peut-etre 
mieux reussi du point de vue 
esthetique que I’exterieur, mais 
la maison s’integre tres bien dans 
une rue de maisons unifamiliales 
de formes et de grandeurs di- 
verses. Le plan est simple et 
logique. les espaces bien pro- 
portionnes et bien amenages en 
fonction de la faille de la famille 
et des ages qu’elle reunit. On a 
fait un usage judicieux d'une 
lucarne fattiere aux niveaux 
superieurs.

L’equipe qui a visite la maison 
s’est interrogee sur deux points: 
le vestibule ou hall d’entree a 
I’avant etant a peine esquisse.

I’entree donne en realite direc- 
tement sur le salon; de plus, la 
chambre a coucher principale au 
niveau superieur regoit tous les 
bruits du reste de la maison. Si 
cette disposition peut se reveler 
tres utile pour ecouter et surveiller 
de jeunes enfants, II se peut aussi 
que le proprietaire actuel ou futur 
desire modifier cet amenagement 
ouvert au fur et a mesure que 
les besoins de la famille chan- 
geront.



Location/Emplacement 
11309 University Avenue 
Edmonton, Alta.
Built under contract by/ 
Construit par contrat par 
J. W. Vetsch 
Edmonton, Alta.

Architect/Architecte 
Doris N. Tanner 
Edmonton, Alta.
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Designer's Comments
The owners of this building (the 
architect and her husband), having 
raised their family in suburbia, 
wished to move back to the city 
and to a location where everything 
would be within walking distance. 
They wanted to build an alterna­
tive to high-rise city living. In order 
to make construction economically 
feasible, they designed their own 
house in combination with a two 
bedroom rental unit and included 
a small professional office for 
themselves. This is their retirement 
policy. The house has 2079 sq. ft. 
of living space including the office, 
the rental unit, 1118 sq. ft.

The site is flat, on a fairly busy 
street opposite the University of 
Alberta, in a residential conversion 
zoning area. The zoning requires 
side yards, as well as front and 
backyards, with restrictions on 
land coverage and height. The 
building could be adapted as a 
triplex, and when the zoning 
changes, a third floor could be 
added.

Materials are standard frame 
construction with plasterboard 
finish. The winters here are long

and cold, but gas heating is rela­
tively cheap, so the design in­
cludes large glass areas to prevent 
a feeling of being trapped indoors. 
Winter driving conditions called 
for garages at ground level.

Jury Assessment
In function, the elements in this 
design have been resolved very 
well-a house integrated with an 
architect’s studio with a two-level 
rental unit adjoining the house.
The main house includes a guest 
room; the rented unit a small study. 
The architect’s office part con­
nects with an upper-level study. 
Ground level garages are provided 
for both units. The possibility of a 
further addition to the structure 
has been carefully considered.

Very good use has been made 
of the site and the orientation is 
well-handled. Good use has also 
been made of standard building 
materials and methods. Interiors 
are thoughtfully detailed.

Commentaire du dessinateur
Les proprietaires de ce batiment, 
I’architecte et son mari. ayant 
eleve leur famille dans une ban- 
lieue cnt voulu revenir a la ville, 
dans un milieu ou tout serait a 
distance de marche. Ils ont voulu 
construire le pendant d'un appar- 
tement urbain en hauteur. Afin de 
rendre cette construction econo- 
miquement realisable, ils ont 
congu leur maison en y combinant 
un logement de deux chambres et 
un petit bureau professionnel 
pour eux-memes. Ceci fait partie 
de leur vie de personnes retirees. 
La maison a une superficie de 
2,079 pieds carres d’espace vital 
y compris le bureau et le logement 
loue de 1118 pieds carres.

II s’agit d’un terrain plat situe 
sur une rue assez achalandee face 
a I’Universite de I'Alberta. dans un 
secteur convert! en zone residen- 
tielle. Le reglement de zonage exi- 
ge I'amenagement de cours late- 
rales aussi bien que de cours a 
i'avant et a I’arriere, avec des limi­
tations de couverture du terrain 
et de hauteur. Le batiment pourrait 
etre convert! en triplex et. avec le 
changement du reglement de zona­
ge. on pourrait ajouter un troisie- 
me etage.

I! s'agit d'une construction 
standard a ossature de bois et 
parements en panneaux de platre.

Les hivers etant longs et froids, 
mais le chauffage au gaz relative- 
ment bon marche, le plan compor- 
te de grandes bales vitrees pour 
chasser I'impression d'etre empri- 
sonne a I'interieur. Les conditions 
de conduite automobile en hiver 
imposaient I’inclusion de garages 
au niveau du sol.

Evaluation du jury
Fonctionnellement, les elements 
de ce plan sont tres bien com­
poses pour integrer une habitation 
et un studio d’architecte a une 
maison de location de deux etages 
attenante. Le corps principal de 
la maison comprend une chambre 
d’invites; la partie louee comporte 
une petite etude. Le bureau d’ar­
chitecte est relie au niveau supe- 
rieur a une etude. Des garages 
sont prevus au niveau du sol pour 
les deux logements. La possibilite 
d'une autre addition a ce batiment 
a ete soigneusement envisagee.

L’emplacement a ete tres bien 
utilise et I’orientation tres bien 
pensee. On a aussi fait une excel- 
lente utilisation de materiaux et 
de methodes de construction 
standards. Le detail des interieurs 
est soigneusement execute.



Location/Emplacement 
Route Chateau D'Oex 
Mont Cervin,
Lac Beauport, Que.

Designed and built by! 
Conception et construction de 
Jean Marie Rondeau,
Lac Beauport, Que.

Honorable Mention/
Mention honorable

Designer’s Comments
Situated within commuting dis­
tance of Quebec City, Lac Beau­
port iies 13 miies to the north at the 
fringe of the vast Laurentians area 
stretching westwards to Montreai. 
The buiiding site is further north; 
heaviiy treed with mapies and 
firs; has very steep siopes and 
offers spectacuiar views, in a sub­
division which inciudes a variety 
of singie detached houses by other 
buiiders, the decision to introduce 
a Swiss-chaiet styie of architecture 
was a conscious effort to reiate 
the house to this particular setting 
and to respond to the weather 
conditions and the life-style of 
those who would live here. It is a 
house-style noticeably different to 
most neighbouring houses which 
merely seem to transfer ordinary 
urban designs to this forest area 
without concern for site or recog­
nition of weather.

Every consideration was given 
to the functional aspects of the 
design to match the living habits 
of the family. Thus, within 1500 sq. 
ft. plus a large basement play­
room individual spaces are more 
than adequate for a variety of 
family activities. Most space is 
given to areas of greatest com­
munal activity-the playroom and 
the livingroom, because here fami­
ly and friends gather and life, par­
ticularly during the ski season is 
very communal. The playroom is 
well lighted with full ceiling height 
because the house, protecting 
itself against extensive snow con­
ditions, sits well out of the ground. 
The livingroom with its open fire­
place and two storey ceiling is 
ideal for more private and relaxed

times. Bedrooms are not large but 
will adequately accommodate the 
family and some visiting friends. 
Windows are placed to take every 
advantage of the views and the 
outside balcony, in season, extends 
the living space considerably.

Jury Assessment
Although at first sight seemingly 
out of character with most exam­
ples of housing for Canadians, this 
chalet-type house so perfectly 
relates to its site and is so well- 
suited to the life style of the area 
that it received high jury com­
mendation, Coupled with this is 
the simple straightforward space 
arrangement inside where every 
area relates well to the living 
habits of the family. Construction 
is well handled and most details 
are honest to the chalet style.

The justification for the high 
basement, not acceptable in most 
other situations, lies in raising the 
level of the main floor above the 
snow affording spectacular views 
of the area from windows and 
balcony. In this particular location, 
this version of the traditional Swiss 
chalet was seen by the visiting jury 
team as being much more appro­
priate than the use of standard 
plans transferred from suburbia.

Commentaire du dessinateur
Le Lac Beauport est sis a 13 milles 
dans la banlieue nord de la ville 
de Quebec, aux abords de la vaste 
region laurentienne qui s’etend 
vers I'ouest jusqu'a Montreal. 
L’emplacement de la maison est 
un peu plus au nord, sur un site 
densement people d’erables et de 
coniferes, aux pentes tres abruptes 
offrant des vues superbes. Dans 
une subdivision qui comprend une 
diversity de maisons individuelles 
realisees par d’autres construc- 
teurs, la decision de construire 
une maison de style chalet suisse 
a ete inspiree par un effort cons- 
cient pour I'adapter au milieu, aux 
conditions climatiques et au style 
de vie de ceux qui devaient y vivre. 
Elle differe en ceci nettement de 
la plupart des maisons du voisi- 
nage dont le style est une simple 
transposition des dessins ordinai- 
res des banlieues dans ce paysage 
forestier, sans tenir compte du site 
ni faire la part du climat.

La plus grande importance a 
ete accordee aux caracteristiques 
fonctionnelles du dessin par rap­
port aux habitudes de vie de la 
famine. Ainsi, une superficie de 
1500 pieds carres plus une gran­
de salle de jeux au sous-sol leur 
fournit un espace individuel plus 
que suffisant pour une diversite 
d’activites familiales. La plus 
grande partie de I’espace est ac­
cordee aux aires de plus grande 
activite communale, la salle de 
jeux et la salle de sejour, lieux de 
rencontre de la famille et des amis 
et de vie a caractere tres commu­
nal surtout pendant la saison du 
ski. La salle de jeux est bien eclai- 
ree et tres haute de plafond etant 
donne que la maison, pour se pro- 
teger contre un enneigement in­
tense, est assise haut au-dessus 
du sol. Le salon avec le foyer 
ouvert et le plafond a hauteur du



deuxieme etage est ideal pour les 
moments de detente et d’intimite. 
Les chambres a coucher ne sont 
pas grandes mais elles logeront 
facilement la famine et quelques 
amis en visite. Les fenetres sont 
orientes de fagon a tirer pleine- 
ment partie de la vue et le balcon 
exterieur agrandit sensiblement 
I’aire de sejour pendant la belle 
saison.

Evaluation du jury
Si, a premiere vue, elle peut sem- 
bler trancher sur la plupart des 
examples d’habitations construites 
pour les Canadians, ce modele de 
chalet suisse s’harmonise si par- 
faitement a son site et s’integre si 
bien au style de vie du voisinage 
qu’il a regu la cote d’excellence du 
jury. A ses autres qualites s’allie 
I’agencement simple et depouille 
de I’interieur, dont cheque element 
epouse les habitudes de vie de la 
famine. La construction est bien 
realisee et la plupart des details 
sont fideles au style chalet.

La hauteur du sous-sol, qui ne 
serait pas acceptable dans la plu­
part des autres contextes, se de­
fend en raison du niveau auquel on 
a voulu placer le rez-de-chaussee 
au-dessus de I’accumulation de 
neige afin de degager la vue su- 
perbe sur la region depuis les fene­
tres et le balcon. Dans ce cadre 
particulier, I’equipe qui a visite 
cette version du chalet suisse tra- 
ditionnel en a trouve le choix beau- 
coup plus judicieux que la trans­
plantation de plans standards 
empruntes aux banlieues.



Location/Emplacement 
R.R. #1, Val David 
Laurentides, Que.

Designed and built by/ 
Conception et construction de 
J. Pierre Campeau, Architecte 
Montreal, Que.

Honorable Mention/
Mention honorable
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Designer's Comments
The property (for five houses) is 
owned by the architect for the de­
sign and deveiopment of houses 
for sale or rent. This ownership has 
allowed maximum freedom to ex­
periment and to perpetuate a iine 
of thought. Other houses being 
built are also experimental in 
nature.

The property is on a sharp 
mountain siope and this presented 
a number of chaiienges and in­
fluenced the design. The house 
shown is exposed to the side of the 
mountain, a very rocky site. This 
would explain the necessity for a 
spiit-ievei design; for having four 
fioors, skylighting; why the main 
floor area is reduced to a minimum 
and the reason for the fioor over­
hang. The yard and main door are 
located at the rear to catch the 
path of the sun, the living room is 
in the front, to provide for a long- 
range view down the valley. Floor 
area, 1200 sq. ft.

Jury Assessment
The quality of interior spaces is 
exceiient. The relationship estab­
lished between various rooms by 
means of an open staircase and 
its reiated openings gives this 
compact house a sense of conti­
nuity as weii as a spatial diversity.

A great deal of attention was paid 
to the location and shape of the 
openings in order to take in maxi­
mum natural light according to 
different periods during the day 
and seasons. This was done on a 
particuiariy difficult site, as far as 
possibilities for the orientation of 
the building is concerned and the 
result is good.

The entire building, exterior 
and interior, is made of rough 
materials, including rough timber 
and old brick. Construction details 
are simple and in good taste and 
there are no unnecessary frilis.
The use, application and treatment 
of materiais enhance the natural 
and inherent quaiity of the mate­
rials themselves. The result is 
pieasing and warm. The house is 
characterized by a weli-balanced 
rustic style based upon an excellent 
use of rough and natural materials. 
All trees, where possible, have 
been preserved. Exterior spaces 
have been designed to offer pro­
tection from the prevailing winds 
and have made good use of the 
naturai elements of the site.
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Commentaire du dessinateur
L’emplacement (pouvant recevoir 
cinq maisons) appartient a I’archi- 
tecte qui veut I’utiliser pour la 
realisation de maisons a vendre ou 
a louer. Ce regime permet le maxi­
mum de liberte d’experimentation 
et de developpement d’une ligne 
de pensee. Les autres habitations 
en construction ont aussi un carac- 
tere experimental.

Situee sur une pente de mon- 
tagne abrupte, la propriety presen- 
tait un certain nombre de defis a 
relever et le dessin s'en est ressen- 
ti. La maison representee ici est 
accrochee au flanc de la monta- 
gne, sur un site tres rocailleux.
D’ou la necessite d'une conception 
a mi-etages, a quatre niveaux, 
eclaires par une lucarne de faita- 
ge; c'est pourquoi aussi I’aire du 
niveau principal est reduite au 
minimum et prolongee en porte-a- 
faux. La cour et I'entree principale 
sont placees a I’arriere pour capter 
le soleil, le salon est a I’avant avec 
vue au loin sur la vallee. La super- 
ficie est de 1200 pieds carres.

des saisons. Ceci a pu etre execute 
sur un site particulierement diffi­
cile quant aux possibilites d’orien- 
tation du batiment et la realisation 
a donne de bons resultats.

L’ensemble du batiment, a I’ex- 
terieur comme a I'interieur, est 
realise avec des materiaux frus- 
tres, y compris du bois brut et de 
la vieille brique. Les details de 
construction sont simples et de 
bon gout, sans ornements super- 
flus. L’utilisation, I'application et le 
traitement des materiaux rehaus- 
sent la qualite naturelle et inhe- 
rente des materiaux. On a ainsi 
compose un ensemble agreable et 
chaud, une maison de style rusti- 
que harmonieux a partir d’une 
excellente utilisation de materiaux 
bruts et naturels. Dans la mesure 
du possible, tous les arbres ont ete 
conserves. Les espaces exterieurs 
ont ete congus de maniere a abriter 
I’ensemble centre les vents domi­
nants en utilisant au mieux les 
caracteres naturels du site.

Evaluation du jury
La qualite des espaces interieurs 
est excellente. Le rapport etabli 
entre les diverses pieces au moyen 
d’un puits d’escalier ouvert don- 
nant sur les divers espaces confere 
a cette habitation compacte un 
caractere de continuite en meme 
temps qu’une diversity spatiale.
On a consacre beaucoup de soins 
a I’emplacement et a la forme des 
ouvertures afin de profiter au maxi­
mum de I’eclairage naturel selon 
les differentes periodes du jour et



Location/Emplacement 
Patio Homes 
Mainroyal Street 
Erin Milis, Ont.

Developer/Entrepreneur 
Whitehall Development Corp. Ltd. 
Toronto, Ont.

Architect/Architecte 
Jerald Silverberg 
Toronto, Ont.

Honorable Mention/
Mention honorable

Designer’s Comments
These homes (averaging 1200- 
1400 sq. ft.) are representative of 
a group of fifty semi-detached 
dweilings which were built in the 
new community of Erin Mills. An 
attempt was made to provide more 
privacy by means of staggering 
the units, providing private patio 
courts at the front and sinking 
decks into the roof slope. In the 
majority of cases different plan 
types were joined utilizing different 
masonry and trim colours to avoid 
twinning the houses. Warm woods 
and colours help to give a distinc­
tive community feeling and set 
these homes apart from the stah-

dard semi-detached approach 
prevalent in the area.

Jury Assessment
This group of semi-detached 
houses is arranged along the street 
in the manner of singie-famiiy 
homes. The exterior appearance is 
good, with materials well chosen 
and well-related to one another.

A few of the homes do not have 
garages and those that do, have 
no connecting door to the house, 
aithough some have doors close to 
the main entry. The plans are fair, 
with reasonable connections to 
the back gardens. The jury found 
the Darien plan to be the most at­
tractive, mainly because of the 
open stairwell.
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Commentaire du dessinateur
Ces maisons (d’une superficie 
moyenne de 1200 a 1400 pieds 
carres) sont typiques d’un groupe 
de 50 habitations jumelees cons- 
truites dans la nouvelle agglomera­
tion d’Erin Mills. On a voulu, dans 
ce projet, souligner le caractere 
d'intimite des diverses unites en 
les decalant les unes par rapport 
aux autres, en prevoyant un patio 
a I’avant et une terrasse emboitee 
dans le toit en pente. Dans la ma- 
jorite des cas, differents types de 
plans ont ete reunis en utilisant 
des couleurs differentes pour la

magonnerie et les garnitures afin 
d’eviter le jumelage des maisons. 
Des bois et des couleurs aux tein- 
tes chaudes contribuent a leur 
donner une atmosphere de collec- 
tivite propre et un caractere bien 
distinct du type ordinaire de mai­
sons jumelees si courant dans le 
secteur.

Evaluation du jury
Ce groupe de maisons jumelees 
est dispose le long de la rue a la

fagon de maisons unifamiliales. 
L’apparence exterieure est bonne, 
les materiaux bien choisis et bien 
harmonises entre eux.

On n'a pas prevu de garage 
dans quelques cas et, la ou II en 
existe, Ms n’ont pas de porte de 
communication avec la maison 
quoique certains soient munis 
d’une porte placee pres de I’entree 
principale. Les plans sont passa- 
bles et la communication avec le 
jardin arriere est raisonnable. Le 
jury a trouve le plan Darien le plus 
attrayant, surtout a cause du puits 
d'escalier ouvert.



&
I n'11114'POWDCA

1-I



Location/Emplacement 
Heritage in the Woods 
Seymour Bouievard 
North Vancouver, B.C.

Developer/Entrepreneur 
Dunhiii Deveiopment Corp. Ltd. 
North Vancouver, B.C.

Architects/Architectes 
Viadimir Piavsic & Associates 
Vancouver, B.C.

Honorable Mention
Mention honorable

Designer’s Comments
In designing this condominium 
project the intent was to create a 
siting with emphasis on natural 
features in the placement of the 
units and to be compatible to its 
single family environs. Individual 
units were sited in two basic con- 
figurations-linear patterns that 
parallel existing site contours and 
clustered patterns in the more 
level area of the site.

There are 96 units with four 
distinct unit plans, each of which 
is designed for a specific site con­
dition. All units contain three bed­
rooms, living room, dining room.

kitchen, family room and at least 
two bathroms. Finished floor areas 
range from 1,440 square feet to 
1,730 square feet, maintaining a 
scale of building that is compatible 
to single family housing. Provision 
was made for two parking spaces 
per unit, either in the basement or 
in attached carports. Average sale 
price in December 1972 was 
$50,000.

Available local materials were 
used to blend in with natural sur­
roundings, for example, cedar 
siding treated with earthtone 
stains, with contrasting rough tex­
tured stucco. In addition to recrea­
tion facilities, a natural trail was 
established through the area of 
the upper bank.

Jury Assessment
The jury agreed that these units 
were well designed but the out­

standing feature was the generous 
layout of each unit and the design 
of the complex as a whole. The 
large units include excellent walk- 
in closets, storage room, extra 
kitchen storage, utility space and



m
a good sized basement. A fireplace 
in the basement level allows for 
the addition of a very enjoyable 
area, however, the jury felt that this 
space would have been signifi­
cantly improved if a more careful 
selection of window size and loca­
tion could have been made to 
allow more daylight. The circula­
tion pattern, flowing from the op­
tion of entry either through the 
garage or a more formal hall, is 
well thought out. Privacy of the 
peripheral units was handled very 
well, but a number of the inward­
looking units suffered from a lack 
of visual privacy.

Commentaire du dessinateur
En dessinant ce condominium, on 
a voulu creer un amenagement qui 
mettrait en valeur les caracteris- 
tiques naturelles dans la dispo­
sition des unites et le concevoir en 
fonction d un milieu unifamilial.
Les diverses unites ont ete dispo- 
sees selon deux configurations de 
base: en ligne parallele au profil 
de I'emplacement et en groupe 
dans la partie la moins accidentee 
de I’emplacement.

L'ensemble comprend 96 uni­
tes et quatre plans distincts. cha- 
cun etant congu en fonction d'une 
condition precise de I’emplace­
ment. Toutes les maisons ont trois 
chambres a coucher, salon, salle a 
manger, cuisine, salle familiale et 
au moins deux salles de bain. La 
superficie de plancher fini va de 
1440 pieds carres a 1730 pieds 
carres, c’est-a-dire une grandeur 
acceptable pour une maison unifa- 
miliale. On a prevu deux places 
de stationnement par unite, soit au 
sous-sol soit sous un abri d’auto 
attenant. Le prix de ces maisons 
etait en moyenne de $50,000 en 
decembre 1972.

On a utilise les materiaux dispo- 
nibles sur place pour harmoniser 
la construction avec le cadre natu- 
rel, soit par example en utilisant 
de la planche de cddre traitee a la 
teinture couleur de sable contras-

tant avec un stuc a texture gros- 
siere. Outre les installations re- 
creatives, un sentier sauvage a ete 
etabli dans la region de la rive 
superieure.

Evaluation du jury
Le jury reconnalt que ces habita­
tions sont bien dessinees, mais le 
caractere dominant reside dans la 
disposition genereuse de chaque 
unite et la conception de I’ensem- 
ble. Les grandes unites sont mo­
nies de placards de plein pied, 
d’espace de rangement, d’espace 
de rangement supplementaire dans 
la cuisine, d'espace utilitaire et 
d’un sous-sol d’assez grande di­
mension. Le fait d’avoir place un 
foyer au sous-sol permettra d'ajou- 
ter une aire tr6s agreable, mais le 
jury est d’avis qu’on aurait sensi- 
blement ameliore cet espace si 
I’on avait choisi avec plus de soin 
la grandeur et la place des fene- 
tres afin d’assurer un meilleur 
eclairage natural. Le schema de 
circulation, qui permet d’entrer par 
le garage ou par un hall plus ela- 
bore, est bien pense. L’intimite des 
unites peripheriques est bien trai­
tee. mais un certain nombre d’uni- 
tes tournees vers I’interieur souf- 
frent d’un manque d’intimite 
visuelle.
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Location/Emplacement 
Apartments 
1211 Beach Drive 
Oak Bay, B.C.
Developer/Entrepreneur 
J. I. Burchett/G. H. Wheaton 
Victoria, B.C.

Builder/Contracteur 
Wheaton Construction Ltd. 
Victoria, B.C.

Architect/Architecte 
Claude Maurice 
Victoria, B.C.

Award/Prix
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Designer’s Comments
This 20-unit scheme is arranged 
to maximize the potentiai of an 
irreguiar 0.8 acre waterfront site. 
While zoning permitted a 35' high 
3-storey apartment building, the 
desire of achieve “front-door” 
units and to integrate with the 
more domesticaiiy scaied part of 
the neighbourhood caused the de­
velopers to present this iower 
alternative to the Municipaiity. Re­
laxation of site coverage by-laws 
(without any increase in total floor 
space) was the enlightened politi­
cal response which allowed the 
project in this unconventional form 
to be realized.

The building is a concrete 
beam-and-slab 3-storey structure 
with steel stud interior partitions. 
The top fioor walls and roof are 
wood frame. Interior finishes are 
mainly veneer plaster and carpet. 
Exterior finishes are cedar, stucco 
and sandblasted concrete with ex­
tensive stone waiis, cedar fences, 
wood trelises and iandscaping. 
The buiiding is electricaily heated 
and has 34 underground parking 
spaces.

Of the 20 units, 16 are single- 
level and 4 are 2-storey. Floor 
areas range from 1320 to 2240 
square feet. Originally, 50% of the 
units were to be 3 bed-room but, 
along with other changes made to

suit individual purchaser's require­
ments, only 6 were completed with 
3 bedrooms, 13 units have 2 bed­
rooms and there is a one-bedroom 
caretaker’s unit.

Jury Assessment
This entry has achieved a strong 
reiation to the sea-edge site by 
providing complete variety among 
the twenty units, with terrace, sun 
and view of the water for each one. 
The individuality of each of the 
twenty units is outstanding and the 
design has left potential for each 
occupant to further personalize.
As a whole, the effect of a collec­
tion of custom houses unified by 
context is particularly sensitive 
and weil stated. Of equal impor­
tance is the achievement of a 
building form, seventeen feet be­
low the height allowed by local 
zoning, thus retaining an excellent 
view for those in the existing 
neighbourhood.

The oniy question raised during 
jury discussions, related to the 
circulation patterns-the pubiic 
stairs couid, perhaps, have been 
made wider and more inviting 
through the introduction of natural 
light.
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Commentaire du dessinateur
Ce plan de 20 unites cherche a 
tirer parti au maximum d’une bor- 
dure de terrain irreguliere de 0.8 
acre pres de la mer. Le zonage 
permettait un immeuble residentiel 
de trois etages et de 35' de hau­
teur; cependant, soucieux de reali- 
ser des unites ayant chacune son 
entree et d’integrer le tout a un 
voisinage a caractere plus prive, 
les entrepreneurs ont propose 
cette construction plus basse a la 
municipalite. Celle-ci a pris I’heu- 
reuse decision de relacher le re- 
glement relatif a I’emplacement 
utilisable (sans augmentation de la 
superficie de plancher totale), ce

qui laissait le champ libre a ce 
projet d’allure inusite.

La structure de cet edifice de 
trois etages est en poutres et dalles 
de ciment et les poteaux d’ossa- 
ture murale sent en acier. Les murs 
de I’etage superieur et le toit sent 
a ossature de bois. La finition inte- 
rieure comporte surtout des pan- 
neaux en enduit et de la moquette. 
Le revetement exterieur est de 
cedre, de stuc et de beton sable; 
on a multiplie les murs de pierre, 
les clotures de cedre, treillis de 
bois et I’amenagement paysager. 
L'edifice est chauffe a I’electricite 
et compte 34 espaces de station- 
nement au sous-sol.

Des 20 unites, 16 ont un seui 
etage et quatre en ont deux. La 
surface de plancher varie de 1,320 
a 2,240 pieds carres. On avait 
d’abord prevu que 50 p. 100 des 
unites compteraient trois cham- 
bres a coucher, mais, entre autres 
modifications demandees par les 
acheteurs, seulement six ont trois 
chambres a coucher; 13 en ont 
deux et I’autre est un logement 
d’une chambre pour le concierge.

des 20 unites a ses caracteristi- 
ques, avec sa terrasse, son exposi­
tion au soleil et sa vue sur la mer. 
Le caractere propre donne a cha­
cune des unites est tout a fait 
remarquable et d’une conception 
qui laisse aux future occupants la 
possibilite de I’accroitre encore. 
Cet ensemble de maisons de mo- 
deles differents dans un decor 
commun offre un coup d’ceil parti- 
cuiierement frappant et bien carac- 
terise. II est egalement k retenir 
qu’on a reussi a construire un edi­
fice s’elevant a 17 pieds de moins 
que la hauteur permise par le 
zonage local, ce qui laisse une vue 
excellente aux residences avoi- 
sinantes.

La seule reserve du jury se rap- 
porterait au reseau de circulation: 
on aurait peut-etre pu concevoir 
des escaliers publics plus larges 
et les rendre plus attrayants grace 
a I’eclairage natural.

Evaluation du jury
Cette construction se marie bien 
avec le rivage de la mer; chacune



Award/Prix
Location/Emplacement 
Caulfield Cove 
W. Vancouver, B.C.
Developer/Entrepreneur 
Bramalea-Wescorp Developments 
Ltd.
Vancouver, B.C.
Architects/Architectes 
B. A. McLeod, and R. Howard 
Vancouver, B.C. 
associate architects/ 
architectes associes

ii:



Designer’s Comments
The site area of 4.5 acres is iocat- 
ed in a rustic weli-established 
residential section of West Van­
couver, characterized by irreguiar 
rocky terrain in close proximity to 
a natural park and the ocean. In 
the development area some 2.2 
acres have been preserved in natu­
ral state offering luscious growth 
of cedars, maples, ferns, etc.

The design concept is to form 
and character both irregular and 
“woodsy” in sympathy with site 
accommodation oriented to adult

families. Interior open planning 
with extensive private patios and 
balconies were among the main 
design considerations.

The 30 units include 22 with 3 
bedrooms and 8 with 2 bedrooms; 
most units have carports.

Jury Assessment
The jury felt that this entry de­
served an award because of a 
number of strong design features. 
In addition to a good plan, good 
detailing and good form, this pro­
ject achieves an excellent site 
relationship to both rock and to­
pography. Inclusion of a sizeable

third floor storage area for conver­
sion by each owner was also seen 
as highly commendable. A slight 
change in elevation between kit­
chen and living room, plus vaulted 
ceilings, are used to help achieve 
spatial variety.

The jury were concerned about 
two features which could perhaps 
have received further attention-

the carports are highly visible on 
one side of the development and 
there is a certain lack of visual 
privacy for some units. Balcony 
privacy however is excellent. Good 
as the development is generally, 
the jury also wondered whether 
there could have been an alterna­
tive to the standardized ring cir­
culation pattern which places the 
swimming pool in the middle, with 
the units looking at each other.



Commentaire du dessinateur
L'emplacement de 4.5 acres est 
situe dans un quartier residentiel 
bien etabli et d’allure champetre 
de Vancouver-ouest, en terrain 
rocheux et a proximite d’un pare 
natural et de I'ocean. Dans I’aire 
amenagee, 2.2 acres ont ete laisses 
a leur etat nature! et les cedres, 
erables, fougeres, etc. y abondent.

Le concepteur a voulu creer un 
aspect et un caractere a la fois 
irreguliers et sylvestres qui se pre­
tent a [’habitation de families 
adultes. Parmi les principaux ele­
ments recherches, mentionnons

le plan d’interieur degage et les 
vastes patios et balcons prives.

22 des 30 unites ont trois cham- 
bres a coucher et huit en ont deux; 
la plupart des unites ont des abris 
d’autos.

Evaluation du jury
Le jury considere que ce complexe 
inscrit au concours merite un prix 
a cause du nombre de caracte- 
ristiques marquees de [’architec­
ture. En plus d’afficher un bon plan 
et un soin meticuleux des details 
et de la forme, cette construction 
s’integre admirablement bien au 
decor de rochers et a la topogra- 
phie. L’aire appreciable d’entre- 
posage au troisieme etage, que 
cheque proprietaire peut transfor­
mer a son gre, merite certes des

eloges. Une legere difference de 
hauteur entre la cuisine et la salle 
de sejour et les plafonds en voute 
concourent a la variete spatiale.

Le jury a retenu deux points 
auxquels on aurait peut-etre pu 
donner plus d’attention: les abris 
d’autos sont nettement en eviden­
ce sur un cote des habitations et 
I’intimite visuelle de certaines 
unites laisse a desirer. L’intimite

des balcons, par centre, est excel- 
lente. Malgre la qualite generaie 
de I’ensemble, le jury s'est egale- 
ment demande si I on aurait pu 
donner au reseau de circulation 
une autre forme que le cercle cou- 
tumier, qui fait que la piscine est 
placee au milieu et que les unites 
se font face.



Location/Emplacement 
1129-1149 West 8th Ave. 
Vancouver, B.C.
Developer/Entrepreneur 
Stevenson Construction Ltd. 
Vancouver, B.C.

Architects/Architectes 
Rhone & Iredale 
Vancouver, B.C.

Award/Prix

Designer’s Comments
This is an urban intill-project. It is 
iocated in a redeveloping area of 
oider houses and commercial 
buildings some twelve blocks 
square with a magnificent view to 
the downtown core and the north- 
shore mountains. The essential 
design problem involved the sensi­
tive combination of commercial 
and residential uses.

The building itself forms a tran­
sition between an existing com­
mercial building to the east and a 
fine historic carpenter-gothic 
house to the west. It is designed 
around a courtyard which is step­
ped down to the commercial floor 
and the parking under. This court 
is an extension of the front yard of 
the old house to the west, and sets 
the new building back from the 
street to form a frame for this 
house.

An upper-level pedestrian 
street surrounds the court and

gives access to the front doors of 
the townhouses. In this way the 
commercial and residential activi­
ties are separated by a change in 
level while sharing the common 
courtyard. The large old maple 
was preserved as a major element 
in the setting.

There are 11 units plus offices. 
The townhouses are all 1 bedroom 
at sizes ranging from 636 sq. ft. 
to 891 sq. ft. each plus loft space 
for storage or hobbies from 90 sq. 
ft to 130 sq. ft. Selling price in 1974 
was between $50-60,000. The of­
fices were designed for the Col­
lege of Dental Surgeons of B.C.

Jury Comments
This project has several features 
which combine to make it out­
standing. Of particular interest,

the architect was able to incorpo­
rate commercial and residential 
mix as an extension of the existing 
street character despite a lengthy 
battle with the municipality. This 
is significant, because housing is 
re-introduced to this historic 
neighbourhood on a sound eco­
nomic basis. The courtyard and 
siting of building mass achieved a 
number of benefits. First, the stairs 
make walking up and down the 
three levels a pleasureable expe­
rience. Second, the complex pre­
serves and mutually complements 
the old carpenter-gothic frame 
house next door and this is espe­
cially important to this particular 
area of the city which is facing ex­
treme pressure to redevelop by 
indiscriminantly pulling down the 
old. A third strength of this design 
is the inclusion of very useful loft/ 
storage areas.

Jury criticisms were limited to 
the cramped scale of some of the 
spaces, and the positioning of 
some windows which permitted 
views only from rather awkward 
positions.
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Commentaire du dessinateur
Ce projet urbain occupe un espace 
laisse libre dans une zone de 
reamenagement de maisons an- 
ciennes et d'edifices commerciaux, 
qui s’etend sur une surface de 
quelque 12 quadrilataires et offre 
une vue magnifique sur le coeur de 
la ville et les montagnes de la rive 
nord. Le grand probleme de con­
ception avait trait a I'agencement 
delicat des affectations commer- 
ciales et residentielles.

L'edifice fait la transition entre 
un immeuble commercial a I’est 
et une splendide maison historique 
de style gothique a I’ouest. II est 
construit autour d’une cour en 
pente graduelle vers I’etage com­
mercial et le pare de stationnement 
en-dessous. Cette cour forme un 
prolongement de la cour avant de 
I’ancienne maison vers I’ouest et 
recule le nouvel edifice par rapport 
a la rue pour servir de cadre a 
cette maison.

Une promenade pour pietons 
encercle la cour et donne acefes 
aux portes principales des mai­
sons de viile. Les activites com- 
merciales et les activites residen­
tielles se font done a des niveaux 
distincts mais la cour est la meme.

On a conserve le vieil et majes- 
tueux erable comme partie impor- 
tante du decor.

Le tout comprend 11 unites et 
des bureaux. Les habitations 
comportent toutes une chambre 
a coucher et une surface de 636 a 
891 pieds carres plus une aire 
d’entreposage ou de passe-temps 
de 90 a 130 pieds carres au gre- 
nier. Le prix en etait de $50,000 a 
$60,000 en 1974. Les bureaux ont 
ete cengus a I'intention du College 
des chirurgiens-dentistes de la 
C.-B.

Evaluation du jury
Une combinaison de plusieurs par- 
ticularites fait de ce bloc une 
cEuvre remarquable. II est interes- 
sant de constater que I’architecte 
a reussi a incorporer les fins com- 
merciales et residentielles dans 
un prolongement du caractere pro- 
pre de la rue malgre une longue 
bataille avec la municipalite. II 
vaut la peine de le noter, car une 
forme d'habitation economique- 
ment viable reapparait ainsi dans 
ce quartier historique. La cour

et I’emplacement de la construc­
tion globale offrent de nombreux 
avantages. D’abord, grace aux 
escaliers, il est tout a fait agreable 
de se deplacer d’un niveau a 
I'autre. Deuxiemement, le com- 
plexe preserve la vieille maison de 
bois gothique situee tout pres;
I'un et I'autre se completent. Ce 
point revet une importance parti- 
culiere dans cette partie de la ville 
que certains voudraient a tout prix 
reamenager sans preter attention 
aux souvenirs qu’ils demolissent. 
Un autre point fort de ce modele 
reside dans les locaux d’entreposa­
ge si utiles que le grenier reserve.

Les critiques du jury sont limi- 
tees aux dimensions restreintes 
de certaines surfaces et a la place 
de certaines fenetres oCi il n’est 
possible d’avoir une bonne vue que 
dans une position plutot incom­
mode.



Awards/Prix
Location/Emplacement 
The Maples
4001 Mt. Seymour Parkway 
North Vancouver, B.C.
Developer/Entrepreneur 
Stanstead Developments Ltd., 
Burnaby, B.C.

Architect/Architecte 
Daniel Evan White 
Vancouver, B.C.
Project architect/
Architecte projet 
Keith Ewing 
Vancouver, B.C.

Designer’s Comments
General planning guidelines were 
based on a desire to maximize the 
number of homes having golf- 
course views and to satisfy a mar­
ket consisting of middle and higher 
income couples and families, many 
of whom would be present or 
former homeowners. More specifi­
cally, site planning and design 
were expected to:



1 Provide privacy, as close to the 
degree available in a single-family 
house as possible, consistent with 
achieving a density of about 12 
units per acre;

2 Provide basement and patio ac­
cess separate from main or other 
access to the house;

3 Accommodate limited demand for 
playground areas and recreational 
facilities in view of the market 
selected and the close availability 
of skiing, hiking, boating and golf 
opportunities;

4 Provide for the parking of at least 
1 car per unit in close proximity to 
each house entry.

5 Provide size, amenity and quality 
of design and construction consis­
tent with pricing which would be 
about 10% above the price of

reasonable quality townhouses 
being marketed at the time and 
10% to 20% under the price of 
single family subdivision homes in 
the area.

The random cul-de-sac design 
achieves a resolution of the fore­
going criteria and the problem of 
substantial grade differentials 
across the site. Each cul-de-sac is 
anchored by a fourplex from which 
the housing units extend in a 
closely clustered tail.

Jury Assessment
Sensitivity of form, circulation and 
excellent siting are combined in 
this project to create both unit and 
community scale very appropriate

to this suburban setting. Visually 
breaking the community into 
neighbourhoods of slightly differ­
ing colors is well done, as is the 
identity of each unit. While privacy 
is a feature which is poorly re­
solved in many housing projects, 
the design here seems to work 
very well. For those units not on 
the periphery, fencing for privacy 
is sensibly integrated into the 
landscape.

A good feature is the provision 
of an outdoor walkway from front 
to back for each unit, even though 
they are attached. Other features 
include a separate entry to the
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basement and good-sized storage 
space.

A concern of the jury was the 
tight feeling in the spaces of the 
ground floor of the smaller unit. 
This seemed to be due to the use 
of the unusual spreading stairway 
which is in all units. While this 
layout worked well in the larger 
units, the resultant entrance-hall in 
the 2-bedroom unit made its main 
floor seem smaller than necessary. 
The jury also questioned whether 
parking was adequate for such a 
suburban location.

Commentaire du dessinateur 1 Assurer une intimitp aussi sembla-
Le plan general s’est inspire du ble que possible a celle d’une mai-
souci de laisser au plus grand son unifamiliale tout en realisant
nombre possible de maisons une une densite d’environ 12 unites 
vue degagee sur le terrain de golf a I'acre:
et de repondre a la demands d’un 2 Assurer un acces au sous-sol et 
marche forme de couples et de au patio separe de I'acces princi-
familles a revenu moyen et eleve et pal ou autre acces a la maison: 
comportant plusieurs proprietaires 3 Repondre a une demands restrein- 
ou anciens proprietaires d’une te de terrains de jeux et d’installa-
maison. Le plan d’amenagement tions recreatives, etant donne le 
de I'emplacement et le dessin dss marche selectionne et I'existence 
maisons visaient notamment a proximite de pentes de ski, de

sentiers de marche, de plans d’eau 
et d'un terrain de golf;

4 Prevoir le stationnement d’au 
moins une voiture par unite a proxi­
mite de chaque entree de maison;

5 Donner aux maisons la grandeur, 
I’agrement et la qualitb de dessin 
et de construction qu’on attend



d'une maison qui couterait environ 
10 p. 100 de plus que les maisons 
de ville de qualite raisonnable qui 
se vendaient alors et de 10 a 20 
p. 100 de moins que les maisons 
familiales du secteur.

Le dessin en cul-de-sac permet 
de satisfaire aux criteres susmen- 
tionnes et de surmonter le pro- 
bleme que presentaient les deni- 
vellements considerables du lotis- 
sement. Cheque cul-de-sac est 
ferme par un quadruplex d’ou par- 
tent les rangees des diverses uni­
tes groupees en formation serree.

Evaluation du jury
L'etude de la forme et de la circu­
lation et I’excellence du plan 
d’amenagement concourent, dans

cet ensemble, a creer une unite 
et une echelle de collectivite qui 
s'integrent tres bien au milieu sub- 
urbain. Le decoupement visual de 
I’ensemble en secteurs de cou- 
leurs legerement differentes est 
bien realise tout comme I'identite 
de cheque unite. L’intimite est une 
caracteristique qui regoit souvent 
d'assez pietres solutions dans 
les ensembles residentiels mais 
dans ce cas-ci, la conception sem- 
ble excellente. Dans le cas des

unites qui ne sent pas placees en 
Peripherie, la solution consiste en 
une cloture judicieusement inte- 
gree au site.

Bien que les diverses unites 
Solent reliees les unes aux autres, 
I’amenagement d’un trottoir exte- 
rieur de I’avant a I'arriere de cha- 
cune constitue une caracteristique 
valable. Notons parmi les autres 
details une entree distincte au 
sous-sol et un assez grand espace 
de rangement.

Le jury s’est interroge sur I’im- 
pression d’exiguite au rez-de- 
chaussee des petites unites. Cette 
impression a semble imputable a

I'ampleur inusitee de I'escalier qui 
est le meme dans toutes les unites. 
Pratique dans les grandes unites, 
cet amenagement donne un hall 
d’entree qui fait paraitre conges- 
tionne le rez-de-chaussee des mai­
sons de deux chambres a coucher. 
Le jury s’est aussi demande si 
I’espace de stationnement etait 
suffisant pour un tel ensemble sub- 
urbain.



Location/Emplacement 
Chesterfield Courts 
177 West 6th Street 
North Vancouver, B.C.

Built under contract by/ 
Construit par contrat par 
Stratawest Projects Ltd. 
Vancouver, B.C.

Designers/Dessinateurs 
Hassell/Griblin Associates Ltd. 
Vancouver, B.C.

Award/Prix

b Bedroom 
c Living room 

court and 
dining deck 

d Entrance, 
povt/der room, 
dining room 

k Kitchen 
I Living room 
s Study 
t Roof terrace

b Chambres 
k coucher 

c Cour de salon et 
v6randa-dinette 

d Entr6e, toilette 
secondaire, 
salle a manger 

k Cuisine 
I Salon 
s Etude 
t Tolt-terrasse



Designer’s Comments
The three courtyard townhouses, 
which make up this development 
are situated on a 50' x 140' corner 
lot at the edge of an apartment 
zone in central North Vancouver 
adjacent to single family homes.
By paralleling the slope, each two- 
storey townhouse is lower than 
the next by a full floor thereby 
eliminating locked-in units and en­
suring for each, broad views from 
roof terraces of the harbour and 
city beyond. The stepped configu­
ration serves to screen the outside 
spaces from the larger apartments 
behind and the units from each 
other. This terracing also visually 
identifies the individual town- 
houses while making the whole

project more compatible with the 
smaller scale of the single family 
zone.

After sideyard and corner set­
backs, the allowable building width 
was reduced to 20 ft. but bay 
windows projecting beyond the 
building line expanded the inside 
spaces on the west side while 
others provide side light at stair 
landings and screen the neigh­
bouring apartment to the east. 
Courtyards are treated as an in­
tegral part of each townhouse by 
extending the living room cedar 
walls and the dining room floor 
plane well into each court. Land­
scaped berms and planting outside 
the courts will give additional pri­
vacy and screening from the street. 
A two-storey space over a portion 
of the living room gives light and 
openness to the rear bedroom loft. 
The fireplace is located under the 
loft in a corner alcove. Typical 
apartment framing techniques 
were used but the somewhat 
severe building form is softened by 
the wrapping and penetration of 
horizontal cedar siding.

Pedestrian access to each unit 
is via a walkway and stair landings 
along the east side. Unfortunately, 
zoning by-laws prevented attempts 
to place covered parking under 
the top unit that would connect to

the walkway at mid-landing level. 
Each unit contains 1230 sq. ft. and 
sold for an average of $53,500 in 
1974.

Jury Assessment
The jury was very excited about 
the prospects of this project-the 
integration of several units to a 
small site yet still providing priva­
cy, view, sun and spatial variety. 
The potential of infill projects 
offering opportunities for excellent 
and economic solutions for hous­
ing is well demonstrated here. The 
success of this project can, in part, 
be measured by the fact that muni­
cipal officials were convinced by 
this example to try other experi­
ments in housing form.

If the jury had any criticism it 
was that the storage space was 
tight and the rooms seemed small. 
One important point in housing like 
this is privacy between terraces 
and here this was well handled 
through use of a combination of 
elevation differences, fencing and 
vegetation. The jury regretted that 
zoning-regulations prevented the 
installation of underground park­
ing which was included in the 
original design.



Commentaire du dessinateur
Les trois maisons de ville munies 
d’une cour qui composent cet 
ensemble sent placees sur un ter­
rain d’angle de 50' x 140' dans le 
centre de Vancouver Nord, entre 
une zone d’immeubles a logements 
multiples et une zone de proprietes 
unifamiliales. En etageant la pente 
en paliers paralleles, on a reussi 
a disposer cheque maison de deux 
etages un etage plus bas que la 
suivante, ce qui elimine les unites 
enserrees et laisse a chacune une 
vue degagee sur le port et la ville 
depuis son toit-terrasse. La confi­
guration etagee isole visuellement 
les espaces exterieurs des gros 
immeubles places a I’arriere et des 
unites entre elles. La disposition 
en terrasses identifie en meme 
temps cheque maison par I’appa-

rence et harmonise I’ensemble 
avec la zone de maisons unifami­
liales plus petites.

Une fois prevus les retraits 
pour le jardin lateral et les angles, 
la largeur de construction s'est 
trouvee reduite a 20 pieds, mais 
des bales vitrees debordant la 
ligne de la construction ont ajoute 
de I’espace interieur du cote ouest 
et d'autres ont permis de mieux 
eclairer les paliers d’escalier par 
les cotes et de cacher I’apparte- 
ment voisin du cote est. Les cours 
sent integrees a chaque maison 
par le prolongement, assez loin 
dans la cour, du mur en cedre du 
salon et du plan de sol de la salle a 
manger. Des banquettes paysa- 
gees et des plans en bordure des 
cours ajouteront a I'intimite et a 
I'isolement de la rue. Un espace 
de deux etages au-dessus d’une 
partie du salon eclaire et degage 
la sous-pente des chambres a 
I’arriere. Le foyer est place sous 
la pente, dans une alcove d'angle.

Des techniques de charpenterie 
ordinaire ont ete utilisees mais 
I’apparence plutot severe du bati- 
ment est attenuee par I’envelop- 
pement et la penetration du pare- 
ment de cedre horizontal.

On accede a chaque unite par 
un trottoir et un palier d’escalier 
du cote est. Malheureusement, les 
reglements de zonage interdi- 
saient I’amenagement d’un espace 
de stationnement sous I’unite su- 
perieure avec raccordement au 
trottoir au niveau moyen. Chaque 
unite a une superficie de 1200 
pieds carres et s’est vendue en 
moyenne $53,500 en 1974.

Evaluation du jury
Le jury a ete tres enthousiasme 
par les perspective offertes par 
cette realisaion, a savoir I’integra- 
tion de plusieurs unites sur un

petit emplacement tout en mena- 
geant I’intimite, le degagement de 
la vue, I’entree du soleil et la diver- 
site de I’amenagement spatial. 
C’est un excellent exemple de so­
lutions de remplissage economi- 
ques dans un secteur deja cons- 
truit. Le succes de ce projet peut 
etre apprecie, en partie, dans le 
fait que cet exemple a convaincu 
les autorites municipales de se 
livrer a d’autres experiences dans 
les formes d’habitation.

Si le jury a eu quelques reser­
ves a formuler, ce fut quant a 
I’exiguite de I’espace de range- 
ment et au fait que les chambres 
paraissaient petites. Une impor- 
tante caracteristique des habita­
tions comme celles-ci reside dans 
I’isolement des terrasses, aspect 
qui a regu un traitement judicieux 
dans ce cas-ci grace au decalage 
des elevations et a I’utilisation 
de clotures et de vegetation. Le 
jury a regrette que les reglements 
de zonage interdisent I’amenage- 
ment d’un stationnement souter- 
rain prevu dans la conception 
initiale.



Award/Prix
Location/Emplacement 
Cedar Crescent and 
Capilano Road 
North Vancouver, B.C.

Developer/Entrepreneur 
Cedar Crescent Development Ltd. 
North Vancouver, B.C.

Designed by/Conception de 
Thompson, Berwick, Pratt & 
Partners 
Vancouver, B.C.
Richard C. Mann, 
architect-in-charge/ 
architecte responsable ■

Designer's Comments
Situated high upon the edge of the 
banks of the Capilano River Canyon 
in North Vancouver, the site posed 
many challenges. It is narrow and 
densely wooded; fronted by a 
busy roadway and backed by a 
soft-edged cliff dropping almost 
three hundred feet. The require­
ments were for about twenty town- 
house units sited in such a way 
as to capitalize on the river view 
and not destroy any more of the 
natural environment than was ab­
solutely necessary. Extensive soil 
tests were carried out along the 
edge of the cliff so that buildings 
could be sited as closely as pos­
sible and tree surveys were made 
to enable siting with respect for 
existing trees.

The project consists of two 
basic unit types; townhouse and

maisonette, with the townhouses 
sited at angles to the cliff edge 
and the maisonette buildings sited 
away from the cliff, nearer the 
roadway. The units themselves are 
spacious and feature family rooms, 
beamed sloping ceilings, large 
outdoor decks and two-car at­
tached carports.

To capitalize on the effects of 
the cliff edge, decks were canti­
levered and large glass areas were 
designed into every unit. Natural 
materials such as cedar shakes 
and cedar siding were selected for 
exterior finishes to avoid contrast 
with the wooded setting. Great 
efforts were made by all to retain 
the natural beauty of the site to the 
extent that even small ferns, af­
fected by the construction, were 
put aside and relocated during the 
landscaping.

There are 23 rental units on the 
2.38 acre site including nine 2- 
storey townhouses, four maison­
ette buildings with 1- and 2-storey 
units and two custom-designed 
single detached houses.

Jury Assessment
This development achieves excel­
lent integration with a difficult, 
ravine-edge condition. The units 
are particularly well sited to pro­
vide exciting views of the dramatic



ravine and to separate the sense 
of a major road bordering the east 
side. The design provides for an 
unusual degree of visual privacy 
through a combination of earth 
berms, vegetation and screening. 
Unit plans are simple and unclut­
tered. The provision of a veranda, 
rather than the usual balcony, pro­
vides a real sense of liveable out­
door private space.

The Jury questioned the auto­
mobile circulation pattern which 
left a few quite tight corners.
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Commentaire du dessinateur
Place sur les hauteurs, au bord du 
Canyon de la riviere Capilano dans 
Vancouver Nord, ce site posait de 
nombreux defis. II est etroit et 
densement boise, il debouche sur 
une voie de circulation achalan- 
dee a I’avant et sur une falaise a 
marge douce de pres de 300 pieds 
a I’arriere. II s’agissait de cons- 
truire une vingtaine de maisons de 
ville selon un plan d’amenagement 
qui tirerait parti de la vue sur la 
riviere en ne detruisant que le 
strict minimum des avantages na- 
turels du site. Des sondages tres 
pousses ont ete effectues le long 
du bord de la falaise afin de pou- 
voir implanter les batiments le plus 
pres possible et un inventaire des 
arbres a permis de grouper les 
maisons de fagon a en epargner le 
plus possible.

L’ensemble reunit deux types 
de base: des maisons de ville et 
des maisonnettes, les premieres

etant placees perpendiculaire- 
ment a la marge de la falaise et les 
secondes regroupees dans des 
batiments recules de la falaise, 
pres de la route. Les unites sont 
spacieuses et dotees de salles fa- 
miliales, de plafonds en pente a 
poutres apparentes, de grandes 
terrasses exterieures et d'abris 
d'autos attenants pour deux voi- 
tures.

Afin de tirer parti de la falaise, 
les plates-formes ont ete construi- 
tes en porte-a-faux et chaque unite 
est generalement pourvue de baies 
vitrees. Des materiaux naturels 
tels bardeaux et parements de 
cedre ont ete utilises pour la fini- 
tion exterieure afin d’attenuer le 
contraste avec le cadre boise. Tous 
ont deploye de grands efforts pour 
conserver la beaute naturelle du 
site allant jusqu'a transplanter de 
petites fougeres deplacees par la 
construction et repiquees au mo­
ment de I’amenagement paysager.

Le terrain de 2.38 acres oftre 
23 unites de location, dont 9 mai­
sons de ville de deux etages, 
quatre batiments de maisonnette 
a logements de 1 et 2 etages et 
deux maisons detachees realisees 
selon les plans des proprietaires.

Evaluation du jury
Cet ensemble offre un excellent 
exemple d'integration sur un em­
placement difficile, au bord d'un 
ravin. Les unites sont particuliere-

ment bien disposees pour leur 
menager une vue sur le ravin sau- 
vage et les isoler de I’artere de cir­
culation qui les cotoie du cote 
ouest. La combinaison de banquet­
tes de sol, de plans et de clotures 
ajourees donne une conception 
offrant un degre inusite d’intimite 
visuelle. Les plans des unites sont 
simples et sans encombrement. 
L’utilisation d’une veranda au lieu 
du balcon habituel cree I’impres- 
sion d'espace exterieure prive.

Le jury s’est interroge sur le 
schema de circulation automobile 
laissant dans quelques cas des 
virages assez abrupts.

^ fi" 3H:^^
..... .1

——1



Location/Emplacement 
Brae Glen 
Braeside Drive 
Calgary, Alta.

Developer/Entrepreneur 
Lothian Developments Ltd. 
Calgary, Alta.

Architect/Architecte 
H. W. R. McMillan 
Calgary, Alta.

Award/Prix



Designer's Comments
This development provides mul­
tiple rental housing aimed at the 
middle and upper-middle income 
market. Phases 3 and 4, now under 
review, are bounded to the east 
by mansard-roofed units built in 
phases 1 and 2 under other de­
sign arrangements. In order to 
achieve visual harmony and con­
tinuity with these, a complemen­
tary gambrel roof was utilized for 
the phase 3 and 4 townhouses.

Recognition that the auto­
mobile is a useful adjunct to living, 
rather than a necessary evil, be­
came a positive factor in the design 
process. Tenants enjoy the con­
venience of a one or two-car ga­
rage within each unit. A screened 
two-level parking structure for the 
apartments forms an essential 
buffer between the housing and a 
small shopping centre on the 
northern boundary.

Living rooms over the garages 
gain an unobstructed view and

form balconies over the dining 
rooms. This provides natural light 
to the dining room while gaining 
functional separation and the 
excitement of a three-dimensional 
spatial experience. The split-level 
approach also permitted simple 
disposal of excavated materials to 
elevate the site to the rear of the 
house and provide private yards 
at the kitchen-breakfast room 
levei.

Main access to the units is 
from the purposely narrow drive­
ways within the site. These low- 
speed, low-volume vehicular ways 
also function effectively and safely 
as impromptu piay spaces and for 
spontaneous social encounters. 
They appear to be as effective in 
this way as the scenic pedestrian 
park areas winding through the site 
at the private side of the units.
Both are well used for foot travel 
within the site and a high degree

of neighbourhood identity and in­
teraction has developed among 
the residents.

The site development includes 
two timber playgrounds in sand 
lots, and two man-made lakes at 
different levels connected by a 
stream with waterfall. The water is 
recirculated by pump from the 
lower lake to one of two fountains 
in the upper lake. A stone bridge 
permits walkway continuity along 
the spinal open space. A tennis 
court, putting green and large ter­
race with children’s play fountain 
and firepit complete the communal 
outdoor facilities. Extensive indoor 
recreational and social facilities 
are available. These were provided 
under separate contract.

Jury Assessment
Although at first sight the jury
thought this development was a
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bit crowded, on further examina­
tion it was agreed that from the 
developer’s viewpoint this was 
land well used. There are some 
nice open spaces and the overall 
site layout is very well done.

The townhouse plans are fairly 
standard and visually these units 
are quite successful with consis­
tency in the use of materials. There 
may be some lack of flexibility in 
the split-level separation of the 
living room-dining area.

The apartment buildings offer 
further variety of accommodation 
with bachelor suites and one- or 
two-bedroom suites and these are 
well-planned. Although these 
buildings could have gone higher 
they were kept to 4-storeys, but 
even at that, they appear a trifle 
heavy and not related in scale or 
materials to the townhouses.

The use of green spaces, water 
and walkways is handled very well 
and the various amenities and 
facilities within the development 
contribute to make this a very 
attractive project.

Commentaire du dessinateur 
Cet ensemble offre des habitations 
de location collectives destinees 
au marche des revenus moyens et 
mi-moyens. Les phases 3 et 4 dont 
il s’agit ici sont bord^es a l est 
par des maisons k toit en mansarde 
construites dans les phases 1 et 
2, selon d’autres arrangements de 
conception. Afin de sauvegarder 
I'harmonie visuelle et la continuite, 
on a utilise un toit en courbe com- 
plementaire pour les maisons de 
ville des phases 3 et 4.

L’elaboration de ce plan a obli­
ge le concepteur a reconnaitre, 
comme facteur positif, que I’auto- 
mobile est un complement utile au 
mode de vie plutot qu’un mal 
necessaire. Les locataires dispo- 
sent en effet d’un garage pour une 
ou deux voitures dans chaque 
unite. Un garage isole a deux ni- 
veaux reserve aux appartements 
forme un tampon indispensable 
entre les habitations et un petit

centre commercial place au pour- 
tour nord.

Places au-dessus des garages, 
les salons ont une vue degagee et 
s’avancent en balcon au-dessus 
des salles a manger. Cette dispo­
sition apporte un eclairage nature! 
a la salle a manger et une sepa­
ration fonctionnelle en plus d’offrir 
I’experience sensationnelle d'un 
amenagement spatial tridimen- 
sionnel. En utilisant une entree k 
mi-etage, il a aussi et6 possible de 
disposer simplement les materiaux 
d'excavation en les utilisant pour 
surelever I’emplacement a I’arridre 
et prevoir des cours privees au 
niveau de la cuisine et de la dinette.

L’acces principal aux unites est 
assure par des allees qu'on a lais- 
sees intentionnellement etroites 
a la grandeur du projet. Ces allies 
a circulation lente et de faible den- 
site jouent aussi un role efficace 
et sur comme terrain de jeux impro­
vise et lieu de rencontre spontane 
entre voisins. Elies semblent en 
fait aussi efficaces de ce point de 
vue que les promenades pano- 
ramiques pour pietons qui parcou- 
rent toute I’agglomeration du cote 
prive des habitations. Les deux 
sont constamment utilisees pour 
les deplacements a pied et ont



suscite, Chez les residents, un sen­
timent d'appartenance et favorise 
les echanges entre voisins.

L’amenagement de I’ensemble 
comprend deux terrains de jeux 
boises sur des terrains sablonneux 
et deux lacs artificiels a differents 
niveaux relies par un ruisseau 
agremente de chutes. La circula­
tion de I’eau est assuree par une 
pompe qui la remonte du lac infe- 
rieur a I’une des deux fontaines du 
lac superieur. Un pont de pierres 
assure la continuity du trottoir 
le long de I’espace libre du centre. 
Un court de tennis, une pelouse 
d’exercice au golf, une grande ter- 
rasse avec fontaine pour les en- 
fants et un foyer completent les 
installations communautaires de 
plein air. L’ensemble dispose aussi 
d’importantes installations so- 
ciales et recreatives interieures, 
qui ont et6 realisees aux termes 
d’un contrat distinct.

Evaluation du jury
Si, y premiere vue, le jury a trouve 
cet ensemble un peu encombre,
II a conclu apres un examen plus 
pousse que, du point de vue de 
I’entrepreneur en amenagement.

c’etait une utilisation judicieuse de 
I’emplacement. Le plan a reserve 
de beaux espaces libres et la 
disposition de I’ensemble est ex- 
cellente. Les plans des maisons de 
ville sont assez standards et les 
unites ont fort belle apparence 
grace en partie a une utilisation 
coherente des materiaux. La sepa­
ration a mi-etage du salon et de la 
salle a manger manque peut-etre 
un peu de souplesse.

Les batiments d'appartements 
ajoutent y la diversity en offrant 
des gargonnieres et des logements 
d’une ou deux chambres y cou- 
cher bien dessinys. Ces batiments 
auraient pu etre plus yieves mais 
on les a limitys a quatre etages et 
meme a cette hauteur, ils parais- 
sent un peu lourds et mal s’harmo- 
niser, par leur taille ou leurs ma­
teriaux, aux maisons de ville.

L’utilisation d’espaces verts, 
de pieces d’eau et de promenades 
est excellente et les divers yiy- 
ments d’agryment et de service 
incorporys a cet ensemble en font 
une ryalisation tres attrayante.
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Award/Prix
Location/Emplacement 
Applewood Place 
1333 Bloor Street 
Mississauga, Ont.
Developer/Entrepreneur 
Shipp Corporation Ltd. 
Mississauga, Ont.

Designed by/Conception de 
Koppel & Caspar Consultants 
Toronto, Ont.
Julian Caspar, 
Architect-in-charge/ 
architecte responsable
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Designer's Comments 
The original zoning for this 10.5- 
acre site specified three different 
densities of multiple dwellings.
In addition, the Shipp Corporation 
owned a smaller wooded site 
nearby. A land-use study was un­
dertaken in co-operation with the 
Municipality and the local Rate­
payers' Group. It was decided that 
the separate wooded site should 
be designated as parkland, since 
any high-rise development on that 
site would mean cutting out most 
of the trees. It was also agreed 
that in compensation, the devel­
oper would be permitted to trans­
fer the density to the subject lot.
It was apparent that erecting three 
buildings would leave too little 
landscaped area, it would create 
traffic problems at a busy intersec­
tion and would locate one of the 
buildings too close to single family 
houses. The result was an agree­
ment to erect one building only 
with a sizeable parkland buffer 
between the houses and the 
building.

The 442 rental units accommo­
date approximately one thousand 
people in a range of suites from 
one-bedroom/one-bath to three- 
bedroom/two-baths and a number 
of large penthouse suites. Rentals 
in 1974 ranged from $228 to $368 
with separate levels set for the 
penthouse units. Providing ac­
commodation to such a large 
number of people calls for security 
considerations of some dimension. 
An effective security team of 12 
provides this service through such 
aids as closed circuit TV cameras 
and sophisticated electronic 
equipment.

The size of the building justi­
fied such recreational facilities as 
a music room, photo club (dark 
room) and hobby rooms, table 
tennis, billiards, party rooms and 
card rooms for adults and young

adults separately. On the top floor 
is a glass-enclosed swimming 
pool with two health clubs, whirl­
pool bath, saunas, gyms, showers, 
sunlamp rooms, and a landscaped 
sundeck with wind protection, all 
with a panoramic view. Among 
other facilities is a hotel suite 
which is available at a minimum 
nightly rental to guests of the resi­
dents. The ample site is fully land­
scaped and affords extensive out­
door recreation facilities, including 
an 18-hole putting green, three 
tennis courts, two badminton 
courts and two shuffleboard courts. 
The fine arts are well represented 
throughout the building. The colour 
scheme is a pattern of light gray 
concrete and dark earth-coloured 
panels. Materials used are con­
crete, porcelain-enamel sandwich 
panels and glass. There are 442 
underground garage spaces plus 
221 surface parking spaces.

Jury Assessment
Much more than an apartment 
building, this is a complex offering 
a wide range of accommodation, 
facilities and services to respond 
to various life-styles of a popula­
tion mainly made up of adults-18 
years and over. These facilities, 
particularly for sports, entertain­
ment and hobbies fully recognize 
the market served. Leisure areas 
are colorful, well-lighted, well- 
supervised and, apparently, well- 
used. The security system must 
add considerably to the overall 
satisfaction of the occupants.

The units themselves are quite 
spacious with good-size individual 
rooms, two separate eating areas, 
good access to balconies and a 
well-planned kitchen-living-dining 
module. Although standard 
throughout, this module is adapt-



able to various spatial situations 
and is used in rotation so that 
some units will have kitchens with 
an exterior view, some will not. The 
penthouse suites are large two- 
storey units with ampie balcony 
space and well-designed interiors.

The building is very tall com­
pared to the neighbouring houses 
but it is sited in such a way that 
there would be little, if any, over­
shadowing as it stands some dis­
tance away from them. There are 
other apartment buildings in the 
vicinity. The land surrounding the 
building is appropriately used for 
various outdoor sports but the 
landscaping is a little sparse at the 
moment. This should change in 
time with growth and additional 
plantings to provide some much 
needed screening of neighbouring 
buildings and car parking, to the 
better enjoyment of this large out­
side area. The jury questioned the 
upper balcony treatment and felt 
that, aesthetically, the design of 
the cap at the top of the building 
was heavy, somewhat restless and 
could have been more elegantly 
carried out.

Commentaire du dessinateur
Le zonage initial de ce terrain de 
10.5 acres specifiait trois densites 
differentes d’habitations collec­
tives. En outre, la societe Shipp 
detenait a proximite un emplace­
ment boise moins grand. Une etu­
de d'utilisation du sol a ete entre- 
prise en collaboration avec la 
municipalite et I’association des 
contribuables locale. II a ete deci­
de que I'etendue boisee separee 
serait designee comme pare, puis- 
que la realisation d’un immeuble 
en hauteur ferait disparaitre la 
plupart des arbres. En contrepar- 
tie, le promoteur serait autorise k 
transferer la densite a ce terrain.
II etait evident que I’erection de 
trois immeubles laisserait trop peu 
d'espace d'amenagement paysa- 
ger et susciterait des probl6mes 
de circulation a une intersection 
achalandee en plus de placer I'un 
des immeubles trop pres d’habita­
tions unifamiliales. II a done ete 
convenu d'eriger un seui batiment 
en laissant un assez grand parc- 
tampon entre les maisons unifami­
liales et les immeubles d'apparte- 
ments.

Les 442 unites de location peu- 
vent recevoir environ 1000 per- 
sonnes dans une gamme de loge- 
ments allant d’une chambre a 
coucher et une salle de bains a 
trois chambres a coucher et deux

salles de bains en plus d'un certain 
nombre de grands appartements 
hors-toit. Le prix des loyers s'eta- 
lait en 1974 entre $228 et $368 
avec niveaux separes pour les 
unites hors-toit. Le logement d’un 
aussi grand nombre de personnes 
exige des precautions de securite 
d’une certaine ampleur. Une equi- 
pe efficace de 12 gardes de secu­
rite assure ce service grace a un 
materiel auxiliaire comprenant des 
cameras de television en circuit 
ferme et des dispositifs electroni- 
ques perfectionnes.

L’ampleur du batiment justifiait 
rintegration d'installations recr6a- 
tives telles une salle de musique, 
un studio de photographie (avec 
chambre noire) et des salles de 
bricolage, de tennis sur table, de 
billard, de reunions mondaines et 
des salles de cartes separees pour 
les adultes et les jeunes adultes. 
Une piscine vitree et deux salles 
d’exercice, un bain giratoire, des 
saunas, des gymnases, des salles 
de douche, des salles equipees 
de lampes solaires et un espace 
amenage pour les bains de soleil 
avec ecran de protection contre le 
vent occupent le dernier etage

dont ia vue panoramique est dega- 
gee de toutes parts. Les services 
mis ^ la disposition des locataires 
comprennent plusieurs chambres 
d’hebergement offertes k prix mini­
mum aux invites des residents.
Le terrain, aux proportions gene- 
reuses, est amenage a la grandeur 
et offre d’importantes installations 
recreatives exterieures, y compris 
un golf d’exercice de 18 trous, 
trois courts de tennis, deux courts 
de badminton et deux jeux de 
galets. Les arts sont tres bien re- 
presentes dans tout le batiment. 
L’agencement des couieurs marie 
le beton gris clair aux panneaux 
couleur de terre foncee. Les mate- 
riaux utilises sont le beton, les 
panneaux-sandwich, finis email- 
porcelaine et la vitre. Ilya 442 
espaces de stationnement souter- 
rains plus 221 en surface.

Evaluation du jury
Bien plus qu’un edifice d’apparte- 
ments, cet ensemble offre une 
gamme etendue de commodites, 
d’installations et de services cor- 
respondant a divers styles de vie 
d'une population composee sur- 
tout d'adultes de 18 ans et plus.
Les installations, tout particuliere- 
ment pour les sports, les diver­
tissements et les passe-temps 
tiennent integralement compte de 
la clientele. Les zones de detente 
sont colorees, bien eclairees et 
bien surveillees et, semble-t-il, 
amplement utilisees. Le systeme 
de securite doit ajouter enorme- 
ment a la satisfaction generate des 
occupants.

Les unites memes sont assez 
spacieuses: chacune des pieces 
est de bonne grandeur, il y a deux



aires a manger distinctes, I’acces 
aux balcons est suffisant et le mo­
dule cuisine-salon-salle a manger 
est bien planifie. Quoique standard 
sur toute la ligne, ce module 
s’adapte a diverses situations spa- 
tlales et il est utilise en rotation, 
la cuisine ayant vue sur I’exterieur 
dans certains cas et non dans 
d'autres. Les suites hors-toit sent 
de grandes unites de deux etages 
avec amplement d’espace de bal- 
con et des interieurs bien ame- 
nages.

Le batiment est tr6s haut par 
rapport aux maisons avoisinantes, 
mais il est situe de telle fagon 
qu’ll n’ecrase a peu pres pas les 
autres etant donne qu'll est assez 
recule. Ilya d’autres edifices d’ap- 
partements dans le voisinage. Le 
terrain qui entoure ce batiment est 
bien utilise pour divers sports 
d’exterieur, quoique I’amenage- 
ment paysager laisse un peu a de- 
sirer pour I’instant. Ceci changera 
sans doute avec le temps, au fur 
et & mesure que la vegetation 
poussera et qu’on ajoutera des 
plantes pour garantir un ecran ne- 
cessalre du cote des batiments 
volsins et des pares de stationne- 
ment, ce qui ajoutera ^ I’agrement 
de ce grand espace exterieur. Le 
jury s’est interroge sur I’apparence 
du balcon superieur et le couron- 
nement de I'edlflce lui a paru d’une 
conception esthetiquement lourde 
et d’apparence quelque peu ina- 
chevee et il lui a semble qu’on 
aurait pu trouver une solution plus 
elegante.



Award/Prix
Location/Emplacement 
Les Jardins de M6rici 
845, chemin St-Louis 
Qudbec, Que.

Developer/Entrepreneur 
Les Jardins de Merici Inc. 
Ste-Foy, Que.

Architects/Architectes 
Gauthier, Quite, Roy 
Quebec, Que.

Designer’s Comments 
The idea of “Les Jardins de Me- 
rici” project started when the nuns 
of the Merici Convent of Quebec 
decided to sell a site overlooking 
the St. Lawrence river, near the 
Plains of Abraham. Architects 
were later asked to prepare a 
study which would highlight the 
unique characteristics of this par­
ticular site.

The project offers a range of 
dwelling units in two broad cate- 
gories-dwelling units with bal­
conies and terrace apartments lo­
cated on the first four storeys of 
all the buildings. The apartments 
are original in that each of the 
rooms of the dwellings units has 
access by a sliding door to a large 
terrace with a view of the garden 
and the St. Lawrence river.

The topography of the site, as 
well as the positioning of the 
buildings, allowed for a view of the 
river to about 75% of the units.
In order to avoid blocking the 
view of those walking on the Plains
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of Abraham and so as not to ob­
struct the view of the buildings 
located on the north side, the 
buildings on the south side were 
limited to seven storeys. The 
height of the buildings varies from 
seven storeys to ten, thirteen, 
sixteen and twenty-two storeys.
In order to keep a good distance 
from surrounding residences, the 
highrise buildings are concen­
trated in the centre of the project.

An underground parking lot 
has been built in order to eliminate 
parking on the surface, except for 
visitors. Floors and exterior walls 
are in precast concrete; entrance 
ways and access corridors are in 
brick and concrete sprayed with 
sand; interior walls are in gypsum 
lath on metalic partitions and 
floors are in wood marquetery or, 
where appropriate, ceramic tile.
To minimize the effect of the sun, 
the exterior windows are tinted 
and the prefabricated part of the 
exterior wall juts out 1 '6" beyond 
the windows.

Jury Assessment
This is the first phase (500 units- 
25%) of a large residential com­
plex which is to include a wide

range of basic facilities and equip­
ment. It is a very good project.
It is on a magnificent site and fits 
in very well with it. Blending in 
with the general contours of the 
ground, the buildings give the im­
pression of being extensions of the 
slopes. The positioning of the 
buildings is such that a majority 
of the units are focused on the 
river. Regardless of the high den­
sity, pedestrians do not get the 
impression of being dwarfed, al­
though, from a distance, the out­
line of the structure appears a little 
commanding. The inside spaces 
are very pleasant and well- 
organized.

Commentaire du dessinateur
L’idee du projet “Les Jardins de 
Merici” est nee lorsque les soeurs 
du couvent Merici de Quebec ont 
decide de vendre le site surplom- 
bant le Saint-Laurent, pres des 
plaines d'Abraham. Des architec- 
tes ont ensuite ete invites a prepa­
rer une etude qui mettrait en valeur 
les caracteristiques exception- 
nelles du site.

L’ensemble offre un eventail 
d'unites de logements dans deux 
grandes categories: des appar- 
tements avec balcons et des 
appartements-terrasse aux quatre 
premiers etages de tous les bati- 
ments. Les appartements ont ceci 
d’original de chaque piece des 
unites de logement ouvre, par une 
porte coulissante, sur une grande 
terrasse donnant sur le jardin et 
le Saint-Laurent.

La topographie et la disposition 
des batiments a permis de mena-

ger une vue sur le fleuve a environ 
75 p. 100 des unites. Afin de ne 
pas obstruer la vue des prome- 
neurs sur les plaines d’Abraham et 
la vue depuis les batiments places 
du cote nord, la hauteur des bati­
ments du cote sud a ete limitee 
a sept etages. La hauteur varie 
entre 7,10,13,16 et 22 etages. Afin 
de laisser une assez grande dis­
tance des residences avoisinantes, 
les batiments en hauteur sont con­
centres au centre de I’ensemble.

On a amenage un garage sou- 
terrain afin d'eliminer le station- 
nement en surface, sauf pour les 
visiteurs. Les planchers et les murs 
exterieurs sont en beton precoule; 
les halls d'entree et les corridors 
d'acces sont en brique et en beton 
pares de sable pulverise; les murs



interieurs sont en lattes de placo- 
platre sur cloison metallique et 
les planchers sont en marquetterie 
de bois ou en tulle ceramique aux 
endrolts appropries. Afin d'attenuer 
I'effet du soleil, les fenetres exte- 
rieures sont teintees et la partie 
prefabriquee du mur exterleur ex- 
cede les fenetres de 1'6".

Evaluation du jury
II s'agit id de la premiere phase 
(500 unites-25 p. 100) d'un grand 
complexe residentiel qui doit com-

prendre un large eventail d’instal- 
lations et d'equipement de base. 
C'est un excellent projet. II offre 
I’avantage d’un site magnifique 
qu’il epouse bien. Bien harmonise 
au contour general du terrain, les 
batiments donnent I’impression de 
prolonger les pentes. On a pu dis­
poser les batiments de maniere 
que la majorite des unites sont 
tournees vers la riviere. Malgre la 
haute densite, les pietons ne se 
sentent pas ecrases meme si, a 
distance, le profil des batiments 
semble quelque peu imposant. Les 
espaces interieurs sont tres agrea- 
bles et bien agences.



Location/Emplacement 
Paraplegic Lodge 
1234 E. 20th Avenue 
Vancouver, B.C.

Developers/Entrepreneurs 
Canadian Paraplegic Association 
B.C. Division and the Vancouver 
South Lions Club, Vancouver, B.C.

Built under contract by/
Construit par contrat par 
Turnbull and Gale Constr. Ltd. 
Vancouver, B.C.

Architects/Architectes 
Downs/Archambault 
Vancouver, B.C.

Honorable Mention/
Mention honorable

Designer’s Comments
This lodge is intended to be a tran­
sitional residence for paraplegics 
and quadraplegics who have left 
rehabilitation centres and are pre­
paring themselves for a return to 
work and to the community. For 
many at this stage, the shock of 
loss of mobility has been extreme 
and a lengthy period of adjustment 
is required.

Three connected houses con­
tain a number of social and privacy 
zones. They surround an inner 
patio onto which opens a common 
lounge/dining-room. Private entry 
courts are only partially screened 
and one house has two-person 
units sharing common facilities. 
Bedrooms, bathrooms, kitchens 
and halls are planned for the 
wheelchair turning radius.

Research and consultation 
pointed to the need for accommo­
dation which would provide for 
or encourage independence for 
the patients in a number of every­
day situations. There was also 
need however, to provide for over­
view for those who may suddenly 
require help. In exploring some of 
the special needs for paraplegics, 
the architects borrowed wheel­
chairs for their own use in daily 
activities around their office. This

brought into focus some of the 
problems which such patients face 
in the community-light switches 
out of reach, doors they cannot 
open or cannot pass through, 
windows too high or steps they 
cannot use, kitchens and bath­
rooms which fail to recognize the 
particular needs of the paraplegic. 
Consideration of such matters 
affected design decisions.

The building area covers some 
10,000 sq. ft. House A contains 6 
suites for para-quadraplegics; 
houses B and C have 6 paraplegic 
suites each. There is a caretaker’s 
suite in House A.

Jury Assessment
That such housing should have 
been conceived, designed and 
built makes this an important proj­
ect. The designers researched the 
subject and took note of special 
considerations for designing for 
handicapped persons by incorpo­
rating many recommended fea­
tures. The provision of a commu­
nity space with a fireplace is very 
worthwhile, although the inclusion 
of some covered access to this 
space would have been desirable. 
Location of the caretaker’s unit 
to make it separate but within easy 
call, also contributes to the overall 
easy functioning of the Lodge.

Although the serious concern 
which went into the design of this 
project is highly commended, the

jury felt that more attention should 
have been paid to site layout. 
Some units face a rear lane and 
loading platforms with only, at this 
stage, a minimal attempt to create 
some screening. The site layout is 
a bit confusing to the visitor, often 
necessitating guidance. Parking 
also could have received more 
consideration to avoid the frustra­
tion and difficulty of parking on a 
slope.

In making critical comments, 
the jury does not wish to detract 
from the real merit of the project.
It is also appreciated that muni­
cipal rulings had some influence 
on design decisions. For example, 
the privacy screens for some units 
were deleted to conform to the 
city’s light-angle rulings; a build­
ing by-law determined to some ex­
tent the nature of some inside 
spaces.
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Commentaire du dessinateur
La vocation de cette maison est de 
servir de residence transitoire 
aux paraplegiques et aux quadra- 
plegiques qui ont quitte les centres 
de reeducation et se preparent a 
rentrer dans une vie active et dans 
ia coiiectivite. Chez un grand nom- 
bre d’entre eux, a ce stade, le 
choc d'avoir perdu leur mobilite a 
ete extreme et il ieur taut une ion- 
gue periode d’adaptation.

Les trois batiments communi­
cants offrent un certain nombre de 
zones de contact social et d’inti- 
mite disposees autour d’un patio 
interieur sur iequel s’ouvre un 
foyer-saile a manger commun. Les 
cours d’entree particuiieres ne 
sont que partiellement masquees 
et un batiment offre des unites 
pour deux personnes partageant 
des instaiiations communes. Le 
pian des chambres a coucher, des 
saiies de bains, des cuisines et des 
corridors a prevu i’espace pour 
permettre a un fauteuil roulant de 
tourner.

La recherche et la consultation 
ont fait ressortir ie besoin de pre- 
voir et d’encourager i’indepen- 
dance des malades dans un certain 
nombre de situations de tous ies 
jours. Mais il fallait d’autre part 
concilier le besoin de surveiiiance 
de ceux qui peuvent soudainement 
avoir besoin d’aide. En explorant 
certains besoins particuliers des 
paraplegiques, les architectes ont

emprunte des fauteuils roulants 
qu’ils ont eux-memes utilises dans 
ieurs activites journaiieres autour 
de ieur bureau. Ceci leur a permis 
de decouvrir certains des proble- 
mes auxquels ces infirmes doivent 
faire face dans ia coiiectivite, tei 
interrupteur du iumiere hors de 
portee, portes qu’ils sont incapa- 
bles d’ouvrir ou de franchir, fene- 
tres trop hautes ou marches qu’ils 
ne peuvent utiliser, cuisines et 
salles de bains qui ne tiennent pas 
compte des besoins particuiiers 
des paraplegiques. L’examen de 
ces questions a inspire les deci­
sions de pianification et de dessin.

L’edifice a une superficie d’en- 
viron 10,000 pieds carres. Le ba­
timent A renferme six suites pour 
paraplegiques et quadrapiegiques; 
les batiments B et C offrent six 
suites chacune pour paraplegi­
ques. Une suite pour le concierge 
est prevue dans le batiment A.

Evaluation du jury
Qu’un tei complexe d’habitations 
ait pu etre congu, dessine et cons- 
truit rend cette reaiisation impor- 
tante. Les concepteurs ont fait les 
recherches voulues et ont note les 
considerations particuiieres qui 
doivent entrer en ligne de compte 
dans la pianification pour handi- 
capes en incorporant dans ieur 
dessin beaucoup de caracteristi- 
ques recommandees. L’amenage- 
ment d’un espace communautaire 
muni d'un foyer est tres vaiabie, 
quoique i’inciusion d’un acces 
couvert a cet espace eut ete desi­
rable. Le fait que ie concierge soit 
loge a I’ecart mais assez pres pour 
entendre un appel contribue aussi 
au bon fonctionnement de i’en- 
semble.

Si les preoccupations serieu- 
ses qui ont inspire ie dessin de cet 
ensembie meritent tous les eloges.

le jury a trouve d’autre part qu’il 
aurait fallu consacrer plus d’at- 
tention a la disposition fonction- 
nelle. Certaines unites donnent sur 
une allee arriere et des platefor- 
mes de chargement qu’on s’est 
tres peu soucie jusqu’ici de cacher. 
Le pian d’amenagement est assez 
embrouillant pour ie visiteur I’obli- 
geant souvent a demander des 
indications. L’espace de stationne- 
ment aurait aussi pu etre mieux 
etudie afin d'eliminer la frustration 
et la difficulte du stationnement 
dans une pente.

En formulant ces critiques, le 
jury ne veut en rien amoindrir la 
valeur reelle de cette realisation.
II reconnait aussi que les regle- 
ments municipaux ont influe sur 
les decisions de conception. Ainsi, 
on a dCi eliminer les ecrans desti­
nes a sauvegarder I’intimite de 
certaines unites pour se conformer 
aux regies de la ville regissant 
I’angle d’eclairement. Un regle- 
ment de construction a determine 
dans une certaine mesure le carac- 
tere de certains espaces interieurs.



Location/Emplacement 
The Walter Gage Student 
Residences 
University of B.C.
Vancouver, B.C.

Built under contract by/ 
Construit par contrat par 
Frank Stanzi Constr. Ltd. 
Vancouver, B.C. for/pour 
University of British Coiumbia

Architects/Architectes 
Reno C. Negrin & Associates 
Vancouver, B.C.
W. M. Moroz 
Architect in charge/ 
architects responsable

Honorable Mention/
Mention honorable

Designer’s Comments
The property is iocated in the 
northeast section of the U.B.C. 
campus, in ciose reiationship to a 
new Student Union Buiiding. The 
7.6 acre site wiii house 1,386 stu­
dents, resuiting in a density of 180 
students per acre. There is surface 
parking for 270 cars and these 
areas are softened by plantings, 
courts, and grade depressions. 
Additionai parking for 83 cars is 
provided under the Commons 
Buiiding. This buiiding provides a 
circulation/service hub for three 
16-storey residence towers and a 
reference point to the 3-storey low- 
rise units.

The Commons Buiiding is the 
sociai and service centre of the 
complex. It is directiy intercon­
nected horizontaiiy to the resi­
dence towers and verticaiiy to the 
parking/service area. It was con­
ceived as a free-fiowing space of

sociai exchange and service con­
venience. The atmosphere is one 
of movement and invoivement. 
Access is virtuaiiy peripherai so 
that circuiation is neither dictated 
nor directionaiiy oriented.

The conference facilities are 
avaiiabie for rent during summer 
months, but the use is mainiy stu­
dent-oriented during the academic 
year. Fioor spaces, can be sub­
divided into areas of various size, 
by means of foiding soundproof 
doors to accommodate groups of 
30 to 200 persons. These areas 
open directiy to the centrai iounge 
and are conveniently adjacent to 
dining faciiities. The resident 
towers are designed to function 
during the summer months simiiar 
to a hotel operation, for iarge or 
smaii gatherings. Conference 
offices are oriented to promote this 
kind of operation.

With the Commons Buiiding as 
the hub, spoke-iike connections 
tie together the three residence 
towers in a pin-wheel relationship.

Typicai fioors inciude four clusters 
of six-student quadrants each with 
shared lounge, kitchenette, and 
washroom faciiities. These quad­
rants scaie down to the privacy of 
individuai student rooms. Func- 
tionai interrelationship dictates 
the building form.

The 3-storey low-rise is semi­
independent of the Commons facil­
ities and provides alternative 
accommodation. Although these



units will initially be used as two- 
student housekeeping units, design 
flexibility is built-in to accommo­
date their possible future use as 
married-student housing.

Jury Assessment
This design of student residences, 
so as to provide for optimum utili­
zation in and out of normal campus 
seasons, has resulted in a very 
interesting complex of both resi­
dences and convention oppor­
tunities. By grouping student ac­
commodation into clusters with 
private rooms and shared facilities 
and by linking this kind of living 
space to the Commons Building, 
the potential for maximum usage 
would appear to have been built- 
in, The complex could be operated 
almost as a hotel with accommo­

dation and meeting facilities, meal 
preparation and parking all con­
veniently located.

The design process attempted 
to involve a broad base of parti­
cipation and the resulting develop­
ment is perhaps a study of the 
success and failure of such a pro­
cess. While some places work very 
well, some areas, particularly on 
the main floor of the Commons 
Building, have not functioned to 
reflect the social community life 
which must have been anticipated. 
In the tower residences the circu­
lation sequence from elevator to 
cluster to foyer to lounge or private 
room is well handled. The bal­
conies in the lounges however 
seem to be of minimal value ex­
cept, perhaps, as storage. Here, 
design intentions do not relate to 
user needs and lack of convenient 
storage space elsewhere can en­
courage balcony storage for every­
thing from bikes to beer.

The jury was impressed by the 
overall concept and the detailing 
and workmanship. The smaller, 
low-rise group of residences is 
extremely well designed and the 
site layout and landscape treat­
ment rated high.



Commentaire du dessinateur
Cette propriete est situee dans le 
secteur nord-est du campus de 
rUniversite de la Colombie-Britan- 
nique, a proximite d’un nouveau 
batiment de I’Association des etu- 
diants. L’emplacement de 7.6 acres 
abritera 1,386 etudiants, soit une 
densite de 180 a I’acre. Le station- 
nement en surface prevoit 270 
voitures et ces espaces seront ca- 
moufles par des plantes, des cours 
et des ecarts de nivellement. De 
I’espace additionnel pour 83 voitu­
res est prevu sous I’edifice com- 
mun. Ce batiment constitue un 
centre de circulation/service qui 
recevra trois tours de residence de 
16 etages avec point de raccorde- 
ment aux unites de trois etages.

L'edifice Common (ou Com­
mons) est le centre social quI loge 
aussi les services de I’ensemble.
II est raccorde horizontalement 
aux tours de residence et vertica- 
lement aux zones de stationne- 
ment/service. II a ete congu com­
ma un espace a circulation libre 
d’echange social et de commodi- 
tes de service. Le tout baigne dans 
une atmosphere de mouvement et 
de participation. L’acces etant 
virtuellement peripherique, la cir­
culation n'est ni dictee ni orientee 
directionnellement.

Les salles de conference peu- 
vent etre louees au cours des mois

d’ete mais leur utilisation est sur- 
tout reservee aux etudiants pen­
dant I’annee universitaire. L'espace 
interieur peut etre subdivise en 
secteurs plus ou moins grands au 
moyen de portes pliantes insonori- 
sees pour recevoir des groupes 
de 30 a 200 personnes. Ces sec­
teurs debouchent directement sur 
le foyer central et sont commo- 
dement adjacents aux salles a 
manger. Les tours de residence 
sont congues pour fonctionner en 
ete a la fagon d'un hotel pour les 
rassemblements grands ou petits. 
Les bureaux qui regissent les con­
ferences sont axes sur la promo­
tion de ce genre d'utilisation.

Jouant le role de moyeu, I’edi- 
fice Common est relie par des 
rales aux trois tours de residence 
pour constituer une interconnec­
tion en forme de roue a fuseaux. 
L’etage typique comprend quatre 
groupes de quadrants de six etu­
diants partageant chacun un foyer, 
une cuisinette et des installations 
de lavage. Ces quadrants sont 
recoupes jusqu’au niveau d’une 
chambre privee pour chaque etu- 
diant. Les rapports fonctionnels 
a assurer ont dicte la forme du 
batiment.

Le batiment de trois etages est 
semi-independant du batiment

Common et offre d’autres solutions 
de logement. Ces unites seront 
utilisees au depart comme loge­
ment autonome pour deux etu­
diants, mais on y a incorpore suf- 
fisamment de souplesse pour 
qu'elles puissent etre transformees 
en logements pour etudiants 
maries.

Evaluation du jury
Ce dessin de residence pour etu­
diants congu de fagon a assurer 
une utilisation optimale pendant et 
apres I'annee universitaire normale 
a donne dans le cas qui nous in- 
teresse un complexe fort interes- 
sant de residences et de locaux 
pour les congres. En groupant les
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logements pour etudiants en cham- 
bres individuelles partageant des 
installations communes et en re­
liant cet espace de sejour a I’edifi- 
ce Commun, on semble avoir du 
fait meme dote ce complexe d'un 
potentiel d'utilisation qui le rend 
apte a fonctionner a peu pres com- 
me un hotel muni d’installations 
commodes pour loger des groupes 
et leur permettre de se reunir, de 
preparer les repas et de stationner 
les voitures.

Cette conception a tente de 
prevoir de vastes possibilites de 
participation et la realisation qui en 
a resulte mesure peut-etre le suc- 
ces et I’insucces d'une telle tenta­
tive. Si certains espaces fonction- 
nent tres bien, d’autres, tout parti- 
culierement le rez-de-chaussee 
de ['edifice Commun, n’ont pas eu 
un fonctionnement qui a reflete la 
vie sociale communautaire qu'on 
avait du entrevoir. Le schema de 
circulation, dans les tours, de I’as- 
censeur au groupe de chambres, 
au foyer, au hall ou aux chambres 
individuelles a ete bien planifie. 
Toutefois, les balcons qui surplom- 
bent les halls semblent d'une uti- 
lite minimale si ce n’est peut-etre 
comme espace de rangement. Les

intentions qui ont inspire le dessin 
ne tiennent pas assez compte des 
besoins des utilisateurs et le man­
que d’espace de rangement com­
mode ailleurs est de nature a
encourager le rangement sur les 
balcons d'objets de toutes espe- 
ces, des bicyclettes aux caisses 
de biere.

Le jury a ete impressionne par 
la conception de I'ensemble, le 
traitement des details et la qualite 
du travail de realisation. Le petit 
groupe de residences du batiment 
a faible hauteur est extremement 
bien dessine et la disposition du 
site de meme que I'amenagement 
paysager meritent une cote elevee.



Location/Emplacement 
Students' Union Housing 
University of Alberta 
Edmonton, Alta.
Developed by/Realisation de 
Students’ Union,
University of Aiberta
Generai Contractor/ 
Entrepreneur general 
Poole Construction Ltd. 
Edmonton, Alta.

Architects/Architectes
A. J. Diamond and Barton Myers
Toronto, Ont.
in association with/
en association avec
R. L. Wiikin
Edmonton, Alta.
partner in charge/
associe responsabie

Honorable Mention/
Mention honorable

Designer’s Comments 
Described as the worid’s longest 
skylighted galieria* this is a 950- 
ft-iong compiex of apartments and 
shops designed to fit over an 
existing street. The building is one 
of several structures planned for 
street rights-of-way for the Univer­
sity of Alberta campus. Linked to 
pedestrian concourses through 
other new construction, these 
structures would generate an in­
door pedestrian network. Spon­
sored by the Alberta Students’ 
Union, the project offers on-campus 
accommodation in a form preferred 
by the students (apartments) with 
common amenities not found off- 
campus and at rentals competitive 
with the local market.

Two parallel structures, seven 
storeys high, are linked by a con­
tinuous skylight; the floor of the 
concourse is IV2-storeys above 
street level and the apartments 
have exposures both directly to the 
outside and to the galleria. The 
program called for accommoda­
tion for 964 students in single, 
2-man and 4-man units. There is 
some 20,000 sq. ft. of rental com­
mercial space. The overall design, 
recognizing there might be a 
potential sound problem from a 
much-used concourse, locates all 
apartment bedrooms on the outer 
flanks of the structure, with living

'Progressive Architecture, February 1974 
gives further information.

rooms overlooking the galleria. 
Sound is dampened by carpetted 
floors and acoustic-sprayed ceil­
ings. The visual quality of the 
galleria is enlarged by the sim­
plest treatment of surfaces and 
details. Hinged wood panels 
painted vivid colours open onto 
the galleria and steel skylight 
trusses support hand-operated 
canvas awnings to control sunlight.

Jury Assessment
This innovative approach received 
high commendation mainly for the 
initiative taken in bringing together 
a number of diverse elements. The 
integration of housing accommo­
dation with commercial units, the 
utilization of a street right-of-way 
and the roof-over to provide an all- 
weather micro-community are the 
main and obvious elements. Visu­
ally the whole is most exciting 
although one can understand that 
not all the older members of the 
community might agree with this.
It is however particularly suited to 
the campus life-style and in that it 
must be deemed successful.

While recognizing the enor­
mous effort and design expertise 
which went into this project and 
survived frustrating delays and 
problems, there are some less- 
than-successful aspects of the 
project which could be mentioned. 
Acoustically perhaps, it will be 
difficult to satisfy everyone, but 
this is the most noticeable prob­
lem. The galleria, at times, can be­

come a sound box disturbing both 
to residents and to those using 
the concourse. Viewed as a proto­
type of future family accommoda­
tion some extensive re-designing 
would be necessary to rectify this. 
Generally speaking, however, 
sound is not ail that disturbing in 
its present context as it is an ex­
pression of the life-style. The 
project responds extremely well 
to the Edmonton climate but in­
tense sunlight streaming through 
the skylight can be a problem 
since control is not automatic.

The jury were mainly interested 
in this project as a piece of hous­
ing and agreed that examination of 
the concept could be extremely 
valuable to those contemplating 
new design approaches to multiple 
family housing.
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Commentaire du dessinateur
Decrit comme la plus longue “gale- 
rle” a lanterneaux du monde*, ce 
complexe d’appartements et de 
boutiques long de 950 pieds a ete 
congu pour s’elever au-dessus 
d’une rue qui existe deja. C’est I’un 
des nombreux batiments destines 
a des emprises de rue prevues 
pour le campus de I’UniversIte de 
I'Alberta. Ces structures, reliees a 
des malls pour pletons par d’autres 
constructions nouvelles, seralent 
a I’origine d’un reseau interleur 
congu pour les pletons. Parralne 
par I’Association des etudiants 
de I’Alberta, le projet offre du loge- 
ment sur le campus sous une 
forme preferee par les etudiants 
(appartements) assort! de commo- 
dites partagees qu'on ne trouve 
pas en dehors du campus et offert 
aux prix de location qui ont cours 
sur le marche local.

Deux constructions paralleles 
de sept etages sent reliees entre 
elles par un lanterneau continu; le 
plancher du mail est place a un 
etage et demi au-dessus du niveau 
de la rue et les appartements don-

'Progressive Architecture, f6vrier 1974, 
donne de plus amples details a ce sujet.

nent a la fois directement sur I'ex- 
terieur et sur la galerie. Le pro­
gramme prevoyait le logement de 
964 etudiants dans des unites sim­
ples, doubles et quadruples. L’es- 
pace commercial alloue a une 
superficie d’environ 20,000 pieds 
carres. Conscient de ce que le 
grand achalandage du mail pour- 
rait susciter des probIfemes de 
bruit, on a dessine I’ensemble de 
fagon a placer toutes les chambres 
a coucher des appartements du 
cote exterieur de I’edifice et les 
salons donnant sur la galerie. Le 
bruit est assourdi par des tapis et 
une matiere acoustique pulverisee 
sur les plafonds. La qualite visuelle 
de la galerie est rehaussee par un 
traitement simple des surfaces et 
des details. Les panneaux de bois 
articules peints de couleurs vives 
s’ouvrent sur la galerie et la mem- 
brure en acier des lanterneaux sup­
ports des auvents de toils qu’on 
peut ouvrir et fermer a la main pour 
controler I’entree de la lumiere 
solaire.

Evaluation du jury
Le caractere novateur de cette 
realisation a'fait I’objet de grands 
eloges en particulier pour I’initiati- 
ve dont on a fait preuve en reunis- 
sant un certain nombre d'elements 
divers. L’integration d’habitations 
et d’unites commerciales, I’utili- 
sation de I’emprise d’une rue et 
I’utilisation d’un toit pour abriter 
une micro-communaute en toutes 
saisons sent les principaux ele­
ments et les plus evidents de ce 
projet. L’apparence visuelle de 
I’ensemble est absolument sensa- 
tionnelle, mais I’on comprend faci- 
lement que les elements les plus 
ages de la collectivite puissent ne 
pas partager cet enthousiasme.
II est en tout cas particulierement 
en harmonie avec le style de vie du 
I’entree de lumiere n’est pas 
automatique.

campus et II faut, de ce point de 
vue, le tenir pour un sucefes.

Tout en reconnaissant I’am- 
pleur des efforts et la competence 
qu’a supposes la realisation de 
ce projet et qui ont survecu a des 
retards et des problemes frus- 
trants, le projet comporte quand 
meme des aspects tres mal reussis 
et qu’il y aurait lieu de signaler.
Le probleme d’acoustique est diffi­
cile a regler de fagon a satisfaire 
tout le monde, mais c’est peut-etre 
le plus criant. La galerie peut, a 
certains moments, devenir une ve­
ritable boite de resonance qui 
derange aussi bien les residents 
que les usagers du mail. Si I’on 
considere I’ensemble comme un 
prototype de iogements familiaux 
future, II faudrait apporter d’impor- 
tantes corrections au dessin afin 
de corriger cette lacune. Mais, de 
fagon generate, le son n’est pas 
aussi nuisible dans le contexte 
actuel puisque c’est I’expression 
d’un style de vie. Le projet est 
extremement bien adapts au climat 
d’Edmonton, mais la penetration 
d’une lumiere solaire intense par 
le lanterneau peut constituer une 
difficulte puisque la commands de

Le jury s’est surtout interesse a 
ce projet en tant que maison d’ha- 
bitation et a reconnu que I'examen 
du concept serait extremement 
utile a ceux qui envisagent une 
conception nouvelle du dessin des 
maisons multifamiliales.



Location/Emplacement 
Wascana Towne 
Hillsdale Ave. & 23rd St. 
Regina, Sask.

Developer/Entrepreneur 
The H. A. Roberts Group 
Regina, Sask.

Architect/Architecte 
R. K. Ewing 
Vancouver, B.C.

Honorable Mention/
Mention honorable

Designer’s Comments 
The problem was to produce a 
quality townhouse development on 
a prominent site in an affluent area 
of Regina. The site, an irregular 
shaped property is bounded on 
two sides by suburban houses, on 
the north by Wascana Centre and 
on the East by apartment and 
commercial development. An area 
for a future highrise apartment 
building was to be allocated and a 
sewer easement restricted devel­
opment on the South-East corner. 
Fifty-five 3-bedroom units were 
set as the target figure. A swim­
ming pool, tot lots, tennis courts

and spacious green belts were in­
cluded in the program.

The solution grew from placing 
a basic 19' x 38' unit on a 45 de­
gree splay, extending the ground 
floor and adding an enclosed ga­
rage across the end. This formed a 
private wind-sheltered entry court 
and achieved many of the ad­
vantages of a single family house- 
a private driveway, a private entry 
adjacent the garage door and 
direct access to the car (in con­
sideration for Prairie winters). 
Pitched roofs on the diagonal pro­
vide individual unit identity and 
maintain the domestic character of 
the adjacent single-family houses. 
The roof, pitching continuously 
down to the single-storey garage, 
gives the units an intimate do­

mestic scale. The economy of the 
narrow long unit is balanced by 
sinking the livingroom floor to give 
the dining area a sense of more 
direct contact to the outside. The 
diagonal plan has allowed the 
living room and master bedroom to 
be oriented in either of two direc­
tions, to the preferable orientation 
and view. Care was taken to face 
these rooms away from the high- 
rise tower while the diagonal con­
figuration maximized the view 
across the green areas. Patio areas 
bounded on two sides by the units 
are wind sheltered and separated 
from adjacent patios. Care was 
taken to keep chimneys and vent



stacks off entry-side roof slopes to 
minimize their obtrusiveness.

The site plan grew out of the 
program requirements and the dis­
cipline of the unit plan form. Visual 
variety was sought in grouping the 
units around the two large green 
areas. Units were mirrored and 
placed in reverse axis, in group­
ings of varying length, to avoid 
monotony. The two green areas 
provide continuous pedestrian cir­
culation throughout the site and 
to activity areas. Tot lots, swim­
ming pools and tennis courts are 
located to minimize intrusion on 
private patio areas.

Jury Assessment
An interesting site layout, although 
visually, from some angles it looks

a trifle repetitive. Good use is 
made of the staggering pattern of 
units, but at a low density of 7.24 
units per acre one could question 
the advantage of this. The units 
are well planned with entry from 
the side and a good, sensible, ac­
cess to the car from the inside. The 
livingroom-diningroom areas are 
at split levels and, for some, this 
might restrict flexibility although 
the room sizes are sufficiently 
generous to compensate. Garages 
are integrated very well with the 
buildings. Construction method is 
standard but very good in work­
manship.

Commentaire du dessinateur
II s'agissait ici d’eriger un ensem­
ble de maisons de ville de qualite 
sur un site en vue dans un secteur 
a raise de Regina. Le terrain, de 
forme irreguliere, est flanque des 
deux cotes de maisons suburbai- 
nes, au nord par le centre Wascana 
et a I’est par un ensemble d'ap- 
partements et de commerces. Une 
certaine etendue devait etre re- 
servee a la construction future 
d'un edifice d'appartements en 
hauteur et une servitude d’egouts 
restreignait I’amenagement a I’an- 
gle sud-est. L’objectif a ete fixe a 
55 unites de trois chambres a 
coucher. Le programme compre- 
nait une piscine, des terrains reser­
ves aux jeunes enfants, des courts

de tennis et de spacieux espaces 
verts.

La solution s’est developpee a 
partir d’une unite de base de 
19' X 38' sur une ebrassure de 45 
degree prolongeant le rez-de- 
chaussee et en ajoutant un garage 
ferme en travers dans le bout. 
Cette solution menageait une cour 
d’entree privee abritee du vent et 
beaucoup des avantages d’une 
maison unifamiliale comme une 
allee privee, une entree privee ad- 
jacente a la porte du garage et 
I’acces direct a la voiture (compte 
tenu de la rigueur des hivers dans 
les Prairies). L’utilisation de toits 
en pente places en diagonale 
assure I’identite de cheque unite 
et sauvegarde le caractere domes- 
tique des maisons unifamiliales 
adjacentes. Le toit, descendant en



jente continue jusqu’au garage 
i’un seui etage, ramene les unites 
i des proportions d’intimite do- 
nestique. L’economie d’une unite 
ongue et etroite est equilibree par 
’enfoncement du plancher du 
lalon de maniere a conferer a la 
'.alle a manger une impression de 
;ontact plus direct avec I’exterieur. 
.a disposition en diagonals a per- 
nis d’orienter le salon et la cham- 
)re a coucher principals dans 
leux directions possibles selon la 
reference et la vue. On a pris soin 
le detourner la vue de ces cham- 
ires de la tour en hauteur, tandis 
|ue la configuration diagonals a 
iccentue le plus possible la vue 
ur les espaces verts. Fermes sur 
leux cotes par les unites, les pa- 
ios sont a I’abri du vent et separes

dans chaque cas du patio adja­
cent. On a eu soin de ne pas placer 
les cheminees et les tuyaux d’event 
sur les pentes de toit donnait sur 
les entrees afin de ne pas les met- 
tre en evidence.

Le plan d'amenagement a ete 
conditionne par les exigences du 
programme et la discipline du plan 
unitaire. On a cherche a diversi­
fier I’apparence en groupant les 
unites autour des deux grands 
espaces verts. Les unites ont ete 
inversees et disposees selon des 
axes inverses, en groupes de lon­
gueur variable afin d'eviter la 
monotonie. Les deux espaces verts

assurent une circulation ininter- 
rompue pour les pietons dans tout 
I’ensemble et vers les zones d’acti- 
vite. Les terrains reserves aux 
jeunes enfants, les piscines et les 
courts de tennis ont ete disposes 
de fagon a minimiser I’empiete- 
ment sur les espaces reserves aux 
patios prives.

Evaluation du jury
L’amenagement du site est interes- 
sant quoique, du point de vue 
visuel, sous certains angles, il pa- 
paisse quelque peu repetitif. On 
a fait un usage judicieux du sche­
ma de decalage des unites, mais 
I’on peut se demander quel avanta- 
ge on en a retire a une faible den-

site de 7.24 unites a I'acre. Bien 
planifiees, les unites sont pourvues 
d’une entree sur le cote et d'un 
acces judicieux et logique a la 
voiture de I’interieur. Le salon et la 
salle a manger sont decales I’un 
par rapport a I’autre, ce qui, pour 
certains, pourrait limiter la souples- 
se d plan, quoique la grandeur des 
pieces soit suffisante pour com- 
penser cet inconvenient. Les gara­
ges s’integrent tres bien aux bati- 
ments. Le mode de construction 
est standard mais I’execution est 
tres soignee.



Location/Emplacement 
Woodlea Condominiums 
280 McCieiian Road 
Ottawa, Ont.
Developer/Entrepreneur 
Campeau Corporation 
Ottawa, Ont.
Architects/Architectes 
L. B. McQuarrie/A. Levine 
Campeau Corporation, 
Ottawa, Ont.

Honorable Mention/
Mention honorable
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Designer’s Comments
The developer’s program called 
or large townhouses at a density 
3f 10 units per acre to accommo- 
late older couples or, typically, 
;ouples \without children or whose 
;hildren had grown up and left 
lome. For the most part, the mar- 
(et was seen as being those who 
ire relatively affluent and now own 
i single-family home. With chang- 
ng social patterns, there are many 
luch persons who are no longer 
nterested in maintaining a costly 
;ingle home. Therefore, it was the 
leveloper’s intention to provide 
i viable alternative for this group- 
Dw density town-housing which 
/ould incorporate most of the ad- 
antages of the single-family home 
/hile minimizing the responsibili- 
ies of ownership.

To take advantage of the ad- 
acent ravines and farm land, as 
nany units as possible have been 
lustered around the perimeter 
if the site, thereby providing each 
/ith an exceptional view from the 
ving areas at the rear. The front 
ntrances, garages and public 
reas are located along the road­
way on the inner core. The irregu- 
ir road pattern ensures that the 
'ont of each unit relates to no more 
lan fifteen other units. The living 
reas of all units open onto rear

private patios. There are six basic 
interior layouts, ranging in area of 
1414 to 2090 sq. ft. Exteriors are 
finished in natural redwood siding 
and rough stucco. Extensive land­
scaping has been used to com­
pliment the heavy growth along the 
ravine. An old apple orchard and 
the remains of a stone farm house 
foundation have been preserved 
as part of a children’s play area. 
There are 78 units on the 7.85 acre 
site. Selling prices in 1974 ranged 
from $43,000 to $59,400 per unit.

Jury Assessment
This condominium development 
makes a strong statement as a 
piece of urban design. Good use is 
made of the site; there are very 
attractive street spaces and good 
visual separation of this housing 
from the neighbouring single 
family houses. The children’s play

area is extremely well done, allow­
ing for privacy and safety. There 
may be some seasonal problems in 
the interior streets, depending on 
the volume of car-parking and the 
amount of snow but, overall, the 
siting of the clusters is well han­
dled and good use is made of the 
ravine views.

In the opinion of the jury, the 
unit design has not received the 
same thoughtful concern that the 
designer gave to the exterior mass­
ing and the site layout. Some 
models have quite dark halls which 
makes the entry to them some­
what uninviting; some dining areas 
suffer from lack of internal light. 
The units themselves are quite 
large and there is a good choice of 
interior layouts. Some of the spaces 
could, however, have been better 
arranged.

Visually, outside, the scene is 
dominated by redwood and dark 
trim which is relieved only by the 
colour splashes at doors and the 
jury wondered whether this could 
have been handled with more 
colour variations, to give a less 
sombre look to the development.



WC-3

anouNDFioon HCOND FI.OCM

■im

WC-3

r:
sfcondfCoor

i - J
i-E

£
I LJ

oroundfloO*

Commentaire du dessinateur
Le programme du promoteur pre- 
voyait la realisation de grandes 
maisons de ville selon une densite 
de 10 unites a I’acre a I’intention 
de couples d’un certain age ou, 
typiquement, le couple sans enfant 
ou dont les enfants ont grand! et 
quitte la maison. Le marche vise 
etait surtout pergu comme celui 
d’acheteurs relativement a I’aise et 
actuellement proprietaires d’une 
maison unifamlliale. Avec le chan- 
gement des habitudes sociales, 
il existe un grand nombre de ces 
personnes qui ne sent plus interes- 
sees a maintenir une maison uni- 
familiale onereuse. Le promoteur 
visait done a offrir une option

viable a ce groupe, a savoir des 
habitations urbaines groupees en 
faible densite et dotees de la plu- 
part des avantages de la maison 
unifamlliale qui reduiraient les 
responsabilites du proprietaire au 
minimum.

Afin de tirer parti des ravins et 
des terres agricoles adjacentes, 
on a groupe le plus possible d’uni- 
tes au pourtour de I’emplacement 
en laissant ainsi a chaque maison 
une vue exceptionnelle depuis 
les aires de sejour placees a I’ar- 
riere. Les entrees principales, les 
garages et les aires publiques 
sont places a I’interieur, le long de 
la voie de circulation. Grace au 
trace irregulier de la voie, I'avant 
de chaque unite ne peut etre en * 
rapport visual qu’avec 15 autres 
unites tout au plus. Les aires de 
sejour de toutes les unites s’ou- 
vrent sur des patios prives a I’ar- 
riere. Ilya six amenagements 
interieurs de base allant d’une su- 
perficie de 1414 a 2090 pieds 
carres. La finition exterieure est en 
parement de redwood et stuc gros- 
sier. L’amenagement paysager a 
ete accentue pour faire pendant 
a la densite de la vegetation le 
long du ravin. Un vieux verger de 
pommes et les ruines des fonda- 
tions d’une maison de ferme en 
pierre ont ete preserves sur un

terrain de jeux pour les enfants. 
L’ensemble comprend 78 unites 
sur un emplacement de 7.85 acres. 
Ces maisons ont ete vendues en 
1974 entre $43,000 et $59,400 
I’unite.

Evaluation du jury
Get ensemble de condominiums se 
defend bien comme conception 
urbaine. Le site a regu une utilisa­
tion judicieuse; les rues offrent 
un aspect tres attrayant et la sepa­
ration visuelle d’avec les maisons 
unifamiliales du voisinage est 
reussie. L’aire de jeu r^servee aux 
enfants est particulierement bien 
reussie du point de vue de I’inti- 
mite et de la securite. Les rues in- 
terieures peuvent poser certains 
problemes saisonniers selon le 
volume de stationnement et la 
quantite de neige mais, dans I’en- 
semble, la disposition des groupes 
de maisons est judicieuse et I’on a 
su tirer parti de la vue sur le ravin.

Selon le jury, toutefois, le des- 
sin des unites n’a pas fait I’objet 
d’autant de soins que les masses 
exterieures et le plan d’amenage- 
ment du site. Certains modeles ont 
des halls assez sombres qui les 
rendent peu invitants a I’entree;

certaines salles a manger souffrent 
d’une absence d’eclairage inte- 
rieur. Les unites elles-memes sont 
assez grandes et le choix des dis­
positions interieures est tres vala- 
ble. Certains espaces, toutefois, 
auraient pu etre mieux disposes.

L’aspect visuel exterieur est 
domine par le redwood et les gar­
nitures sombres relevees seule- 
ment par les taches de couleur des 
portes. Aussi le jury s’est-il de­
mands si I’on n’aurait pas pu utili- 
ser plus de diversite dans la cou­
leur afin de donner a I’ensemble 
un aspect moins sombre.



Location/Emplacement 
Chicopee Villas 
415 Morgan Avenue 
Kitchener, Ont.

Developer/Entrepreneur 
Freure Homes Ltd.
Kitchener, Ont.

Designed by/Conception de 
W. Carson Woods 
Architect/Architecte 
Toronto, Ont. of/de 
Marsha)!, Macklin, Monoghan 
Don Mills, Ont.

Honorable Mention/
Mention honorable

Designer's Comments
On a site of 3.9 acres, this develop­
ment of attached houses provides 
55 units at a density of 13.8 per 
acre. Most of the units have 3 bed­
rooms; a few have 2 bedrooms. 
Attached carports are provided 
for 38 units and there are 41 addi­
tional parking spaces bringing the 
total to 1.4 spaces per unit. The 
covered carports provide weather 
protection to front door entries

and the outdoor private areas are 
enclosed with 5'0" fencing or brick 
walls.

Jury Assessment
The site of this development has 
been extremely well landscaped 
and this contributes considerably 
to a feeling of order and continuity 
throughout the project. Common 
areas and play spaces are small 
but adequate and there is a consis­
tency of design in the exterior car­
ports, the privacy screen walls and 
the screening of automobiles. The 
garden areas are necessarily 
compact, but they relate well to 
the interior rooms which open to 
them. Interior planning is direct 
and simple; circulation is good 
although there is some congestion

in the B and C units. The rooms 
are well-designed for furniture and 
while exterior views are somewhat 
restricted by virtue of the privacy 
areas, the difficult problem of 
dealing with a minimum of exposed 
elevations has been well handled 
by the shape and offset of each 
individual unit.
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Commentaire du dessinateur
Sur un terrain de 3.9 acres, cet 
ensemble de maisons jumelees 
offre 55 unites avec une densite de 
13,8 a I'acre. La plupart des uni­
tes ont trois chambres a coucher; 
quelques-unes en ont deux. Des 
abris d'autos attenants ont ete 
ajoutes a 38 unites et, avec les 41 
espaces additionnels, il y a en 
tout 1.4 espace par unite. Les abris

d’autos protegent les entrees prin- 
cipales et les aires privees exte- 
rieures sont entourees d'une clo­
ture ou d’un mur de brique de 
5 pieds.

Evaluation du jury
Le site de cet ensemble a ete ex- 
tremement bien amenage, ce qui 
contribue sensiblement a I’impres- 
sion d’ordre et de continuite qui 
caracterise I’ensemble. Les espa­
ces communs et les terrains de 
jeux sont petits mais suffisants et 
le dessin des abris d’autos, des 
murs d’isolement et des ecrans 
pour cacher les automobiles offre 
beaucoup de cohesion. Les jardins 
sont necessairement petits mais 
s’harmonisent bien avec les pieces

qui y donnent acces. La planifica- 
tion interieure est directe et sim­
ple; la circulation est degagee 
quoiqu’un peu congestionnee dans 
les modeles B et C. Les pieces 
sont bien dessinees par rapport 
aux meubles et, si la vue exte- 
rieure est quelque peu confinee 
par les aires d'intimite, le probleme 
difficile que pose le maintien des 
elevations exposees au minimum 
a ete bien realise grace a la forme 
et au retrait de chaque unite.



Location/Emplacement 
Lacewood Drive/
Stoneybrook Court 
Halifax, N.S.
Developer/En trepreneur 
K. P. Canavan Construction 
Bedford, N.S.

Designed by/Conception de 
Hancock, Little, Calvert, 
Lorimer Associates 
Halifax, N.S.

Honorable Mention/
Mention honorable

Designer’s Comments
This development was designed 
for a builder making the transition 
from single family homes to mul­
tiple structures and he requested 
that the buildings be 3-storey walk- 
up apartments of timber-frame 
construction. However, a serious 
problem with this type of building 
is the lack of noise insulation. To 
overcome this, concrete block 
walls filled with sand were used to 
isolate the dwellings, services 
were concentrated in vertical ducts 
and a multi-layer floor was laid. 
Results have been very satisfac­
tory.

The layout for the 3.2 acre site 
called for the provision of at-grade 
car parking, the retention of exist­
ing trees and the siting of buildings 
on steep slopes. The plan devised 
was the grouping of three build­
ings containing 12, 27 and 36 
units around an open, natural area

with car parking at the gable-ends 
of the blocks. Dark brown alumi­
num siding, light brown facing 
brick and white painted trim were 
selected for exterior materials. Ac­
commodation comprises a total of 
57 two-bedroom and 18 single­
bedroom suites, with parking pro­
vision at 1.3 spaces per unit.

Jury Assessment
This project possesses a pleasing 
ambiance which can be attributed 
to the siting of the buildings on 
sloping and rugged terrain and to 
the retention of a large number 
of trees. Parking has been well 
arranged at grade level for each
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building and close to entrances. 
Materials and colours are sympa­
thetic to the climate and the sur­
roundings and the detailing is weli 
handled.

The buildings are fairly tradi­
tional 3-storey walk-ups but they 
are well designed and very func­
tional. The quality of the project 
lies in using the site to the best ad­
vantage of the residents.

Commentaire du dessinateur
Get ensembie a ete dessine pour 
un constructeur qui passait de ia 
maison unifamiliaie aux habita­
tions collectives et qui a demands 
des maisons d’appartements de 
trois stages avec ossature en bois. 
La grande difficulte que pose ce 
genre de construction est i’absence 
d'insonorisation. Pour surmonter 
ce problems, on a eu recours a des 
murs de bloc de beton remplis de 
sable pour isoler les appartements, 
les services ont etb concentres 
dans des conduites verticales et 
les planchers ont 6te realises en 
couches multiples. Les resultats 
ont ete tres satisfaisants.

L’amenagement de I’emplace- 
ment de 3.2 acres pr6voyait le



stationnement au niveau de la rue, 
la preservation des arbres et I’im- 
plantation des batiments sur des 
pentes abruptes. Le plan qui a ete 
congu prevoyait le groupement 
de trois batiments de 12, 27 et 36 
unites autour d’un espace nature! 
libre et la localisation du stationne­
ment aux extremites en pignon 
des blocs. Le choix des materiaux 
exterieurs s’est arrete au pare- 
ment d'aluminium brun fonce, a 
une brique de fagade brun clair et 
une garniture de peinture blanche. 
L’ensemble comprend 57 unites 
de deux chambres et 18 unites 
d’une chambre avec une concen­
tration de stationnement de 1.3 
espace par unite.

Le stationnement est bien dispo­
se au niveau de la rue pour chaque 
batiment et pres des entrees. Les 
materiaux et les couleurs s’agen- 
cent bien avec le climat et les 
alentours et I’execution des details 
est bonne.

Les batiments a trois etages 
sont de type assez traditionnel 
mais ils sont bien congus et tres 
fonctionnels. La qualite du projet 
reside dans I’utilisation de I’empla- 
cement au meilleur avantage des 
residents.

Evaluation du jury
Ce projet a une ambiance plai- 
sante, attribuable a la disposition 
des batiments sur un terrain en 
pente et accidente et a la preserva­
tion d’un grand nombre d’arbres.



Category C
Detached houses built 
for a specific owner
Categorie C 
Maisons individuelles 
conpues pour un client 
particulier



Location/Emplacement 
The Hilborn House 
194 Blue Herron Ridge 
Preston, Ont.

Built under contract by/ 
Construction par contrat par 
John Schropp 
Breslau, Ont.
Architect/Architecte 
Arthur Erickson 
Toronto, Ont.

Award/Prix

Designer's Comments
In this house, three main levels are 
utilized to express various func­
tions. The sleeping zone includes 
bedrooms on two levels. The study, 
family room, laundry, kitchen, and 
dining room on one level, com­
prise the family zone; the living 
zone consists of living room, swim­
ming pool and terraces.

The house is situated on a 
sloping site at the top of a high 
cliff overlooking the Grand River. 
Large glazed areas between walls 
afford views of the river and sur­
rounding landscape. The atrium 
and the swimming pool have 
glass roofs. The roof area is a 
series of stepped terraces with 
access from upper floor bedrooms. 
It is to be covered with earth, sod

and heavy planting and will pro­
vide leisure, barbecue and viewing 
areas.

The interior has timber board­
ed ceilings. Floors in the sleeping 
and family areas are carpeted; 
living areas have floors of pavers 
matching the brick of the walls.

Jury Assessment
A large residence located on a 
magnificent site, this house is 
superbly detailed and has been 
constructed with a high level of 
craftsmanship. It is an elegant and 
gracious residence which is well- 
zoned, with delightful private areas 
and a fine relationship between 
interior and exterior spaces and 
views.

Commentaire du dessinateur
Cette maison oftre trois niveaux 
utilises d'apres leurs fonctions.
Les chambres a coucher occupent 
deux niveaux. La zone familiale 
comprend I'etude, la salle fami­
liale, la buanderie, la cuisine et la 
salle a manger au meme niveau; la 
zone de sejour comprend le salon, 
la piscine et les terrasses.

La maison est situee sur une 
pente au haut d’une falaise sur- 
plombant la riviere Grand. Les 
grandes baies vitrees donnent sur 
la riviere et le paysage environ- 
nant. L’atrium et la piscine ont des 
toitures de verre. Le toit est cons- 
titue d’une serie de terrasses 
decalees auxquelles on accede 
par les chambres du niveau supe- 
sieur. II doit etre reconvert de 
terre, de gazon et d’une masse de 
plantes et deviendra un lieu de 
detente et d’observation agremen- 
te d’une rotisserie.

Les plafonds sont en boisage 
et en planche. Dans les chambres 
et la salle familiale, le sol est re­
convert de tapis; les aires de se­
jour ont des planchers en paves 
assortis a la brique des murs. 
Evaluation du jury 
Cette grande residence placee sur 
un emplacement magnifique est 
superbe quant aux details et a ete 
construite avec un art consomme. 
Elle est elegante, attrayante et 
bien amenagee et dotee de mer- 
veilleux espaces d’intimite en 
meme temps que d’un excellent 
equilibre entre les espaces et les 
points de vue interieur et exterieur.
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Location/Emplacement 
The Foster House 
Chamonix Crescent 
Craigleith, Ont.
Built under contract by/ 
Construit par contrat par 
F. Vogel Construction Co. 
Don Mills, Ont.

Architect/Architecte 
Kenneth H. Foster 
Don Mills, Ont.

Award/Prix

8EC0N? FLOOR PU>N

FIRST FLOOR PLAN

Designer's Comments 
The program for this vacation 
house was based upon the desire 
of the owners for an experimental 
design, (to provide a spatiai studio 
atmosphere for the display of 
original weavings, drawings, and 
coliages from the owners’ personal 
work), completely different in 
character from the atmosphere of 
their city house. The house was 
to serve as a base of operations 
for winter and summer activities as 
weii as to provide quiet creative 
meditation. The floor area was to 
be approximately 1500 square feet 
and the budget was $30,000 not 
including land and furnishings. 
(Final figures were 1650 sq. ft. and 
$32,000.)

A beautifully treed site was se­
lected in a subdivision within one 
miie of Georgian Bay and Biue 
Mountain Winter Park. From the 
street level the land rises approxi- 
mateiy 12' and drops an equal 
amount to a secluded ravine and 
stream at the rear, with the best

trees and views being located to 
the east, west and north. Although 
the total floor area was to be fairly 
modest, two bedrooms, a loft 
studio, living, dining, kitchen and 
mud-room utility were required, 
all to be arranged so as to provide 
a variety of interesting spaces and 
views. The atmosphere was to be 
informal, so it was feit that the 
spaces couid fiow into one an­
other, hence the openness of the 
living room to the bedroom and 
ioft studio.

Interior and exterior materials 
and colours were chosen for mini­
mum maintenance. Interior walls 
are of the same board-and-batten 
treatment as the exterior and rough 
white stucco finish on drywall. The 
dominant sloping ceilings running 
through the living room, master 
bedroom and loft studio are also 
finished in white stucco. The 
second and third fioors consist of 
buiit-up Douglas Fir beams with 
cedar decking between. Ail beams 
and exposed deck are stained 
brown biack and ali exterior and 
interior board-and-batten walis are

stained medium brown. Floors 
throughout are carpetted. The 
ground floor is concrete slab on 
grade to eliminate dampness and 
to faciiitate the construction of the 
recessed conversation pit. Electric 
heating is used. The bathroom 
location allows for all piping to be 
accessibie from below, an im­
portant consideration in the design 
of a winter vacation home.

Jury Assessment 
The strong simple form and ex­
tremely pleasant internal spatial 
qualities accurately reflect the in­
formal spirit of this vacation house. 
A great deal of attention has been 
given to the selection of materials 
and the detailing and craftsman­
ship are of a high standard. The 
open plan and vertical flow of 
spaces ensure the maximum effi­
ciency in winter heating and sum­
mer cooling-factors too frequent­
ly ignored in seasonal residences.
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Commentaire du dessinateur
Le programme de construction de 
ce chalet decoulait du desir des 
proprietaires d’utiliser un dessin 
experimental (qui aurait une at­
mosphere de studio permettant 
d’exposer les pieces de tissage, 
les dessins et les collages origi- 
naux executes par les proprietai­
res) qui serait d'un caractere abso- 
lument different de celui de leur 
maison de ville. Cette maison de- 
vait leur servir de base en ete 
comme en hiver et menager un lieu 
de meditation propice a la crea­
tion. La superficie devait etre d’en- 
viron 1500 pieds carres et le bud­
get etait de $30,000 sans compter 
le terrain et I'ameublement. (Les 
chiffres definitifs se sent eleves a 
1600 pieds carres et $32,000.)

Un beau terrain boise a ete 
choisi dans un lotissement sis a un

mille de la bale Georgienne et du 
pare d’hiver de Blue Mountain. Du 
niveau de la rue, le terrain s’eleve 
d’environ 12 pieds et s'abaisse 
d’autant vers un ravin isole et un 
ruisseau a I’arriere, les plus beaux 
arbres et les plus beaux points 
de vue etant a I’est, a I’ouest et au 
nord. Meme avec une superficie 
globale assez reduite, il fallait pre- 
voir deux chambres a coucher, un 
studio en sous-pente, un salon, 
une salle a manger, une cuisine et 
un cabinet de toilette secondaire 
disposes de fagon a fournir une 
diversite d’espace et de vues inte- 
ressantes. L'atmosphere devait 
raster detendue, de sorte que les 
espaces pouvaient communiquer 
entre eux, d'ou I'ouverture du 
salon sur la chambre a coucher et 
le studio en sous-pente.

Les materiaux et les couleurs 
interieurs et exterieurs ont ete 
choisis en fonction d’un minimum 
d'entretien. Les murs interieurs, 
comme les murs exterieurs, sont 
faits de planches et couvre-joints

et d’un crepissage blanc sur pan- 
neau de platre. Les plafonds in­
clines qui dominent dans le salon, 
la chambre a coucher principale 
et le studio sont egalement finis en 
crepissage blanc. Les deuxieme et 
troisieme etages sont en poutre 
de sapin de Douglas compose 
separe par un paletage de cedre. 
Toutes les poutres et les planchers 
visibles sont teints brun-noir et 
tous les murs a couvre-joints exte­
rieurs et interieurs sont teints brun 
moyen. Les planchers sont recon­
verts de tapis a la grandeur. Le 
rez-de-chaussee est en dalles de 
beton posees a la surface du sol 
pour eliminer I’humidite et faciliter 
I’amenagement de la “fosse de 
conversation” en retrait. Le chauf-

fage est electrique. L’emplace- 
ment de la salle de bains permet 
d’atteindre toute la tuyauterie par 
en-dessous, detail important dans 
le dessin d’un chalet d’hiver.

Evaluation du jury
La forme robuste et simple et les 
qualites spatiales extremement 
agreables de I'interieur refletent 
bien l'atmosphere de detente 
qu’on a voulu donner a ce chalet. 
Le choix des materiaux et les 
details ont ete choisis avec grand 
soin et I’execution est de haute 
qualite. Le plan ouvert et la com­
munication verticale des espaces 
assurent le maximum d'efficacite 
au chauffage en hiver et au refroi- 
dissement en ete, aspect que Ton 
neglige trop souvent dans les 
habitations a caractere saisonnier.



Location / Emplacement 
The Hamilton House 
2 Hedgewood Road 
Willowdale, Ont.

Built under contract by/ 
Construit par contrat par 
W. A. Stephenson Construction 
Co.
Willowdale, Ont.

Architects/Architectes 
Hamilton/Ridgely/Bennett 
Toronto, Ont.

Award/Prix

Designer’s Comments
Design for this residence was 
originally made in 1970. From then 
until January 1974, construction 
was prevented by a number of 
legal battles with the community 
and the Municipality to grant sev­
erance of the new lot and obtain 
a building permit. The site is on an 
extremely steep ravine lot facing 
south, located near the north limit 
of Toronto. The design for the 
foundation was therefore made as 
a method of holding the embank­
ment and to prevent the removal of 
trees.

The superstructure is an ex­
posed light steel frame bolted to­
gether and with acoustically ab­
sorbing steel decks. Exterior walls 
on the east and west are standard 
steel siding; to the north, the wall 
is primarily glass block; to the 
south, there are large panes of 
double glazed units with bright 
yellow opening ventilation panels 
on the structural grid. Floor area, 
2,700 sq. ft.

Jury Assessment
The interior of this house is first 
rate, but in the view of the jury, the 
exterior does not relate well to 
neighbouring houses.

The house fits well into a steep­
ly sloping ravine site, with beauti-



ful trees below and a distant out­
look across the valley. If the large 
old house next door could be com­
pletely screened and the Hamilton 
house itself screened by trees, the 
streetscape would be improved.
As it is, the use of glass blocks on 
the street side is somewhat jarring.

Aside from this however, the 
design and construction show an 
imaginative use of industrial 
methods of construction. The in­
terior works well and the orderly 
plan provides for excellent separa­
tion of functions. The house is de­
signed for a couple whose children 
are grown and who require only 
two bedrooms-one for guests, and 
a small suite next to the garage 
for a housekeeper or for guests.

It is very attractive. Flooded 
with light from a huge studio-type 
skylight window wall in the living 
room, this also opens up most of 
the two-storey living and mezza­
nine bedroom space to a wonder­
ful view. An easily manipulated 
blind controls light into this great 
space. The small bathing pool in 
the conservatory at lowest level is 
closely related to a sauna and to 
a large outdoor patio set into the 
hillside. The patio is completely 
private in contrast to the roof deck 
above the garage at street level. 
The house is beautifully finished.

Commentaire du dessinateur
Le dessin de cette residence a 
d'abord ete realise en 1970. Entre 
ce moment-la et janvier 1974, la 
construction a ete retardee par un 
certain nombre de luttes juridiques 
avec la collectivite et la munici- 
palite pour obtenir le detachement 
du nouveau terrain et le permis 
de construction. L’emplacement 
est sur la pente extremement 
abrupte d'un ravin oriente vers le 
sud, pres de la limite nord de To­
ronto. Le dessin de la fondation 
a done consiste a prevoir une me- 
thode de soutenement du talus et 
de preservation des arbres.

La superstructure est consti- 
tue d'une ossature d'acier legere et 
exposee, assemblee par des bou- 
lons et completes par des plate- 
formes d’acier acoustiques. Les 
murs exterieurs est et ouest sent 
en parement d’acier standard; le 
mur nord est constitue principale- 
ment de blocs de verre; le mur sud

comports de grandes vitres dou­
bles assorties de panneaux de 
ventilation jaune clair qui s’ouvrent 
et poses sur la grille de structure. 
La superficie est de 2,700 pieds 
carres.

Evaluation du jury 
L’interieur de cette maison est irre- 
prochable, mais selon le jury I'ex- 
terieur ne s’integre pas bien aux 
maisons du voisinage.

La maison s’incorpore bien a la 
pente abrupte du ravin et les 
beaux arbres qu’elle surplombe et 
le point de vue qu'elle a sur la 
vallee. Si la grosse vieille maison 
voisine pouvait etre completement 
isolee et si la maison Hamilton 
pouvait etre caches par des arbres, 
I’aspect de la rue y gagnerait.
Telle quelle, I’utilisation de blocs 
de verre du cote de la rue deton­
ne quelque peu.

Ces reserves etant faites, le 
dessin et la construction manifes- 
tent une utilisation originals de 
methodes industrielles de cons­
truction. L’interieur est fonctionnel 
et I’organisation du plan assure 
une excellente separation des

fonctions. La maison est congue 
pour un couple dont les enfants 
sent grands et qui n’a besoin que 
de deux chambres a coucher, une 
etant reserves aux invites, et d’une 
suite a cote du garage pour une 
menagere ou des invites.

Cette maison est tres attrayan- 
te. Inondee de lumiere par un 
grand mur vitre de type studio fai- 
sant lanterneau dans le salon, elle 
offre en meme temps, sur la ma- 
jeure partie des deux niveaux de 
sejour et dans I’espace des cham­
bres a coucher en mezzanine, une 
vue degagee sur I’exterieur. Un 
rideau facile a actionner controls 
I’entree de la lumiere dans ce 
grand espace. La petite piscine 
places dans le conservatoire au 
niveau inferieur est etroitement re­
lies a un sauna et a un grand patio 
exterieur encastre dans la pente. 
Contrairement au toit-terrasse sur 
le garage, au niveau de la rue, le 
patio est completement intime. 
L’ensemble est magnifiquement 
fini.



Location/Emplacement 
The MacLachlan House 
Lake Chemong 
Peterborough, Ont.

Built under contract by! 
Construit par contrat par 
Gordon E. Elliott 
Peterborough, Ont.

Architects/Architectes 
Lett/Smith 
Toronto, Ont.

Award/Prix

Designer's Comments 
With views stretching up and down 
the lake to the north and south, 
and in front to a picturesque un­
inhabited island, this site is rela­
tively flat and is densely wooded 
with a variety of mature trees. The 
house is set into the edge of these 
woods, taking advantage of the 
clear view of the lake and selected 
views into the trees, yet being 
sheltered from the heavy north­
west winds.

A major requirement was to 
provide a house in which each 
area was clearly defined as to 
function, but at the same time be 
open to and a part of other areas, 
so that the family would be drawn 
together. To accomplish this, the 
house is organized around a 
central staircase in which each 
of the four landings extends out to 
become a living level. The living 
room extends spatially to levels 
beside and above it. It is open

to the kitchen-dining level beside 
it, is extended front and rear by 
outdoor decks and connected by a 
two-storey clerestory-lit space to 
the study and master bedroom. 
Outdoor decks that vary in size 
and orientation extend the living 
areas and make it possible for 
the owners to fully enjoy the 
changing weather and seasons. 
The form of the house, where one 
level intersects with, overlaps or 
extends past the other, is used 
to open up whole window walls 
to selected views and at the same 
time, shelter the extending decks 
from the wind and rain.

In response to the owners’ 
affinity for natural materials, 
finishes are restricted to cedar, 
plaster, carpeting and quarry tile. 
Construction is wood frame with 
roughsawn 1 x 6 tongue and 
groove butt-jointed cedar used for 
exterior siding. The extending out­
door decks are 2x4 cedar. A 
semi-transparent natural cedar- 
coloured stain was used on the 
siding and decks to retain the 
original warm wood colour. To

emphasize the exterior form of the 
house, the cedar siding was ap­
plied in varying directions. It is 
carried through to the interior walls 
in the living room area where it 
has been applied both horizontally 
and vertically to follow the con­
figuration of the interior spaces 
and then meet up again with the 
outside pattern. Other interior 
walls are smooth plaster with 
sprayed plaster ceilings which 
reflect light from a large skylight 
and clerestory window. Floor area 
is 2040 sq. ft.

Large hard-edge colour murals 
by Toronto artist Liberia Marcuzzi 
were incorporated into the design 
of the house, both inside and out­
side. On the exterior they provide 
colour contrast with the rough- 
sawn cedar siding and accentuate 
the form of the structure. Inside 
they create a powerful visual focus 
for the white-on-white and natural 
cedar.

Jury Assessment
The site is a small, flat peninsula 
jutting out into Lake Chemong and 
at a little distance from the main 
road. The house design does not 
harmonize with that of its neigh­
bours along the road but that does 
not pose a visual problem in this
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case because of the distance 
between them. With only one 
window facing the road, the house 
turns its back on its neighbours 
and creates a private world of 
order and tranquility for the 
owners, who enjoy carefully 
framed views of water, grasses 
and trees through windows of 
different sizes and shapes. Some 
of the exterior details are some­
what forced to suit a desired visual 
effect but they are minor flaws 
compared with the liveability and 
delight of the interior.

Inside the house relationships 
between different spaces and 
functions are well worked out and 
good use is made of natural light 
falling from above as well as side­
ways, to light rooms and to high­
light art objects. Simplicity is the 
keynote.

The house is a little startling 
on the outside but modest, attrac­
tive and interesting inside. It is a 
responsible, competent piece 
of architecture which obviously 
reflects the clients’ needs and 
wishes.

Commentaire du dessinateur
Get emplacement, avec vue sur le 
lac au nord et au sud et sur une ile 
pittoresque inhabited k I’avant, est 
relativement plat et densement 
boise de diverses essences d'ar- 
bres adultes. La maison est im- 
plantee a I’oree de ce bois, avec 
vue degagee sur le lac et un choix 
de points de vue dans les arbres, 
tout en etant abritee des grands 
vents du nord-ouest.

II s’agissait avant tout de rea- 
liser une maison dont chaque sec­
tion serait clairement definie 
quant S sa fonction tout en s’ou- 
vrant sur les autres secteurs et en 
s’y integrant de maniere a rappro- 
cher les membres de la famille.
A cette fin, la maison est organises 
autour d'un escalier central dont 
chacun des quatre paliers se pro­
longs en un niveau de sejour. 
L'espace du salon communique 
directement avec les zones de se­
jour laterales et superieures. II 
ouvre sur le niveau cuisine-salle 
a manger adjacent, s’etend vers 
I’avant et vers I'arriere a des plate- 
formes exterieures et est relie par 
un espace de deux etages eclairs 
par un lanterneau a I’etude et k la 
chambre a coucher principals. Les 
plateformes exterieures variant 
en grandeur et orientation prolon- 
gent les aires de sejour et per- 
mettent aux proprietaires de jouir

pleinement des changements de 
temperature et de saison. La forme 
de la maison, dont chaque niveau 
intersects, chevauche ou dSpasse 
I’autre, permet I'amenagement de 
fenetres occupant tout un mur 
et donnant sur un panorama ex- 
ceptionnel, tout en gardant les 
plateformes a I’abri du vent et de 
la pluie.

Pour rSpondre a I'affinit6 des 
proprietaires pour les mat6riaux 
naturels, les finitions se continent 
au c6dre, au platre, au tapis et a la 
tuile de carriers. La charpente 
est en bois et recouverte d’un pa- 
rement d'exterieur de c6dre brut 
de sciage de 1 x 6 embouvete ci 
joint d’about. Les plateformes qui 
se prolongent a I’exterieur sent en 
c6dre de 2 x 4. On a utilise une 
teinture couleur cedre natural 
semi-transparente sur le parement 
et les plateformes afin de conser- 
ver la couleur chaude du bois 
natural. Pour accentuer la forme 
exterieure de la maison, le pare­
ment de cddre a ete pose a des 
angles differents. II se prolonge 
sur les murs interieurs du salon ou 
il est pos6 horizontalement et ver- 
ticalement pour continuer la con­
figuration des espaces interieurs et 
rejoindre ensuite la disposition 
exterieure. D’autres murs inte­
rieurs sont en platre lisse avec pla-

Living room 
Dining room 
Kitchen 
Entry
Washroom
Mudroom
Garage

8 Laundry
9 Deck
0 Hobby shop
1 Master 

bedroom
2 Bedroom
3 Study

Salon
Salle S manger
Cuisine
Entr6e
Toilette
Vestibule
Garage

8 Buanderie
9 Terrasse
0 Atelier de 

bricolage
1 Chambre des 

parents
2 Chambre
3 Etude



fond en platre pulverise refletant 
la lumiere d'une grande lucarne 
faitiere et d'une fenetre-lanterneau. 
La superficie est de 2,040 pieds 
carres.

De grandes morales en cou- 
leurs a bordure, executees par 
I'artiste torontois Liberia Marcuzzi, 
ont ete incorporees dans le dessin 
de la maison, a I’interieur et a 
I'exterieur. A I'exterieur, elles ap- 
portent un contraste de couleur 
sur le cedre brut et accentuent la 
forme de la structure. A I'interieur, 
elles creent une puissante con­
vergence visuelle pour les tons de 
blanc sur blanc et du cedre naturel.

Evaluation du jury
L'emplacement est forme d'une 
petite peninsule plate qui s'avance 
dans le lac Chemong a peu de 
distance de la route principale.

Dans sa conception, la maison ne 
s’harmonise pas avec les maisons 
voisines. le long de la route, mais 
II n'en resulte pas de problemes 
visuels dans ce cas etant donne la 
distance qui les separe. Avec une 
seule fenetre du cote de la route, 
la maison tourne le dos a ses 
voisins et cree son monde ferme 
d'ordre et de tranquilite pour ses 
proprietaires qui jouissent de vues 
soigneusement encadrees sur 
I'eau, la prairie et les arbres par 
des fenetres de forme et de dimen­
sion differentes. Certains details 
exterieurs sont quelque peu assu- 
jettis a I'effet visual qu’on a voulu 
creer, mais ils constituent des de- 
fauts mineurs par rapport a la 
beaute et a I'agrement de I'inte­
rieur.

A I'interieur. les rapports entre 
les differents espaces et les fonc- 
tions sont bien harmonises et I’on a 
su utiliser la lumiere naturelle ve- 
nant d'en haut de meme que de 
cote pour eclairer les pieces et 
mettre les objets d'art en valeur. La 
simplicite est le theme dominant.

Quelque peu etonnante de I'ex- 
terieur, cette maison est modeste, 
attrayante et interessante a I’in- 
terieur. C'est une piece d'architec- 
ture qui reflete la responsabilite 
et la competence et, de toute evi­
dence, repond aux besoins et aux 
desirs des clients.



Location / Emplacement 
In northern Ontario 
(client not identified)

Built under contract by 
Construit par contrat par 
Inovar Design Ltd. and/et 
Faion Construction Ltd. 
Toronto, Ont.

Architect/Architecte 
C. Blakeway Millar 
Toronto, Ont.

Award/Prix

Designer's Comments
The house is built into a cliff of 
blue and pink granite, looking 
South, over a privately owned lake 
about one mile in diameter, sur­
rounded by dense forest and an 
otherwise uninhabited shore line.
It provides for the year-round use 
of a family, with married children 
and visiting friends, as a summer 
cottage, bush camp and weekend 
retreat.

The roof deck of the house 
continues as an observation gal­
lery, around a projecting land 
promontory, about sixty feet above

water level. It was singularly im­
portant to keep the promontory 
free of the bulk of a building and 
therefore retain the natural charm 
and views out from this high place. 
The social areas of the house are 
centrally located at the open prow 
corner, which, by its’ shape, 
focussed attention out to the dis­
tant wooded headlands, above the 
normal stillness of the lake below. 

The guest bedrooms extend 
to the East and master bedroom 
suite to the West, of the open 
corner spaces. Kitchen, service 
areas, bathrooms and storage are 
all skylit, either built directly into 
the cliff side, or adjacent to a 
deeply sheltered, natural entrance 
walk immediately below the clear­
ing at the top of the house and 
site. Each bedroom has direct 
access to floor-level outside

terraces, as well as to individual 
private washrooms and dressing 
areas.

The kitchen is the fulcrum of 
the plan and life in the house. It 
is adjacent to the main entrance 
and overlooks the lower interior



terraces with visual and voice 
connection with the living and 
dining areas.

The cabinetry inside provides 
the only polished finishes that 
appear beside otherwise totally 
coarse, rough textured surround­
ings that are identical both inside 
and out. The essential character 
of the house is as an outcropping 
of the natural formation of the 
site, so that one is indivisible from, 
yet complementary to, the other.

Jury Assessment
An imaginative and thoroughly 
satisfying combination of materi­
als, spaces and forms so com­
pletely integrated with the superb 
site that the division between 
natural and man-made elements 
is difficult to determine in many 
areas. The detailing is extremely 
complex and almost flippant, but, 
this only contributes to the vitality 
and informality of massing and 
site. The approach and entry are 
particularly well handled making 
the most of the natural terrain and 
ensuring a dramatic contrast be­
tween the solid sheltering forms 
of the bedrooms and kitchen and 
the explosive views apparent upon 
entering.

Commentaire du dessinateur
Cette maison est integree a une 
falaise de granit bleu et rose tour­
nee vers le sud et surplombant 
un lac prive d’environ un mille de 
diametre, entoure d’une foret den­
se et d'une rive inhabitee. Elle 
repond a longueur d’annee au be- 
soin d’une famille qui a des enfants 
maries et des amis qui lui rendent 
visite, etant chalet d’ete, camp 
de brousse et refuge de fin de 
semaine.

Le toit-terrasse se prolonge en 
galerie d’observation autour d’un 
promontoire de terre, placee a 
une soixante de pieds au-dessus 
du niveau de I’eau. II importait 
singulierement de ne pas encom- 
brer le promontoire en y posant la 
masse d’un batiment et de lui con- 
server son charme et les points 
de vue naturels qu’il offre. Les aires 
sociales de la maison sont situees 
au centre, dans la partie qui s'avan- 
ce en proue et qui, par sa forme, 
concentre I’attention sur les poin- 
tes de terre boisees qu’on apergoit 
au loin, au-dela des eaux tran- 
quilles du lac.

Les chambres d’amis s'eten- 
dent vers I’est et la chambre prin- 
cipale est a I’ouest des espaces 
d’angle ouvertg. La cuisine, les 
services, les salles de toilette et 
les espaces de rangement sont 
tous eclaires par des lanterneaux 
et encastres directement dans la 
falaise ou adjacents a une entree 
naturelle completement abritee 
qui passe immediatement en 
dessous de I'eclaircie qui se trou- 
ve au-dessus de la maison et du 
site. Chaque chambre a coucher



a un acc6s direct a des terrasses 
exterieures au niveau du plancher 
et cl des cabinets de toilette et des 
boudoirs individuels.

La cuisine est la plaque tour- 
nante du plan et de I'activite dans 
la maison. Elle est adjacente a 
I'entree principale et surplombe 
les terrasses interieures du niveau 
inferieur avec communication 
visuelle et auditive avec le salon et 
la salle k manger. L’ebenisterie 
pr6sente les seules surfaces polies 
que Ton trouve dans cette maison: 
toutes les autres surfaces ont une 
finition rugueuse et une texture

grossiSre identique a I’interieur et 
a I’ext6rieur. La maison a pour 
caractere essential de prolonger 
le site nature! et de s’y integrer de 
fagon indivisible mais comple- 
mentaire.

Evaluation du jury
Combinaison originale et tout a fait 
adequate des materiaux, des espa- 
ces et des formes si bien int^gres 
au site superbe qu’il serait diffi­
cile, k maints endroits, de departa- 
ger les elements naturals et artifi­
cials. Les details sont extremement 
complexes et quasi desinvoltes 
mais ils contribuent d’autant mieux 
au caractere de vitalite et de de- 
pouillement dans le traitement des 
masses et du site. Le traitement 
des approches et de I’entree est 
particuliferement judicieux du fait 
qu’on a su exploiter au maximum 
les avantages naturals et mettre en 
contraste frappant les formes 
solides et confortables des cham- 
bres et de la cuisine et les vues 
explosives qui sautent aux yeux 
d6s I'entree.



Award/Prix
Location/Emplacement 
The Hill House 
40 Riverside Boulevard 
Thornhill, Ont.
Built under contract by 
Construit par contrat par 
York Hill Construction Co. 
Toronto, Ont.

Architects/Architectes 
Charles Simon/Henry Schefter 
Toronto, Ont.

Designer’s Comments
A private residence for a family of 
six on an attractive 2V2 acre site. 
The site is 100ft. wide and slopes 
down westward away from the 
road, with fine views over a golf 
course in that direction. The 
program called for both informal 
and formal living areas. The main 
aim was to fit this large residence 
as unobtrusively as possible on 
the relatively narrow site; to 
ensure maximum privacy from the 
street and from neighbours while 
exploiting the views to the full;

to preserve the existing trees on 
the site and use them for shade 
wherever possible.

The house, (floor area, 3700 
sq, ft.) is sited close to the north 
boundary, placing it against the 
tall trees of an adjacent wooded 
area and freeing as much of the 
site to the south as possible. It 
steps down with the site, offering 
ready access to the outdoors from 
varying levels. The extremely low 
profile of the roof at the entrance 
end preserves the view from the 
street to the open land beyond.

Informal living areas are 
placed at the hub of the house 
close to the entrance, with the 
more formal living areas and bed­
rooms at the “dead-ends” of the 
circulation patterns. The children 
have a semi-private zone at the 
upper level, with all bedrooms 
entered off a shared study/lounge 
area overlooking the open views 
beyond a balcony.

Jury Assessment
A delightful residence, taking 
every advantage of a good site in 
the development of interior and

exterior spaces and views. The 
position of the garage and front 
entry provides good privacy from 
the street and circulation through 
the house from the entrance hall 
is simple and pleasant. The quality 
of each individual space is dis­
tinctive, particularly with respect 
to the location of glazed areas, 
scale and proportions. The overall 
zoning for family use is excellent. 
Particularly noteworthy, is the 
amount of storage space through­
out and a well-planned children’s 
area on the second floor. Gen­
erally, materials are well chosen, 
harmonious and consistent. One 
element questioned by the Jury 
was the introduction of an angled 
wall at the upper level for no 
apparent reason.



Commentaire du dessinateur
Residence privee pour une famille 
de six sur un beau terrain de 2V2 
acres et de 100 pieds de iargeur, 
qui descend vers i’ouest a partir de 
ia rue et offre des vues magnifi- 
ques sur un terrain de goif dans la 
meme direction. II s’agissait de 
produire une ambiance offrant a ia 
fois un caractere conventionnel 
et detendu. L’objectif principal 
etait d’implanter cette grande mai- 
son le plus discretement possible 
sur un terrain relativement etroit; 
d'assurer le maximum d’isolement 
de la rue et des voisins tout en 
exploitant a fond la vue du site; de 
conserver les arbres et d’utiliser 
leur ombre le plus possible.

La maison (d’une superficie de 
3,700 pieds carres) est situ6e pres 
de la limite nord, adossee aux 
grands arbres d’une etendue boi- 
see adjacente en degageant le

plus possible du terrain au sud. La 
construction epouse la forme du 
terrain, ce qui laisse un acces faci­
le sur I'exterieur depuis divers 
niveaux. Le profil extremement bas 
du toit laisse la vue degagee de­
puis la rue sur I’espace qui s’etend 
au-dela du batiment.

Les aires d’intimite ont ete pla- 
cees au centre de la maison, a 
proximite de I’entree et les zones 
plus conventionnelles, de meme 
que les chambres, aux “impasses" 
des schemas de circulation. Les 
enfants ont leur zone semi-privee 
au niveau superieur et toutes les 
chambres ouvrent sur un foyer- 
etude partage avec vue degagee 
sur I’exterieur au-dela d’un balcon.

Evaluation du jury
Magnifique residence, qui exploite 
au mieux la beaute du site dans 
I’amenagement des espaces et les 
perspectives. La disposition du 
garage et de I’entree avant assure 
I’isolement de la rue et la circula­
tion dans toute la maison, depuis le 
hall d'entree, est simple et agrea-

ble. Cheque espace a sa qualite 
distinctive assures surtout par 
I’utilisation de vitres, par les pro­
portions et les dimensions. L’ame- 
nagement de I’ensemble en vue 
d’une utilisation familiale est excel­
lent. II faut souligner en particulier 
I’abondance de I’espace de ran- 
gement dans toute la maison et la 
bonne planification du coin des 
enfants au deuxieme etage. En 
general, les materiaux sont bien 
choisis, harmonieux et coherents. 
Le jury s’est seulement demande 
pourquoi on avait cru bon d’ajou- 
ter un mur d’angle au niveau 
superieur.



Award/Prix
Location/Emplacement 
The Mumford House 
Bolton, Ont.
Built under contract by 
Construit par contrat par 
D. Moffat Construction 
Orangeville, Ont.

Architects/Architectes 
Stark/Temporale 
Mississauga, Ont.

Designer’s Comments
Designed to be an alternate to the 
more typical subdivision ranch 
or colonial style house found 
often on small acreages in South­
ern Ontario, the intent in this 
design solution was to relate a 
house of rather average size and 
cost directly to its country setting 
through attention to siting, forms, 
materials and colour.

The house has been sited on 
the crest of a hill, overlooking a 
valley golf course and the Humber 
River; the approach to the house 
conceals this view until one enters 
the front door from the small entry 
court area. A small outdoor swim­
ming pool has been sited into the 
hill where it has privacy from the 
approach driveway, is sheltered 
from the north wind by the house 
and yet enjoys the view over the 
valley.

The house form leans on 
neighbouring farm structures for 
authority. A series of pavilions, 
linked by a low, flat roof permit

variation of interior space and 
volume. Adjacent rooms are sep­
arated by changing volumes and 
ceiling height rather than through 
partitioning alone. Floor area,
1,700 sq. ft.

Natural materials are used 
throughout. Siding is cedar board 
and batten stained green; brick 
pavers and flagstones are used 
for walkways. Interior finishes are 
natural cedar and pine combined 
with painted drywall.

Jury Assessment
An obviously good all-round rela­
tionship, between ciient and archi­
tect and between house and site 
has resulted in a weil planned, 
unpretentious residence, com­
pletely in sympathy with the nearby 
traditional farm structures. A great 
deal of attention has been paid to 
the main approach and entrance- 
the exterior entry court is shel­
tered and pleasant and this 
contrasts with the dramatic views 
evident upon entering. This simple 
character is carried through in 
the detailing, interior circulation 
is direct and well handled.



Commentaire du dessinateur
Ce plan a ete congu comme solu­
tion de rechange au style ranch ou 
colonial typique des lotissements 
que Ton trouve couramment sur 
les petites proprietes du sud de 
rOntario. II s’agissait de dessiner 
une maison de taille et de cout 
assez moyen qui s’harmoniserait a 
son milieu rural grace au soin 
avec lequel on traiterait I’amena- 
gement, les formes, les materiaux, 
et les couleurs.

La maison a ete placee sur la 
Crete d’une colline surplombant un 
terrain de golf dans la vallee et la 
riviere Humber; I’angle d’approche 
cache cede vue jusqu'a I'entree 
avant depuis une courette d'en- 
tree. Une petite piscine exterieure, 
creusee dans la colline, est isolee 
de I’allee avant et abritee du vent 
du nord par la maison tout en gar- 
dant une vue degagee sur la vallee.

La forme de la maison s’affirme 
en s’appuyant sur les structures 
de la ferme voisine. Une serie de

pavilions relies par un toit bas et 
plat a permis de varier les espaces 
et les volumes interieurs. Les pie­
ces adjacentes sont separees par 
des changements de volume et de 
hauteur de plafond plutot que par 
les seules cloisons. La superficie 
est de 1,700 pieds carres.

On a fait appel exclusivement 
a des materiaux naturals. L’exte- 
rieur est revetu de planches et 
couvre-joints de cedre taints en 
vert. Les trottoirs sont en pave de 
brique et tallage de pierre. L'inte-

rieur est fini en cedre et en pin 
naturels combines a des panneaux 
de platre peint.

Evaluation du jury
Une compatibilite evidente entre le 
client et I'architecte et entre la 
maison et le site a permis de reali- 
ser une residence bien agencee, 
sans pretention et completement 
en harmonie avec les structures 
traditionnelles des fermes voisines. 
On a particulierement soigne I’ap- 
proche et I’entree principale en 
menageant une cour exterieure 
abritee et invitante qui tranche sur 
le coup d’oeil saisissant que Ton 
trouve en entrant dans la maison. 
La meme simplicite se prolongs 
dans les details. La circulation in- 
terieur est directs et rationnelle.



Award/Prix
Location/Emplacement 
The Zack house 
3030 West 45th Avenue 
Vancouver, B.C.

Built under contract by 
Construit par contrat par 
Lauder Bros. & Tait, Builders 
West Vancouver, B.C.

Architects/Architectes 
Dalla-Lana/Griffin 
Vancouver, B.C.

1 Main entry 1 Entree
2 Gallery principale
3 Living room 2 Galerie
4 Dining room 3 Salon
5 Kitchen 4 Salle ^ manger
6 Breakfast nook 5 Cuisine
7 Utility 6 Dinette
8 Garage 7 Debarras
9 Master 8 Garage

bedroom 9 Chambre des
10 Dressing parents
11 Powder room 10 Deshabilloir
12 Master 11 Toilette

bathroom 12 Salle de bains
13 Arboretum des parents
14 Bedroom 13 Arboretum
15 Bathroom 14 Chambre
16 Billiards 15 Salle de bains
17 Deck 16 Salle de
18 Upper part of billards

arboretum 17 Terrasse
19 Pool 18 Partie 

sup^rieure 
de I'arboretum

19 Piscine



Designer's Comments 
This residence is located on a 
narrow 50' wide lot on a quiet 
residential street on Vancouver’s 
south slope. The site has several 
large trees at the western and 
eastern edges and is hemmed in 
closely on both sides by older 
2-storey homes. The enclosed 
nature of the site, results in few 
hours of actual sun penetration. 
This aspect coupled with the 
client’s wishes to remove no trees 
and to have complete privacy, 
were essential motivators of the 
design. A magnificent grove of 
several large cedars at the south 
east corner of the site suggested 
a more pleasant approach from 
that side than from the main 
northern street. An easement

through this grove to the side 
street was obtained from the adja­
cent neighbour.

The design concept attempts 
to maximize the introduction of 
natural light through the extensive 
use of skylights and a large glass- 
roofed arboretum and sculpture 
court. Materials used are mainly 
resawn mahogany boards, trav­
ertine marble and glass. All wood 
in the house is mahogany; both 
exterior siding and interior mill- 
work. Travertine 6" x 6" floor tiles 
are used indoors and out for their

higher light reflectivity. The terrace 
extends out from the arboretum 
and steps gently down to the pool 
from which additional light is 
reflected into the house. Floor 
area, 2,200 sq. ft.

Jury Assessment
This house is very well sited on 
an odd shaped lot and by ap­
proaching it off the side street, 
its design provides for a very 
enjoyable sense of entry past a 
large reflecting pool.

Inside the house, the reflected 
light from the water helps to 
provide a bright and spacious 
blend of interior and exterior. A

large outdoor space covered with 
glazing provides a very pleasant 
area throughout the year. Similarly, 
the decks on the upper floors add 
to the potential integration of 
house and site. Extensive use of 
mahogany inside and out provides 
a warm comfortable quality. The 
conversation area beside the pool 
seems a very enjoyable focus for 
the whole house.
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Commentaire du dessinateur
Cette residence est situee sur un 
terrain etroit de 50 pieds, dans une 
rue residentielle tranquille de la 
pente sud de Vancouver. L’empla- 
cement comprend plusieurs gros 
arbres a ses bordures est et ouest 
et il est etroitement encaisse entre 
des maisons de deux etages d’un 
certain age qui ne laissent pene- 
trer le soleil que quelques heures 
par jour. Cette caracteristique, 
alliee au desir du client de conser- 
ver tous les arbres et de se mena- 
ger une intimite complete, a consti- 
tue la motivation essentlelle du 
plan. Un magniflque bosquet de

grands cedres a Tangle sud-est du 
terrain lalssalt entrevoir une ap- 
proche plus agreable de ce cote 
que du cote de la rue principale. 
au nord. Une servitude a travers ce 
bosquet, debouchant sur la rue 
laterale, a ete obtenue du volsin 
Immediat.

Par sa conception, le dessin de 
cette malson vise a maximIser 
Teclairement nature! par Tutllisa- 
tion de nombreux lanterneaux et 
d'un grand arboretum a toit de 
vitre et d'une cour sculpturale.
Les materlaux utilises sont surtout 
des planches d’acajou refendu, 
du travertin et du verre. Touts la 
bolserle est en acajou, aussi bien 
le parement exterleur que la me- 
nulserie interieure. On a utilise des 
carreaux de travertin de 6" x 6"

dehors comme dedans a cause de 
la grande reflectance de ce mate- 
rlau. La terrasse s'etend a Texte- 
rieur de Tarboretum et descend 
doucement jusqu’au niveau de la 
piece d'eau qui reflechit encore de 
la lumiere dans la malson. La su- 
perflcle est de 2,200 pleds-carres.

Evaluation du jury
Cette maison est tres blen placee 
sur un terrain de forme irreguliere 
et, en prevoyant Tapproche de la 
rue laterale, le plan menage une 
entree tres agreable au-dela d’une 
grande piece d'eau.

Depuls Tlnferieur, la lumiere 
reflechie par Teau contribue a une 
transition claire et spacieuse vers

Texterieur. Un grand espace exte- 
rieur recouvert de vitres offre un 
lieu tres agreable toute Tannee 
durant. De meme, les plateformes 
des niveaux superleurs ajoutent a 
Tlntegration de la malson et du 
site. La profusion d'acajou, a Tln- 
terleur comme a Texterieur, donne 
une ambiance de chaleur et de 
contort. Le lieu de conversation, a 
cote de Tetang, semble un point 
de rencontre tres accueillant pour 
Tensemble de la malson.



Location/Emplacement 
The Eppich House 
West Vancouver, B.C.

Built under contract by/ 
Construit par contrat par 
Stan Burton 
Vancouver, B.C.

Architect/Architecte 
Arthur Erickson 
Vancouver, B.C.

Award/Prix

Designer’s Comments 
The main design consideration 
in this house was that it should 
disturb, as little as possible, the 
park-like atmosphere of a West 
Vancouver site of just over one 
acre. The site drops approximately 
40 ft. from the road to a meadow 
at the bottom and a creek along 
one edge. The house is a series of 
four levels tieing into the hillside 
allowing access to the site at each 
level. This creates a terraced

connection from the road to a man­
made pool and the meadow and 
creek beyond.

All the general living areas 
are on one level surrounded by 
terraces and a swimming pool.
The children’s rooms are on a level 
above, while the parents’ suite 
is below with its own terrace to 
the reflecting pool.

The construction is a series of 
concrete columns and beams 
forming a repeated frame. This 
framework has infill panels of 
different opacity varying from solid 
wood to wood lattice screens to 
glass to void. All exposed con­
crete is sandblasted or bush ham­
mered. The floors are either quarry 
tile or carpet on .concrete slabs. 
Ceilings are suspended resawn 
fir.

Jury Assessment
The jury felt this was truly an 
incredible house-a house which 
appears to demonstrate the very 
best in architect-client relation-



ships. A very exciting solution has 
been achieved to a most difficult 
siting situation; extensive use of 
terracing provides a sense of 
human scale even though this is 
a very large house. Elegantly 
proportioned space is continually 
revealed both inside and out. 
Detailing is superb.

Commentaire du dessinateur
La premiere consideration qui en- 
trait en ligne de compte dans la 
conception de cette maison etait 
de deranger le moins possible 
I’atmosphere de pare d’un site de 
I’ouest de Vancouver d’un peu 
plus d'une acre. Le terrain s’abais- 
se d’environ 40 pieds entre la route 
et une prairie flanquee d'un ruis- 
seau. La maison est constituee 
d’une serie de quatre niveaux re­
lies au flanc de la colline et per- 
mettant I’acces a chaque niveau. 
Cette disposition en terrasse relie 
le niveau de la route a un plan

d’eau artificiel et a la prairie et au 
ruisseau qui la longe.

Toutes les aires de sejour habi- 
tuelles sont placees au meme 
niveau et entourees de terrasses 
et d’une piscine. Les chambres 
des enfants sont a un niveau supe- 
rieur tandis que la suite des pa­
rents est a un niveau inferieur avec 
sa propre terrasse debouchant 
sur la piece d’eau.

La construction est faite d'une 
serie de colonnes de beton et de 
poutres formant une ossature 
repetee. Cette charpente est re- 
couverte de panneaux d’opacite 
differente allant du bois solide a 
des treillis de latte de bois, a la 
vitre et aux espaces vides. Tout le 
beton expose est traite au jet de 
sable ou boucharde; les planchers 
sont reconverts de carreaux de 
carriere ou de tapis sur dalles de 
beton. Les plafonds suspendus 
sont en sapin refendu.

Evaluation du jury
Le jury a trouve cette maison fran- 
chement incroyable. Elle parait 
exprimer un accord incomparable



entre I'architecte et son client.
Elle constitue une solution abso- 
lument saisissante a un site s’ame- 
nagement des plus difficiles; une 
abondante utilisation de terrasses 
conserve I’impression de propor­
tions humaines meme s’il s’agit 
d’une tres grande maison. On est 
constamment en presence d’espa- 
ces aux proportions elegantes a 
I’interieur comme a I’exterieur. 
L’execution du detail est superbe.

109



Location/Emplacement 
Froese House 
7715 Nixon Rd. 
Chilliwack, B.C.

Architect/Architecte 
Donald F, Fairbrother 
Vancouver, B.C.

Award/Prix

Designer’s Comments
Within the overall design, a range 
of different satisfactions of the 
clients had to be met. The hus­
band, a dentist, wanted a home 
bold in design, a respite and con­
trast in scale and texture from 
his work. The wife sought an 
informal home with ample kitchen, 
work and outdoor spaces. The 
rooms were to include all the usual 
living and recreation areas plus a 
workshop for furniture finishing 
and pottery. Colors and materials 
were to be natural; furnishings 
were to relate to an interest in 
plants, pottery, Indian and other 
art and to provide suitable settings 
for a fine collection of these. A 
collection of antiques was to be 
incorporated including some 
special items of particular im­
portance to the clients.

The site is a former log boom­
ing ground on a hilltop with mag­
nificent views of mountains, rivers, 
and towns. Variations from the 
more usual West Coast climate 
which had to be considered were 
greater snowfall, stronger winds 
and cooler temperature as a con­

sequence of exposure of the site 
and an altitude of approximately 
1000 feet.

Jury Assessment
The relation of rooms and activ­
ities, the circulation pattern and 
the relation of the house to the 
site, both in massing and view 
selection, are all particularly well 
done in the design. Glass and 
deck all around provide for excel­
lent integration of living spaces, 
both indoor and out. Circulation 
is eased by the allowance for 
access from the carport, yet this 
potentially obtrusive feature is 
sensitively handled. The kitchen 
should be specially mentioned- 
it is cheerful and bright and serves 
as the pivot among family room, 
dining, entry, and garage without 
dominating these spaces. A two- 
level basement for later expansion 
as necessary is a good investment.

Commentaire du dessinateur
II s’agissait ici, dans la conception 
de I'ensemble, de repondre a des 
exigences diverses des clients.
Le mari, dentiste, voulait une mai- 
son d'une conception hardie, un 
lieu de repos et de contraste dans 
les proportions et la texture par 
rapport a son lieu de travail. La 
femme voulait une maison plutot 
traditionnelle pourvue d'ample- 
ment d'espace a la cuisine, dans 
les zones de travail et a I’exterieur. 
II devait y avoir les pieces habi- 
tuelles de sejour et de detente plus 
un atelier de finition de meuble et 
de poterie. Les couleurs et les 
materiaux devaient etre naturels; 
les fournitures devaient exprimer 
de I’interet pour les plantes, la 
poterie, I’art indien et autres et 
offrir un cadre approprie a une 
belle collection de ces objets.
II fallait aussi trouver a placer une 
collection d’antiquites, y compris 
certains objets speciaux auxquels 
les clients attachaient une impor­
tance particuliere.

Le site est un ancien terrain 
d’abattage forestier, sur une col- 
line offrant un magnifique coup 
d’ceil sur des montagnes, des 
cours d’eau et des villages. Les 
ecarts climatiques dont il fallait 
tenir compte par rapport au temps 
qu’il fait habituellement sur la cote 
ouest etait I’enneigement, les vents 
et le froid, tous plus prononces a
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cause de I’exposition du site et 
d'une altitude d’environ 1,000 
pieds.

Evaluation du jury
L'harmonisation des pieces et de 
leur vocation, le schema de circu­
lation et I’integration de la maison 
a I'emplacement, tant du point de 
vue de la disposition que du choix 
de la vue, sont tous particuliere- 
ment bien executes dans ce dessin. 
La profusion de vitres et de plate- 
formes contribue a une excellente 
integration des espaces de sejour 
a rinterieur comme a I’exterieur.
La circulation est facilitee en per- 
mettant I’acces depuis I'abri 
d’auto, mais cette caracteristique, 
qui aurait pu devenir genante, a 
ete traitee avec sensibilite. La cui­
sine est digne de mention parti- 
culiere: accueillante et claire, elle 
fait pivot entre la salle familiale, 
la salle a manger, I’entree et le 
garage sans dominer ces espaces. 
Un sous-sol a deux niveaux en 
prevision d'une expansion future 
constitue un bon placement.



Location/Emplacement 
The Mitchell house 
4726 Wood Valley Place 
West Vancouver, B.C.

Designed and built by/ 
Conception et construction de 
Hassell/Griblin Associates Ltd. 
Vancouver, B.C.

Award/Prix

Designer’s Comments 
This design is an example of our 
budget house concept, providing 
essential spaces and area require­
ments for a young family in a 
simple, compact and economical 
house through exploitation of 
three dimensional planning. Con­
struction cost $30,000 in 1973.

A central split stair system 
offers an efficient distribution of 
adult activities (upper levels) and 
child activities (grade level). This 
provides opportunity to create 
interesting relationships between 
each by “borrowing" space from 
adjoining half levels (living room 
to roof terrace, dining room to 
playroom).

The house (1372 sq. ft.) was 
designed to take advantage of a 
lot with a steep northern slope. In 
placing the driveway and carport 
on the slope to minimize the cut, 
it was possible to locate the house 
on a rock outcropping at the top 
to capture both full sun and ex­
tensive views. Privacy is afforded 
by hilltop tree cover.

Construction is the standard 
platform frame system which is 
exposed in the roof framing and 
at window and door openings. 
Exterior and interior surfaces are

finished with untreated resawn 
cedar siding, the floors are oiled 
oak. A forced-air heating system 
works efficiently in this multi­
level house as air supplied to the 
lowest floor rises slowly through­
out the upper levels.

Jury Assessment
This is an excellent example of 
west-coast experimentation in 
housing form. Not only is the 
house well sited, it fully exploits 
natural materials and is quite 
dramatic in form-but most im­
portant, it was done on a limited 
budget. Relation to the site takes 
full advantage of existing tree 
cover to orient windows which 
capture sun and view without any 
sacrifice of privacy. The interior 
provides a simple and delightful 
relationship between living spaces. 
It is a compact house which allows 
for separation of activities.

A question raised by the jury 
concerned the adaption of the 
circulation pattern of the house to 
children (there are no children in 
the family at present)-for example, 
the existing living room is located 
at the busiest part of the circula­
tion pattern and the kitchen loca­
tion does not easily allow for an 
eye on activity elsewhere in the 
house.

Commentaire du dessinateur
Ce dessin est un example de notre 
conception de maison economique 
offrant les espaces indispensa- 
bles et repondant aux besoins 
d'une jeune famille qui cherche 
une maison simple, compacte et 
economique, et realisee grace a 
I’exploitation d’un plan atrois 
niveaux. Le cout de construction 
etait de $30,000 en 1973.

Un escalier central divise offre 
une repartition efficace des acti- 
vites des adultes (niveaux su- 
perieurs) et des enfants (rez-de- 
chaussee). Ce plan permet de 
creer d’interessants rapports entre 
ces niveaux en “empruntant” de 
I’espace au demi-etage adjacent 
(toit-terrasse pour le salon, salle de 
jeux pour la salle a manger).

Cette maison (de 1,372 pieds 
carres) a ete dessinee pourtirer 
parti d’un terrain en pente abrupte 
expose au nord. En disposant 
I’allee et I’abri d'auto dans la pen­
te, afin de minimiser le deblai, II 
a ete possible d’asseoir la maison 
sur un affleurement de roc au som-
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met, afin qu’elle puisse capter tout 
le soleil et profiter du point de 
vue. L’isolement est realise par un 
peuplement d’arbres au sommet.

Pour la construction, on a eu 
recours a la charpente a plate- 
forme ordinaire exposee dans la 
membrure du toit et aux ouvertures 
des portes et des fenetres. Les 
surfaces exterieures et interieures 
sont finles en parements de cedre 
refendu non traite, les parquets 
sont en chene huile. Un systeme de 
chauffage a air pulse est efficace 
dans cette maison plusieurs ni- 
veaux, I’air provenant du niveau 
inferieur s’elevant lentement aux 
niveaux superieurs.

Evaluation du jury
Void un excellent exemple d’ex- 
perimentation dans les formes 
d’habitation de la cote ouest. Non 
seulement la maison est bien 
situee, tire pleinement parti de 
materiaux naturels et presente une 
forme assez saisissante, mais ce 
qui est le plus important, on a pu la 
realiser avec un budget limite. 
Dans I'implantation de la maison, 
on a su profiter des arbres en

place pour orienter les fenetres de 
manifere a capter le soleil et la vue 
sans rien sacrifier a I'intimite. 
L’integration des zones de sejour 
est simple et attrayante. C’est une 
maison compacts qui permet de 
separer les differentes activites.

Le jury s’est cependant deman­
ds si le schema de circulation etait 
bien adapts aux enfants (il n'y a 
pas d'enfant pour I’instant), le 
salon actuel etant par exemple 
place au point le plus achalande 
de ce schema et la cuisine etant 
places de telle maniere qu’elle ne 
permet pas facilement d'avoir 
I'ceil sur ce qui se passe ailleurs 
dans ia maison.

Bedrooms
Dining
Kitchen
Living room
Playroom
Study
Roof terrace

Chambre 
Salle a manger 
Cuisine 
Salon
Salle de jeux 
Etude
Toit-terrasse



Award/Prix
Location/Emplacement 
Dolphin Beach 
Nanoose Bay, B.C.
(client not identified)

Designed and built by/ 
Conception et construction de 
James R. Johnston 
Fiscus Building Components 
North Vancouver, B.C.

^ I

Designer’s Comments 
The lot slopes gently to the water­
front with rock outcropping and 
a large arbutus tree plus a number 
of large firs which the owners 
wished to preserve.

Required was a small house 
for year-round living, suitable for a 
retired couple with space for 
occasional visits by family and 
also space for craft work. The 
house was to be sited amongst 
the trees and provide views to­
wards the water from as many 
rooms as possible. The finishes 
were to be simple and of low 
maintenance-rough cedar siding, 
cedar shakes and drywall so that

some inside walls would reflect 
light.

In carrying this out, the main 
floor level was split so the house 
would fit as close as possible to 
the ground. Entry was provided 
by a bridge leading to the front 
entrance. Sundecks were provided 
on three sides of the house to 
take advantage of the sun at any 
time of the day. The building was 
prefabricated, shipped to the site 
and erected by the contractor 
with the owner assisting and 
finished to a point where the owner 
was able to complete it himself. 
Floor area, 1,124 sq. ft.

Jury Assessment
A small house that resolves the 
needs of two people on a day-to­

day basis, but also has the capa­
city to accommodate visitors com­
fortably. The inclusion of a loft 
space as a study or for visitors is 
a major feature which is used to 
establish a substantially different 
space without detracting from the 
openness of the design. This open 
plan provides a feeling of spa­
ciousness without removing the 
distinction between entry, dining, 
kitchen and living areas-a goal 
seldom achieved in a house of 
this size. An extra large window 
succeeds in transforming the main 
bedroom into a more speciai 
space. The sea-edge site has been 
used to full advantage for views, 
and extreme care was taken to 
retain tree coverage. A very 
enjoyable home.



Commentaire du dessinateur
Le terrain est en pente douce vers 
la berge avec un affleurement de 
roc, un gros arbousier et un certain 
nombre de gros sapins que ies 
proprietaires tenaient a conserver.

II s’agissait de construire une 
petite maison pour toutes Ies pe- 
riodes de I’annee et convenant a 
un couple retraite mais assez gran­
de pour y recevoir a I'occasion des 
membres de la famille et offrant 
de I’espace pour du travail d'arti- 
sanat. La maison devait etre placee 
parmi ies arbres et avoir vue sur 
i'eau du pius grand nombre de

pieces possibies. La finition devait 
etre simple et exiger peu d’entre- 
tien: parements de cedre brut, 
bardeaux de cedre et panneaux de 
platre afin que certains murs inte- 
rieurs reflechissent la lumiere.

Le rez-de-chaussee a ete divi­
se afin que la maison soit assise le 
plus pres possible du sol. Un pont 
donne acces a I’entree avant. Des 
plateformes ont ete prevues sur 
trois cotes afin qu’on puisse profi- 
ter du soleil a toute heure de ia 
journee. Le batiment a ete prefa- 
brique, expedie a pied d'oeuvre et 
erige par I'entrepreneur avec i'aide 
du proprietaire et acheve au point 
ou ie proprietaire etait en mesure

de terminer le travail. La super- 
ficie est de 1,124 pieds carres.

Evaluation du jury
Une petite maison qui repond aux 
besoins ordinaires de deux per- 
sonnes mais qui peut aussi ioger 
confortabiement des visiteurs. Un 
espace prevu en sous-pente com- 
me etude ou pour recevoir des 
visiteurs est une caracteristique 
importante qui ajoute un espace 
fort different sans heurter i'aspect

degage du dessin. Cette disposi­
tion ouverte donne une impression 
de spacieusite sans nuire a ia dis­
tinction entre i’entree, ia dinette, 
ia cuisine et ies zones de sejour, 
objectif qu'on atteint rarement 
dans une maison de ces dimen­
sions. Une fenetre tres grande con- 
fere un caractere particuiier a ia 
chambre a coucher principaie.
On a su pieinement profiter du site 
au bord de ia mer pour menager 
des coups d’ceii et un soin extreme 
a ete apporte a la protection des 
arbres. Voiia une maison tres 
agreabie.



Location/Emplacement 
Near Bridgenorth, Ont.
(client not identified)

Built under contract by/ 
Construit par contrat par 
Gordon E. Elliott 
Peterborough, Ont.

Architect/Architecte 
Anthony L. Kemp 
Toronto, Ont.

Honorable Mention/
Mention honorable

Designer’s Comments
This vacation building replaced a 
large rambling cottage which had 
been on the site and in the owner’s 
family for several decades. Pro­
gram requirements grew out of 
the owner's planned use of the 
house. Large, informal gatherings 
during week-ends in both summer 
and winter: seating in the dining­
room had to be provided for 
twenty people and kitchen facilities 
were necessary to service this 
number; the other requirements 
included separate games rooms, 
a sitting area with fireplace, four 
double bedrooms and four bunks, 
two bathrooms and a downstairs 
washroom, and an exterior seat­

ing area with adequate wind 
protection. The building had to 
be fully insulated and heated for 
winter time use.

The site is relatively small,
80' X 110' with Chemong Lake on 
the north end. There are neigh­
bours on both sides, which sug­
gested flanking walls without 
large window areas. With the lake 
view being to the north and morn­
ing sun exposure to the rear of 
the site, external suntraps were 
created by introducing sharp 
indentations in the plan. The heart 
of the building is a 20' x 20' cir­
culation hall two storeys in height. 
At the top of this, four plexiglass 
skylights bring light into the 
interior reflected off a horizontal 
baffle suspended 8' below the

roofline. Additional light is brought 
into the building through four 
skylights which monitor light into 
the four quadrants of the building, 
thereby setting up constantly 
changing patterns of reflected 
light. Floor area, 3,300 sq. ft.

Jury Assessment
The jury considered this an imagi­
native design which shows flair 
with excellent spatial qualities 
and detailing.

The lakeside site is fairly flat 
and not large for the size of house, 
which is different in style from 
older nearby houses, although its
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board and batten finish is very 
famiiiar to the Ontario scene. The 
pian works weii, with an unusuaiiy 
ciear distinction of functions. Ail 
rooms can be seen from the main 
hall, including the double bunks 
on the upper balcony and the 
bedroom doors. Circulation is 
through the central hall and a 
spiral staircase and all rooms 
open off this central space at 
ground or upper level. All major 
rooms, are open to sound trans­
missions. This might not suit 
everyone but it is obviously ac­
ceptable in this case and must be 
a “plus” where togetherness is 
an essential ingredient in a house 
designed for active games and 
entertaining large groups.

The interior is quite spectac­
ular, especially in the hallway 
and living room, with beautifully 
finished wood throughout includ­
ing the ceilings and some well- 
executed and unusual details.

Commentaire du dessinateur
Cette maison de vacances a rem- 
place un grand chalet qui s'elevait 
sur cet emplacement et apparte- 
nait a la famille depuis des dizai- 
nes d’annees. Les exigences du 
programme ont decoule du souci 
d’utilisation planifiee de la maison. 
Celle-ci devait etre de taille a re- 
cevoir des groupes nombreux 
sans ceremonie pendant les fins 
de semaine, en ete comme en 
hiver; recevoir 20 personnes dans 
la salle a manger et offrir des 
installations de cuisine en conse­
quence; offrir d’autres avantages 
tels des salles de jeux separees, 
un salon avec foyer, quatre cham- 
bres doubles et quatre couchettes 
superposees, deux salles de bains 
et un cabinet de toilette au niveau 
inferieur, une zone de repos a 
I'exterieur suffisamment protegee 
du vent. Le batiment devait etre 
suffisamment isole et chauffe pour 
etre utilise en hiver.

Le terrain, relativement petit 
(80' X 110') donne sur le lac 
Chemong a son extremite nord. 
Comme il y a des voisins des deux 
cotes, il fallait songer a des murs 
lateraux sans grande fenetre. La 
vue sur le lac etant du cote nord 
avec exposition au soleil du matin 
a I'arriere, il s'agissait de creer 
des terrasses ensoleillees a I’exte- 
rieur en pratiquant des enfonce-

ments aigus dans le plan. Le cceur 
du batiment est constitue d’un hall 
de circulation de 20' x 20' haut de 
deux etages. Quatre lanterneaux 
en plexiglass places au sommet de 
ce puits laissent entrer la lumiere, 
qui est ensuite reflechie par un 
deflecteur horizontal suspendu a 
huit pieds sous le sommet du toit. 
L’eclairage interieur est complete 
par quatre lucarnes qui admettent 
la lumiere dans les quatre qua­
drants du batiment en modifiant 
constamment le jeu de la lumiere 
reflechie. La superficie est de 
3,300 pieds carres.

Evaluation du jury
Le jury a trouve que ce modele 
faisait preuve d’imagination dans 
le dessin et de gout dans le traite- 
ment des espaces et des details.

L'emplacement sur la rive du 
lac, est assez plat et petit par rap­
port a la taille de la maison, dont le 
style differe des anciennes mai- 
sons voisines, quoique sa finition 
en planche et couvre-joint soit tres 
courante en Ontario. Le plan est 
fonctionnel et offre une separation 
musitee des diverses fonctions. 
Toutes les chambres sont visibles 
du hall principal, y compris les 
couchettes superposees du balcon

superieur et les portes des cham­
bres. La circulation passe par le 
hall central et un escalier heli- 
coi'dal et toutes les chambres s’ou- 
vrent sur cet espace central, au 
rez-de-chaussee ou au niveau 
superieur. Toutes les chambres 
principales sont ouvertes aux sons. 
Cet agencement ne plairait pas a 
tout le monde, mais il est de toute 
evidence acceptable dans ce 
cas-ci et il doit offrir un avantage 
quand on veut se sentir ensemble 
dans une maison qui est congue 
pour des jeux actifs et la presence 
de groupes nombreux.

L’interieur est assez frappant, 
surtout dans le hall et dans le 
salon et les boiseries, y compris 
les plafonds, ont un tres beau fini 
et certains details inusites sont 
bien executes.



Location/Emplacement 
38 Pine Valley Drive 
Woodbridge, Ont.

Built under contract by/ 
Construit par contrat par 
Cadet Construction Co. Ltd. 
Willowdale, Ont.

Architect/Architecte 
J. E. Sievenpiper 
Toronto, Ont.

Honorable Mention/
Mention honorable

r: rTr-
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Designer’s Comments
The program required a typical 
type of suburban house, with the 
usual physical plan requirements. 
Visualiy, however the ciient re­
quired much more. As the client 
was involved in the construction 
industry, he required that his 
product and expertise be em­
ployed to advantage and as an 
expression of himself. The house 
was to express to the best ad­
vantage, the use of concrete as 
a building materiai and, aesthetic­
ally, as a material. Two par­
ticular requirements were that the 
recreation ievel was to be seif- 
contained and be acousticaliy 
separate from the remainder of

the house; the family room was to 
be a completely private area.

The site facing south slopes 
up to the dense forest to the north. 
The creek to the west, and the 
view to the goif course to the south 
and west, required an elevation 
to enjoy this. Adjacent to the east, 
is a iarge residence that, archi- 
tecturaiiy, is not in sympathy with 
this house thereby requiring that 
it be set well back. The basic 
geometry of the structure and the 
moulding of the earth became 
vitai in the design process, as a 
result of the use of concrete. Every 
effort had to be made to avoid 
the hard, boxy, visual effect of 
concrete and to soften and sculpt 
the lines. The view to the river 
from the balcony of the master 
bedroom was considered im­
portant. The open staircase be­
came the main design impact of 
the interior, culminated by the 
skylight of the roof.

The foundations, fioor slabs, 
and walls, are concrete. The walls 
are very carefully formed, to 
ensure that the reglets, tie-cones 
are precise. Overlaid piywood for 
concrete forms prevented boat 
patches and wood grain from 
showing in the final product. The 
entrance hall is dark brown

English quarry tile and the floors 
are covered with carpet and vinyl 
tile. Exterior soffits and interior 
ceilings are oiled-finish cedar 
boarding. The family room fire­
place has a copper hood and is 
faced in red quarry tile. Floor area, 
4,200 sq. ft.

Jury Assessment
An interesting iarge residence, 
hard and contrasting to the soft 
wooded site, but, nevertheless, 
consistent in its execution. Detaii- 
ing and coordination required in 
the use of poured concrete has 
been very weii carried out and 
a high standard of craftsmanship 
is evident throughout. One might 
have expected somewhat more 
imaginative interior spaces and 
volumes and more advantage 
could perhaps have been taken 
of views of the treed areas to the 
north. Circulation and zoning is 
bandied very weli giving good 
separation to private spaces. The 
jury questioned the smali scaie 
of the main entrance, feeiing this 
was not in character with the rest 
of the house.



Commentaire du dessinateur
Le programme prevoyait un type 
courant de maison suburbaine 
avec les exigences d'amenage- 
ment habituelles. Sur le plan visual 
toutefois, le client exigeait beau- 
coup plus. Etant lui-meme mele a 
rindustrie de la construction, II 
voulait que son produit et sa com­
petence Solent utilises avec avan- 
tage comma une expression de 
lui-meme. La maison devait done 
faire valoir a son mieux I’utilisation 
de baton comma materiau de 
construction et comma matiere 
esthetique. Parmi les exigences 
particulieres, le niveau recreatif 
devait etre autonome et separe 
acoustiquement du reste de la 
maison; la salle familiale devait 
etre une zone absolument privee.

Tourne vers le sud, le terrain 
monte en pente vers une foret den­
se au nord. Comma il y a un ruis- 
seau a I'ouest et vue sur un terrain 
de golf au sud et a I’ouest. II fallait 
prevoir une elevation qui permet- 
trait d’en jouir. La maison adja- 
cente a I'est est une grande resi­
dence dont I'architecture n’est pas 
compatible avec celle de cette 
maison, ce qui a oblige a la placer 
loin en retrait. La geometrie de 
base de la structure et le moulage 
du terrain devenaient essentials 
dans le dessin puisqu’il s’agissait 
d’utiliser du beton. II fallait de- 
ployer tous les efforts pour eviter 
I'effet dur et massif du beton, atte- 
nuer et sculpter les lignes. II etait 
important de menager la vue sur la 
rividre depuis le balcon de la 
chambre a coucher principale. Le 
centre d’impact principal du des­
sin de I’interieur est devenu I'esca- 
lier ouvert couronne par la lucarne 
faitiere.

Les fondations, les dalles de 
planchers et les murs sont en be­
ton. Les murs sont tres soigneuse- 
ment formes afin de garantir la 
precision des reglets et des cones

d'attache. Le revetement de con- 
tre-plaque des formes de beton a 
cache les taches et les grains du 
bois dans le produit fini. Le hall 
d entree est fini en carreaux de 
carriere anglais brun fence et les 
planchers sont recouverts de tapis 
et de carreaux de vinyle. Les sous- 
faces exterieures et les plafonds 
interieurs sont en planche de 
cedre fini a I’huile. Le foyer de la 
salle familiale a un chapeau de 
cuivre et la face est recouverte de 
carreaux de carriere rouges. La 
superficie est de 4,200 pieds 
carres.

Evaluation du jury
Grande residence fort interessante, 
se decoupant et faisant contraste 
sur I’arri6re-plan boise, mais nean- 
moins d’une execution coherente. 
L’execution des details et la co­
ordination qu’exige I’utilisation de 
beton coule ont ete tr6s bien 
realisees et la qualite du travail 
d’execution est partout evidente. 
On aurait pu s’attendre a plus 
d'imagination dans le traitement 
des espaces et des volumes inte­
rieurs et I’on aurait peut-etre pu 
mieux profiter de la vue sur les 
espaces boises vers le nord. La 
circulation et le zonage sont tres 
judicieux, assurant un bon isole- 
ment des zones intimes. Le jury a 
trouve le hall d'entree principal 
plutot petit, estimant qu’il detonait 
par rapport au reste de I’habitation.



Location/Emplacement 
The Weill house 
5873 Marine Drive 
West Vancouver, B.C.

Built under contract by/ 
Construit par contrat par 
Joe Tsujimura Construction 
Vancouver, B.C.

Designed by/Conception de 
Hassell/Griblin Associates Ltd. 
Vancouver, B.C.

Honorable Mention/
Mention honorable

Designer's Comments
This house is located on a rocky 
hillside, inaccessible by car and 
overlooking an expansive view 
of islands, marina, inlet and 
mountainside. The owners once 
occupied another house on this 
site, the scene of a derailment 
from the B.C. Railway tracks above 
the property that destroyed both 
the original house and a grove 
of arbutus trees.

While the character of the 
original house was maintained, the 
owners’ familiarity with the prop­
erty provided a unique opportunity 
to tailor the new house to care­
fully considered site conditions 
and family functions. The latter is 
reflected in features such as a 
fireplace nook in lieu of a conven­
tional living room (located Vz level 
between the family room and 
master bedroom) and the large 
view-and-sun deck (V2 level be­
tween the family room and chil­
dren's bedroom) which also serves 
to screen the road below while 
not obscuring overviews from 
rooms behind.

The construction budget 
($48,000 in 1973) allowed for ex­
tensions of the house beyond the

stair core to contain sunny areas 
or to capture specific views- 
west to the Gulf from the angled 
family room; south to the marina 
from the fireplace window seaf; 
through the stairwell skylight to 
the islands; north to the cliff face 
from the dining room. Spatially, 
the aim was to utilize vertical 
interrelationships of levels and a 
variety of light and views on all 
floors to provide an open, ex­
pansive feeling to offset the com­
pact functional arrangement of 
parts. Floor area, 2,000 sq. ft.

Jury Assessment
This house is an interesting 
response to a very difficult site. 
Through manipulation of space 
and overlapping balconies, the 
designer has achieved a very 
enjoyable and informal family 
setting. In doing this, the jury felt, 
some spaces on the diagonal 
might have been more effective 
if they were squared off.

The use of decks is well 
handled contributing to the com­
plete sense of privacy both indoors 
and out; the views framed are very 
dramatic. The jury were puzzled 
at the lack of closet space in the 
children’s bedrooms and why one 
bedroom was only six feet wide, 
for no apparent reason.

Commentaire du dessinateur 
Cette maison est placee sur la 
pente rocheuse d’une colline, inac­
cessible en voiture et surplombant 
un panorama d'iles, un port de 
plaisance, un detroit et une monta- 
gne. Les proprietaires ont deja 
occupe une autre maison sur ce 
meme emplacement, qui a ete la 
scene d'un deraillement du chemin 
de fer de la Colombie-Britannique 
au-dessus de la propriety, qui a 
detruit la premiere maison et un 
bosquet d’arbousiers.

Tout en voulant reproduire le 
caractere de la premiere maison, 
les proprietaires connaissaient 
assez bien la propriety qu’il deve- 
nait particuliferement facile d’adap- 
ter la nouvelle maison aux condi­
tions soigneusement considerees 
du site et des functions familiales. 
Ces dernieres se refifetent dans 
des caracteristiques comme un 
boudoir muni d'un foyer plutot que 
d'un salon classique (situe a mi­
ntage entre la salle familiale et la 
chambre principale) et la grande 
plateforme (a mi-etage entre la



salle familiale et la chambre des 
enfants) qui sert en meme temps a 
cacher la route en dessous tout 
en ne bloquant pas la vue des 
chambres situees a I’arriere.

Le budget de construction 
($48,000 en 1973) permettait de 
prolonger la maison au-dela du 
puits d’escalier de fagon k prevoir 
des zones ensoleillees et de pro- 
fiter d'un panorama particulier, 
vers I’ouest jusqu’au golf, depuis 
la salle familiale disposee en 
angle; vers le sud jusqu'au port de 
plaisance depuis le siege-fenetre 
du foyer; par le lanterneau de 
I’escalier jusqu’aux ties; depuis la 
salle k manger vers le nord jus- 
qu’^i la parol de la falaise. Dans 
I’espace, le plan visait a utiliser un 
raccordement vertical des niveaux 
et une diversite d’eclairage et de 
coup d’ceil a tous les niveaux, afin 
de donner I’impression d’ouverture 
et de grandeur pour equilibrer la 
disposition fonctionnelle com­
pacts des parties. La superficie est 
de 2,000 pieds carres.

et des balcons superposes, le des- 
sinateur a realise une ambiance 
familiale detendue et tres agrea- 
ble. Le jury a neanmoins estime 
que certains espaces en diagonals 
auraient ete mieux utilises s’ils 
avaient ete ramenes a une forme 
rectangulaire.

L’utilisation de plateformes 
est judicieuse et renforce I’impres­
sion d’intimite absolue a I'interieur 
comme ci I’extdrieur; les coups 
d’ceil encadres par I'amenagement 
sont tres saisissants. Le jury a ete 
intrigue par I’absence de placards 
dans les chambres d’enfants et 
s’est demands pourquoi, sans rai­
son apparente, une des chambres 
n’avait que six pieds de large.

Bedrooms 
Dining 
Family 
Kitchen 
Fireplace nook 
Playrooms, deck

s Study

Chambres 
k coucher 
Salle a manger 
Salle familiale 
Cuisine 
Boudoir avec 
foyer
Salles de jeux,
plateforme
Etude

Evaluation du jury
Cette maison apporte une solution 
interessante aux tres grandes 
difficultbs que posait I’emplace- 
ment. Par le traitement des espaces



Location/Emplacement 
Hernando Islands 
Gulf Islands, B.C.
(client not identified)

Designed and built by/ 
Conception et construction de 
James R. Johnston 
Fiscus Building Components 
North Vancouver, B.C.

Honorable Mention/
Mention honorable



Designer’s Comments
The topography of this site is all 
rock outcropping and is highly 
irregular. There is a natural path­
way leading off to the sea below. 
No trees or natural foliage were 
removed except those absolutely 
necessary for the placement of 
the house.

The house was kept as low as 
possible and fitted amongst the 
trees as unobtrusively as could be 
arranged. All exterior surfaces 
were to be the color of natural 
material and no reflective finishes 
other than glass were to be used.
It was to be as rustic as possible, 
using heavy rough-sawn beams 
and rafters and rough-sawn cedar 
siding and panellings to tie the 
house in with the natural setting. 
As there would be no electricity 
available, all rooms had to have 
maximum natural light. A large 
skylight was used to light the 
sitting area in front of the fireplace 
which would be an activity area 
during the day. Built-in bunks and 
seats were used in place of more 
formal furniture. The building was

prefabricated, shipped to the site 
and erected and completed by 
the contractor. Floor area, 1,280 
sq. ft.

Jury Assessment
The strongest feature of this 
summer cottage is its setting on 
an island which is to be kept 
undeveloped. The housing com­
ponents had to be brought to the 
site by landing barge. Apart from 
its superb relation to site, the 
cottage was well designed for the 
informal living of summer. Circula­
tion patterns provide easy access 
between indoors and outdoors 
at many locations giving children 
and adults the best of separation 
and family. Materials were se­
lected for easy upkeep.

The jury felt that more attention 
could have been given to provide 
more natural light in the kitchen 
area and questioned having a 
bedroom opening directly from 
the living room.

Commentaire du dessinateur
TrOs irreguliere, la topographie de 
cet emplacement est caracteris6e 
par des affleurements de roc.
Un sentier naturel descend a la 
mer. Aucun arbre ni feuillage natu- 
rels n’ont ete enleves sauf en cas 
d’absolue necessite pour Timplan- 
tation de la maison.

Le profil a ete maintenu aussi 
bas que possible et insert parmi 
les arbres aussi discr^tement que 
le permettait I’amenagement. Tou- 
tes les surfaces exterieures de- 
vaient etre de couleur naturelle et 
aucune finition reflechissante 
autre que la vitre ne devait etre 
utilisee. La construction devait 
etre absolument rustique et utiliser 
des poutres et chevrons en bois 
de sciage brut, un parement de 
cedre de sciage brut et des pan- 
neaux qui harmoniseraient la mai­
son avec son cadre naturel. Puis- 
qu’il n’y aurait pas de service 
d'electricite, toutes les chambres 
devaient recevoir le maximum de 
lumiOre naturelle. On a utilise un 
grand lanterneau poureclairer 
la zone de repos devant le foyer, 
qui devait se transformer en zone 
d'activite pendant le jour. Des cou­
chettes et des sieges incorpores 
ont ete utilises a la place de meu-

bles plus conventionnels. Prefabri- 
que, le batiment a ete expedid a 
pied d'ceuvre, erige et paracheve 
par I'entrepreneur. La superficie 
est de 1,280 pieds carres.

Evaluation du jury
Le caractere dominant de cette 
maison d’ete reside dans son im­
plantation sur une Tie qui doit 
demeurer inexploitee. Les ele­
ments de construction ont du etre 
transportes sur une barge. Outre 
son excellente harmonisation au 
site naturel, ce cottage est parfai- 
tement congu pour le regime de 
vie detendu de I’ete. Les schemas 
de circulation prevoient un acces 
facile et multiple entre I’interieur et 
I’exterieur, laissant aux enfants et 
aux adultes les meilleurs avanta- 
ges de I’intimite et de la vie de 
famine. Les materiaux ont ete choi- 
sis en vue de la facilite d’entretien.

Le jury a trouve qu'on aurait 
pu s'efforcer davantage de fournir 
un meilleur eclairage naturel a la 
cuisine et s’est demande s’il etait 
judicieux de placer I'ouverture 
d’une chambre a coucher directe- 
ment sur le salon.





Location / Emplacement 
The McKinnon house 
15735 Mountain View Crescent 
Surrey, B.C.

Built under contract by/
Construit par contrat par 
Fred Buchamer Construction Ltd. 
Surrey, B.C.

Architect/Architecte 
Paul D. Rust 
Vancouver, B.C.

Honorable Mention/
Mention honorable

Designer’s Comments
A half-acre lot located in a small 
subdivision, this heavily wooded 
site slopes down 25 feet to the 
north, away from the street. The 
house sits in a natural clearing 
and in order to preserve existing 
vegetation and reduce the gra­
dient, the driveway runs parallel 
to the street then turns down the 
east boundary. The northern 
boundary abuts a cemetary re­
serve so that views to the north 
are unrestricted. This allows for 
large windows in that elevation. 
Extended side walls enforce this

view orientation and provide 
screening from neighbours to east 
and west. The location of major 
glass areas gives the house the 
effect of turning its back on the 
street.

The structure is standard frame 
construction with the exception 
of the long span of some of the 
openings and the extensive use 
of skylights. The site is so well 
treed that heat gain is minimal in 
summer and in winter much 
needed natural light is allowed 
to penetrate the entire house.
The kitchen and family room look 
into the entrance court through 
glass walls. On entering the court 
from the outside there is an illu-

1 Entrance court
2 Entry
3 Living room
4 Dining room
5 Kitchen
6 Family room
7 Mud and 

laundry room
8 Wood working 

shop
Hall
Master
bedroom
Reading room
Bathroom
Bedroom
Bedroom

1 Cour d'entree
2 Entr6e
3 Salon
4 Salle a manger
5 Cuisine
6 Salle famlliale
7 Vestibule et 

buanderie
8 Atelier de 

menuiserie
9 Passage
0 Chambre des 

parents
1 Salle de lecture
2 Salle de bains
3 Chambre
4 Chambre



Sion of immediately being in the 
interior of the house. Floor area, 
2,100 sq.ft.

Jury Assessment
This is a home with a well ordered 
plan, cleanly and simply executed. 
Circulation patterns are well 
thought out and contribute to a 
sense of comfortable living space. 
The use of skylighting is a partic­

ularly Interesting component of 
this design allowing for excellent 
use of natural light.

The plan allows for good sep­
aration of children activity on the 
second floor and the parents 
suite with its separate reading nook 
and a compartmentalized bath­
room is a good feature. Downstairs, 
a separate entrance from the 
outside to the mud and tack room 
is a convenience and a good 
secondary route to the inside

Commentaire du dessinateur
Ce terrain d’une demi-acre situe 
dans un petit lotissement et dense- 
ment boise descend de 25 pieds 
vers le nord, depuis la rue. Les 
malsons sent placees dans une 
clairifere naturelle et, afin de pre­
server la vegetation et d’attenuer 
la pente, I’all6e d'entree suit une 
ligne parallele a la rue avant de 
descendre le long de la limite est. 
Vers le nord, le terrain aboutte 
a un terrain reserve a un cimetifere, 
de sorte que la vue est Imprenable 
de ce cote. CecI a permis d’utl- 
liser de grandes fenetres cette

elevation. Le prolongement des 
murs lateraux souligne cette orien­
tation visuelle tout en assurant 
I'isolement des voisins a I'est et & 
I’ouest. Par ses grandes baies 
vitrees, la malson a I’alr de tourner 
le dos a la rue.

La charpente, a I’exception de 
la longue portee de certaines



m0^-

ouvertures et de la profusion de 
lanterneaux, est une construction 
a ossature de bois ordinaire. Le 
terrain est si bien protege par les 
arbres que le gain de chaleur est 
minimal en ete et, en hiver, I'ame- 
nagement permet de baigner toute 
la maison de la lumiere naturelle 
dont elle a tant besoin. La cuisine 
et la salle familiale donnent sur 
la cour d’entree a travers des murs 
de verre. En penetrant dans la 
cour de I’exterieur, on a I’impres­

sion d'entrer directement dans la 
maison. La superficie est de 2,100 
pieds carres.

Evaluation du jury
Voila une maison congue selon un 
plan bien ordonne, executee pro- 
prement et simplement. Les sche­
mas de circulation sont bien etu- 
dies et contribuent a I’impression 
de contort. L’utilisation de lan­
terneaux constitue un element par- 
ticulidrement interessant de ce 
plan qui permet une excellente 
utilisation de la lumiere naturelle.

Le plan separe bien I’activite 
des enfants au deuxieme niveau de

la suite des parents agr^mentee 
d'une retraite de lecture separee 
et la salle de bains compartimentee 
est un element judicieux. Au ni­
veau inferieur, I’entree separee 
au cabinet de toilette secondaire 
et au vestiaire est une commodite 
et un acces secondaire interessant 
aux zones interieures.
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