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The following revisions to the Canadian Plumbing Code 1985 have been 
approved by the Associate Committee on the National Building Code for 
immediate implementation. 

In accordance with the ACNRC Policies and Procedures, the documents 
rcferenced in Table 1.9.A. are updated annually. The First, Second and Third 
Revisions, dated January 1986, January 1987 and January 1988. respectivcly. 
included updating of the referenced documents to 30 Junc 1987. The revision5 
contained herein include additional updates to 30 Junc 1988. 



Page Reference Revis ion  

8 1.9.2. Change the last line to read "1988". 

4 Table 1.9.A. Revise entries in Columns 2 and 3 where applicable 
as follows: 

(1) Revised document numbers and titles also apply in the appropriate code 
references listed in Column 4. 

(2) Previously updated in Second Revisions datcd January 1987. 
(3) Previously updated in Third Revisions dated January 1988. 

Column 1 
l ssuing 
Agency 

ANSI 

ASTM 

ASTM 

ASTM 

ASTM 

ASTM 

ASTM 

CGSB 

CSA 

CSA 

CSA 

CSA 

CSA 

Column 3 
Title or hcurncn t  
as revised ('1 

Ductile Iron and 
Grey Iron Fittings, 
3 in through 48 in. 
for water and nthcr 
liquids 

Column 2 1 

Document number 
. 
Existing Number 

C1 lO/A21.10-82 

A53-87AB 

~ 4 2 - 8 7 ( ~ )  

~ 4 3 - 8 7 ( ~ )  

~ 8 8 - 8 6 ( ~ )  

~ 3 0 6 - 8 6 ( ~ )  

D2609-74 

34-GP- 1M-1976 

CAN3-B45.OM81 

CAN3-B45.1M81 

CAN3-B45.2M8 1 

CAN3-B45.4M8 1 

CAN3-R45.5M8 1 

Revised Number (') 

CllO/A21-10-87 

A53-88 

B42-88 

B43-88 

B88-88 

B306-88 

D2609-87 

CANKGSB-34.1 -M87 

CANKSA-B45.0-M-88 

CANKSA-B45.1-M-88 

CANKSA-B45.2-M88 

CANKSA-B45.4-M88 

CANKSA-B45.5-MS8 




